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INTRODUCTION

This document describes how th Windows Time service can be used and configured to synchronize the time in a IP
Director workgroup.

TIME SYNCHRONISATION

Since windows 2000, windows operating systems uses an internal service to synchronize the time in a domain
environment. This service (Windows Time aka w32time) can be configured to play either a client or a server role even
in a workgroup environment. This service can use an external source (NTP server) as the time reference as well.
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TIMESYNC CONFIG IN THE DB TOOLBAR

[DB] Server Toolbar 2008-2016 (17.6.0)

SQL M. Studio Web Monitoring Maintenance tool Mirroring Setup SQLinfo & Logs DNS Config Mirror Emerg.

Click on the action you want to perform

[Configure Windows Time Servers]

[Propagate Time config to clients]

[Status |

[HELP)
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[Configure Windows Time Server] : Configures the “Windows Time” service on a Windows Server as Time
Server .

[Propagate Time config to clients] : Configures windows clients to use the” windows Time” servers as time
references.
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SERVER CONFIGURATION

B ' EVS TimeSync Config = m] X

—
— V 5 Windows Time Configuration
—

Click on the action you want to perform

[Configure Windows Time Servers]

Please configure the Time Servers
'you want to install ...

Primary Windows Time Server: ]

Secondary Windows Time Server: j

Time Reference (NTP) - |

[ eploy to IP Director
| Configure Windows Time Servers ]

[Propagate Time config to clients]
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Primary Windows Time Server : computername or IP address of the computer that will become the main time
server on the network. The HTA will apply registry values on that computer and restart the Windows Time service.
Secondary Windows Time Server : computername or IP address of the computer that will become the backup
time server on the network. The HTA will apply registry values on that computer and restart the Windows Time
service.

Time Reference (NTP) : NTP server used by the 2 Time Servers to have a time reference

CLIENT CONFIGURATION

7 EVS TimeSync Config - o X

Windows Time Configuration

Click on the action you want to perform

[Configure Windows Time Servers]
[Propagate Time config to clients]

Pl

the
you want to deploy on dlients ...

Client list (file) = l Browse...

Primary Windows Time Server: |

Secondary Windows Time Server: |

[ status ]
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Client list (file) : text file with the IP addresses of the windows client to configure.
Primary Windows Time Server : computername or IP address of the computer used as Main Time Server
Secondary Windows Time Server : computername or IP address of the computer used as Backup Time Server
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