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grm5lio
Callout
REMOVE C1 FROM FRONT PANEL PC BOARD

grm5lio
Callout
REMOVE Q5 FROM AUDIO PC BOARD

grm5lio
Text Box
TO CHANGE THE TALK BUTTON ON THE WM-1000/WM-2000 FROM MONENTARY ONLY TO MOMENTARY/LATCHING.  TWO COMPONENTS WILL NEED TO BE REMOVED. A CAPACITOR (C1) WILL NEEED TO BE REMOVED FROM THE FRONT PANEL PC BOARD AND A TRANSISTOR (Q5) WILL NEED TO BE REMOVED FROM THE MIDDLE AUDIO PC BOARD. (THIS CHANGE ALSO APPLIES TO THE AUDIOCOM SPEAKER STATIONS).



grm5lio
Text Box
THIS PHOTO SHOWS THE PC BOARD STACK FOR THE SPEAKER STATION.  THE PC BOARD TO THE LEFT (FRONT PANEL PC BOARD) AND THE MIDDLE PC BOARD (MIDDLE AUDIO PC BOARD) WILL HAVE ONE COMPONENT REMOVED FROM EACH PC BOARD ASSEMBLY AS NOTED BELOW.



grm5lio
Text Box
FRONT PANEL AUDIO PC BOARD: LOCATE AND REMOVE C1

grm5lio
Text Box
MIDDLE AUDIO PC BOARD, LOCATE AND REMOVE Q5




