MVS-8000 Maintenance Training - 1A &
4A

MVS-8000/MKS-8800

2 <Mechanical Part>

1. Location of Main Parts
2. How to replace maintenance parts and cautions.

- Power Supply Unit
- FAN
- CPU-DK MODULE/CPU-DR MODULE
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1-2 Removing Equipments

1-2-1 Removing the Front Door Assembly

Removal
1. Fully loosen four screws (with drop-safe).

Serava
[With dropaate]

=
-

A

Front parel assenmbly

2. Remove the front door assembly in the direction of the arrow.

MVS-8000(1/10)

1-3 Replacing Main Parts

CAUTION
Be sure to set the POWER switch to OFF and unplug the power cord before

starting any of the replacement work to protect inside of the machine from
damage. If the replacement work is attempted with the power ON, this may
result in electric shock or damage of circuits.

1-3-1 Plug-in Board

Removal
1. Remove the front door assembly.
(Ref. 1-2-1)

2. Remove three screws and remove
the PWB stopper assembly.

MVS-8000(2/10)

PEW4 3§ & PWE sioppar assamaiy

1-3-3 Power Supply Unit

CAUTION

the power before the power supply unit is firmly secured.

If installation of the power supply unit is incomplete, the contact resistance
of the connector increases that may result in damage of parts and smoke.
Tighten the fixing screws of the power supply unit securely. Do not turn on

Power supply unit

Removal

arrow by holding a handle.

MVS-8000(3/10)

- 1. Remove the front door assembly. (Ref. 1-
-
PEwaxe | 2'1)
— k 2. Remove two screws and extract the
] power supply unit in the direction of the

1-3-4 Replacing the Fan

<Fan on the side front panel>

&

Removal
1. Remove the front door assembly.(Ref. 1-2-1)

2. Extract the fan(F) assembly in the direction
of the arrow by holding a handle.

MVS-8000(4/10)
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1-3-4 Replacing the Fan

(cont'd)
3. Disconnect the harness from the connector (CN2) on the HN-289 board.
4. Remove two screws and remove the fan retainer.
5. Remove the fan 2 in the direction of the arrow.
6. Disconnect the harness from the connector (CN3) of the HN-289 board.
7. Remove two screws and remove the fan retainer.
8. Remove the fan 1 in the direction of the arrow.

HM-289 board

Fan 2
Fanretainer ~ PSW

FEWI 6
G

PSWE % 6
.

Do CN connection properly in order to make FAN Error appeared.

MVS-8000(5/10)

<Fan on the rear>
(cont'd)
NOTE
Two fans are provided on the rear. One is installed in the upper and the
other is installed in the lower part on the rear. The procedure to

replace the fan in the upper part is described below. The fan in the
lower part can be replaced in the same way.

e x 30 Removal

] 1. Remove six screws and remove the fan
-~y cover.

B 300

MVS-8000(6/10)

1-3-4 Replacing the Fan
(cont'd)
2. Disconnect fan harnesses from connectors (CN1, CN2, CN3) on the HN-

288 board.
3. Remove six screws and remove fan 4, fan 5 and fan 6.

FAN

HN-268 board
Top > o |
Middle > Chz

Bottom >

Fana

Fans
Baxio

5 B4x a0

Do CN connection properly in order to make FAN Error appeared.

MVS-8000(7/10)

1-3-4 Replacing the Fan
(cont'd)

<Fan on the side rear>

Removal

1.Fully loosen two screws and extract the fan (R) assembly to remove it.

NOTE

Two fans (R) assembly on the side rear are
installed in the upper and the lower part. In
2 this chapter, the procedure to replace the
= fan in the upper part is described below.
The fan in the lower part can be replaced in
the same way.

o Fan (R} assembly

MVS-8000(8/10)
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1-3-4 Replacing the Fan

(cont'd)

2. Remove the screw from the fan (R) assembly and remove the HN-289
board.

3. Disconnect fan harnesses from connectors (CN1, CN2, CN3) on the
HN-289 board.

-8 baord

FANA > CN3
FANB - CN 2
Fan4 FANC->CN1

Do CN connection properly in order to make FAN Error appeared.
MVS-8000(9/10)

1-3-4 Replacing the Fan
(cont'd)

4. Remove six screws and remove the fan retainer and the wire clamp.
5. Remove fan A, fan B and fan C.

Fan retainer PSW3 x 6
F Wireclamp
¥3 x 6
@ Fan retainers
PSW3 6

FanC

Protrusions

Protrusions

Fratrusions

MVS-8000(10/10)

1-3-4. DC Fan 2

NOTE
4 DC Fans are provided in the MKS-8700.

<Replacing the DC fan on the side panel>
Removal
1. Fully loosen two fixing screws (with drop-safe) and extract the DC
fan assembly in the direction of the arrow by holding screws.
2. Remove two screws and the fan retainer.
3. Remove the screw and the HN-289 board.
- 4. Slide two DC fans in the direction of the arrow from

the fan case.
5. Disconnect two harnesses from the connectors (CN1,
2 CN2) of the HN-289 board.

2 f\v’ FAN (TOP) > CN 1
L - FAN (BOTTOM) = CN 2

Pty {with Qrop-sate)

MKS-8800(1/2)

<Replacing the DC fan on the rear panel>

Removal

1. Remove four screws and the fan cover.

2. Remove four screws and the DC fan.

Disconnect the harness from the connectors (CN1, CN2) of the HN-288
board.

FAN (TOP) > CN 1
FAN (BOTTOM) > CN 2

k288 ot

Mt

MxL

Installation
Install the new DC Fan by reversing steps of
removal.

Do CN connection properly in order to make FAN Error appeared.
MKS-8800(2/2)
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Bracket ( R)

Questions?

Back to Main Menu
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s 3-630-732-01 26
‘ -
| ID Electrothermic Sheet |
3_§26-056-01 i+ Head Conduction Sheet
e 3-630-735-01
Cushion
3-638-734-01
With inside lock B3X6 With inside lock B3X6
CPU-DR 178 1-434-11 i\ 3-370-475-01 CPU-DR 1-781-435-1) i 3-725-295-21
Bracket ( K)
£3-630-733-01
3T [
YT F { 4T Connector. Be sure
Connector. Be sure to S];‘Z;;e;; B
connect it completely. CPU-DK MODULE CPU-DR MODULE
27




