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Check Your Package

Thank you for purchasing the CONTEC product.
The product consists of the items listed below.

Check, with the following list, that your package is complete. If you discover damaged or missing
items, contact your retailer.

Product Configuration List

- Board
[CNT32-8M(PCI)] ...1

- First step guide ...1
- CD-ROM *1 [API-PAC(W32)] ...1
- Synchronization control cable(10cm)...1

*1 The CD-ROM contains the driver software and User’s Guide (this guide)

o y - CD-ROM
Board Synchronization control cable First step guide [API-PAC(W32)]
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Copyright
Copyright 2002 CONTEC CO., LTD. ALL RIGHTS RESERVED

No part of this document may be copied or reproduced in any form by any means without prior written
consent of CONTEC CO., LTD.

CONTEC CO., LTD. makes no commitment to update or keep current the information contained in this
document. The information in this document is subject to change without notice.

All relevant issues have been considered in the preparation of this document. Should you notice an
omission or any questionable item in this document, please feel free to notify CONTEC CO., LTD.

Regardless of the foregoing statement, CONTEC assumes no responsibility for any errors that may
appear in this document nor for results obtained by the user as a result of using this product.

Trademarks

MS, Microsoft, Windows and Windows NT are trademarks of Microsoft Corporation. Other brand and
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1. Before Using the Product

1. Before Using the Product

This chapter provides information you should know before using the product.

About the Board

The CNT32-8M(PCI) is a PCI-compliant interface board that inputs and counts pulse signals from an
external device.

The board has eight channels of 32-bit up/down counters, allowing external devices such as a rotary
encoder and a linear scale to be connected. Given below are examples of using the board for
“detecting a position of the table of a machine tool” and “detecting a change in weight”.

The pulse signal incoming interface is differential line receiver input or TTL-compatible input that can
receive pulse signals at high speed.

When run with the dedicated support software, the application for this board can transfer data between
the board and the PC at high speed using PCI bus mastering.

<Example >

- Detecting a position of the table of a machine tool - Detecting a change in weight
Tool CNT32-8M(PCI)

Power supply
CNT32-8M(PCI)

RelayBOX Power supply

Features

- Capable of receiving two-phase and single-phase signals.

- Capable of receiving pulse signals of up to 10 MHz (The minimum discernible phase difference in
two-phase signal input mode is 25 nsec.)

- Capable of selecting the differential line receiver input or TTL-compatible input mode for each
channel.

- Protective device attached to the input circuit, providing surge protection.
- Capable of discontinuity detection in differential line receiver input mode.
- One control signal input pin per channel.

- Capable of count values sampling at a maximum sampling rate of 20 MHz.

- Supporting PCI bus mastering, enabling high-speed data transfer between the board and the PC
without intervention from the CPU.

- Capable of generating an interrupt, issuing an external signal, or presetting/zero-clearing the count
value when it matches an arbitrary predefined value.

- On-board connectors for synchronization control to easily implement operations between two or
more CNT32-8M(PCI) boards or operations in synchronization with a heterogeneous board.

© CONTEC
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1. Before Using the Product

Support Software
You should use CONTEC support software according to your purpose and development environment.

Driver Library API-PAC(W32) (Bundled)

API-PAC(W32) is the library software that provides the commands for CONTEC hardware products in
the form of Windows standard Win32 API functions (DLL). It makes it easy to create high-speed
application software taking advantage of the CONTEC hardware using various programming languages
that support Win32 API functions, such as Visual Basic and Visual C/C++.

It can also be used by the installed diagnosis program to check hardware operations.

CONTEC provides download services (at http://www.contec.com/apipac/)to supply the updated drivers
and differential files.

For details, read Help on the bundled CD-ROM or visit the CONTEC’s Web site.

< Operating environment >
0os Windows XP, 2000, Me, 98, etc..

Adaptation language  Visual C/C++, Visual Basic, Delphi, Builder, etc..
Others Each piece of library software requires 50 MB of free hard disk space.

Cable & Connector (Option)

Shielded cable with double-ended connector for 96-pin half-pitch connector (Molded type)
: PCB96PS-0.5P (0.5m)
: PCB96PS-1.5P (1.5m)

Flat Cable with 96-Pin Half-Pitch Connectors at Both Ends
: PCB96P-1.5 (1.5m)

Shielded cables with single-ended connector for 96-pin half-pitch connector (Molded type)
: PCA96PS-0.5P (0.5m)

: PCA96PS-1.5P (1.5m)

Flat Cable with One 96-Pin Half-Pitch Connector
: PCA96P-1.5 (1.5m)

Half Pitch 96-Pin Female Connector Set(5Pieces) : CN5-H96F

Accessories (Option)

Screw Terminal . EPD-96 *1
Digital 1/0 64CH Series Terminal Panel : DTP-64(PC) *1

*1: A PCB96PS or PCB96PS optional cable are required separately.

*  Check the CONTEC’s Web site for more information on these options.

CONTEC
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1. Before Using the Product

Customer Support

CONTEC provides the following support services for you to use CONTEC products more efficiently
and comfortably.

Web Site
Japanese  http://www.contec.co.jp/
English http://www.contec.com/

Chinese http://www.contec.com.cn/

Latest product information
CONTEC provides up-to-date information on products.

CONTEC also provides product manuals and various technical documents in the PDF.

Free download

You can download updated driver software and differential files as well as sample programs available in
several languages.

Note! For product information
Contact your retailer if you have any technical question about a CONTEC product or need its price,
delivery time, or estimate information.

Limited Three-Years Warranty

CONTEC Interface boards are warranted by CONTEC Co., LTD. to be free from defects in material and
workmanship for up to three years from the date of purchase by the original purchaser.

Repair will be free of charge only when this device is returned freight prepaid with a copy of the

original invoice and a Return Merchandise Authorization to the distributor or the CONTEC group office,
from which it was purchased.

This warranty is not applicable for scratches or normal wear, but only for the electronic circuitry and
original boards. The warranty is not applicable if the device has been tampered with or damaged
through abuse, mistreatment, neglect, or unreasonable use, or if the original invoice is not included, in
which case repairs will be considered beyond the warranty policy.

How to Obtain Service

For replacement or repair, return the device freight prepaid, with a copy of the original invoice. Please
obtain a Return Merchandise Authorization number (RMA) from the CONTEC group office where you
purchased before returning any product.

*  No product will be accepted by CONTEC group without the RMA number.
Liability
The obligation of the warrantor is solely to repair or replace the product. In no event will the warrantor

be liable for any incidental or consequential damages due to such defect or consequences that arise from
inexperienced usage, misuse, or malfunction of this device.

© CONTEC
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1. Before Using the Product

Safety Precautions

Understand the following definitions and precautions to use the product safely.

Safety Information

This document provides safety information using the following symbols to prevent accidents resulting in
injury or death and the destruction of equipment and resources. Understand the meanings of these
labels to operate the equipment safely.

DANGER indicates an imminently hazardous situation which, if not avoided, will

DANGER
A result in death or serious injury.
A\ WARNING WARNING indicates a potentially hazardous situation which, if not avoided, could
result in death or serious injury.
i\ CAUTION CAUTION indicates a potentially hazardous situation which, if not avoided, may
result in minor or moderate injury or in property damage.
CONTEC
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1. Before Using the Product

Handling Precautions
/\ DANGER

Do not use the product where it is exposed to flammable or corrosive gas. Doing so may result in
an explosion, fire, electric shock, or failure.

/A CAUTION
- There are switches and jumpers on the board that need to be set in advance. Be sure to check these
before installing the board.

- Only set the switches and jumpers on the board to the specified settings.
Otherwise, the board may malfunction, overheat, or cause a failure.

- Do not strike or bend the board. Doing so could damage the board.
Otherwise, the board may malfunction, overheat, cause a failure or breakage.

- Do not touch the board's metal plated terminals (edge connector) with your hands.
Otherwise, the board may malfunction, overheat, or cause a failure.
If the terminals are touched by someone's hands, clean the terminals with industrial alcohol.

- Do not install or remove the board to or from the slot while the computer's power is turned on.
Otherwise, the board may malfunction, overheat, or cause a failure.
Doing so could cause trouble. Be sure that the personal computer or the I/0O expansion unit power is
turned off.

- Make sure that your PC or expansion unit can supply ample power to all the boards installed.
Insufficiently energized boards could malfunction, overheat, or cause a failure.

- The specifications of this product are subject to change without notice for enhancement and quality
improvement.
Even when using the product continuously, be sure to read the manual and understand the
contents.

- Do not modify the product. CONTEC will bear no responsibility for any problems, etc., resulting
from modifying this product.

- Regardless of the foregoing statements, CONTEC is not liable for any damages whatsoever
(including damages for loss of business profits) arising out of the use or inability to use this
CONTEC product or the information contained herein.

© CONTEC
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1. Before Using the Product

Environment

Use this product in the following environment.  If used in an unauthorized environment, the board may
overheat, malfunction, or cause a failure.

Operating temperature

0-50°C

Operating humidity

10 - 90%RH (No condensation)

Corrosive gases

None

Floating dust particles

Not to be excessive

Inspection
Inspect the product periodically as follows to use it safely.

- Check that the bus connector
of the board and its cable have - Check that the board has
been plugged correctly. / no dust or foreign matter adhering.

§1

- The gold-plated leads of the bus connector
have no stain or corrosion.

Storage

When storing this product, keep it in its original packing form.
(1) Putthe board in the storage bag.
(2) Wrap it in the packing material, then put it in the box.

(3) Store the package at room temperature at a place free from direct sunlight, moisture, shock,
vibration, magnetism, and static electricity.

Disposal

When disposing of the product, follow the disposal procedures stipulated under the relevant laws and
municipal ordinances.

CONTEC
6 CNT32-8M(PCI)



2. Setup

2. Setup

This chapter explains how to set up the board.

What is Setup?

Setup means a series of steps to take before the product can be used.
Different steps are required for software and hardware.
The setup procedure varies with the OS and applications used.

Using the Board under Windows

Using the Driver Library API-PAC(W32)
This section describes the setup procedure to be performed before you can start developing application
programs for the board using the bundled CD-ROM “Driver Library API-PAC(W32)".

Taking the following steps sets up the software and hardware. You can use the diagnosis program later
to check whether the software and hardware function normally.

Step 1 Installing the Software

Step 2 Setting the Hardware

Step 3 Installing the Hardware

Step 4 Initializing the Software

Step 5 Checking Operations with the Diagnosis Program

If Setup fails to be performed normally, see the “Setup Troubleshooting” section at the end of this
chapter.

Using the Board under Windows
Using Software Other than the Driver Library
API-PAC(W32)

For setting up software other than API-PAC(W32), refer to the manual for that software. See also the
following parts of this manual as required.

This chapter Step 2 Setting the Hardware

This chapter Step 3 Installing the Hardware

Chapter 3 External Connection

Chapter 6 About Hardware

© CONTEC
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2. Setup

Using the Board under an OS Other than Windows

For using the board under an OS other than Windows, see the following parts of this manual.
This chapter Step 2 Setting the Hardware
Chapter 3 External Connection
Chapter 6 About Hardware

CONTEC
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2. Setup

Step 1 Installing the Software

This section describes how to install the Driver libraries.

Before installing the hardware on your PC, install the Driver libraries from the bundled
API-PAC(W32) CD-ROM.

The following description assumes the operating system as Windows XP. Although some user
interfaces are different depending on the OS used, the basic procedure is the same.

Starting the Install Program

(1) Load the CD-ROM [API-PAC(W32)] on your PC.

(2) The API-PAC(W32) Installer window appears automatically.
If the panel does not appear, run (CD-ROM drive letter):\AUTORUN.exe.

(3) Click on the [Install the drivers] button.

4 API-PAC(W32) Installer

API-PAC(W32)

This CD-ROM contains API-PACIW32) device drivers,
sample programs, and INF files for hardware installation.
Please install following the procedure below.

1. Driver installation.

2. Hardware setup help | 2. Hardware setup help menu.

§

3. Board configuration |

Users Guide| This CD
= (‘;\j Exit

3. Configurate the board hardware
setting.

/\ CAUTION

Before installing the software in Windows XP, 2000, or NT, log in as a user with administrator

privileges.

©CONTEC
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2. Setup

Select API-CNT(98/PC)

(1) The following dialog box appears to select “Driver Type” and “Install Type”.
(2) Select “For Counter Board API-CNT(98PC)NT”.

(3) Select “Driver, Help, etc..(Full Install)”.
(4) Click on the [Install] button.

API-PAC(W32) Menu for Windows XP/f2000

Drriver Type

I

8 S T B e

Serial Communication AP-SI0(38/P CINT
Analog D AP-AIO(98P CINT

High Functionality WO Analog WO driver
Digital 10 APFDIQISIPCINT

GFIB Communication AFI-GPIB{98/PCINT

GPIB for Lab'WIEWY API-GPLYOANIZ)

X

Install Type

+ Driver, Help, etc...(Full Install)

" Driver Only (Execute anhy)

Ifyou select Driver Only, device drivers and
Configuration program are installed.

__ Defails. |

b

Far Caunter Bagrd APFCHTEEPCINT

I Itis a driver for the COMTEC counter hoard

B IS T

Motar Contral AP-SMC(@8IPCINT
On Board Systermn Timer AP-TIMER (W33

Standard Printer Port PRM-DRWVW32)

Install... | Cancel

CONTEC

10

CNT32-8M(PCI)



2. Setup

Executing the Installation

(1) Follow the on-screen instructions to proceed to install.

(2) When the required files have been copied, the “Perform a hardware setup now” and “Show readme
file” check boxes are displayed.

When you are installing the software or hardware for the first time:
1) Uncheck “Perform a hardware setup now”.
2) Click on the [Finish] button.

Go to Step 2 to set and plug the hardware.

*When the hardware has already been installed:
Check “Perform a hardware setup now”, then go to Step 4 “Initializing the Software”.

InstallShield Wizard

S InstallShield Wizard Complete

The InstallShield ‘Wizard has successfully installed COMTEC
API-CHT[38/PC). Click Finish to exit the wizard.

@erform a hardware setup now.

¥ Show readme file.

Finizh |

You have now finished installing the software.

© CONTEC
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2. Setup

Step 2 Setting the Hardware

This section describes how to set the board and plug it on your PC.

The board has some switches and jumper to be preset.
Check the on-board switches and jumpers before plugging the board into an expansion slot.

The board can be set up even with the factory defaults untouched. You can change board settings later.

Parts of the Board and Factory Defaults

Figure 2.1. shows the names of major parts on the board.

Note that the switch setting shown below is the factory default.

- Terminator setting - Synchronization control connector - Board ID setting
switch (CN2, CN3) switch
(SW3 - SW6) swi
8
N CN2 CN3 A
© RS
g 0 CT0a”
Al \
™ — CNT32-8M(PCI) Swi
o swe BOARD ID
- N g
:ISW5 CN2  CN3 |:|
[ee]
™~ Sw4
|
0 [t}
% < SW3
o)
o Sw2
|
o | L
~
|
- Interface connector _| - Output signal logic
E 2 (CN1) setting switch
)
[se]
N
- o
nn |~
® I o S
N S| |0
ol M|+
© |~
g 0 |
3 ¥ 00 B
0f
(3|
|
Figure 2.1. Component Locations
CONTEC
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2. Setup

Setting the Board ID

If you install two or more boards on one personal computer, assign a different ID value to each of the
boards to distinguish them.

The board I1Ds can be set from 0 - Fh to identify up to sixteen boards.

If only one board is used, the original factory setting (Board ID = 0) should be used.

Setting Procedure

To set the board 1D, use the rotary switch on the board. Turn the SW1 knob to set the board ID as
shown below.

Swi
BOARD ID

O
o (88 Factory setting:
Sros” (Board ID = 0)

Figure 2.2. Board ID Settings (SW1)

Setting the Logic of External Control Signals

The CNT32-8M(PCI) has one pin for external control output signals per channel.
Positive or negative logic can be selected for the output signals for each channel. ~ Select either logic
depending on the specifications of the external device to be connected.

Setting Procedure

To set the logic for output signals, use the on-board DIP switch (SW2). See Figure 2.3 below to set the
SW2.

SWi
O

2
N

123456738
Factory setting: All ON

Bit | Channel | Negative logic Positive logic
1 cho ON OFF
2 chl ON OFF
3 ch2 ON OFF
4 ch3 ON OFF
5 ch4 ON OFF
6 ch5 ON OFF
7 ché ON OFF
8 ch7 ON OFF

Figure 2.3. Output Signal Logic Settings (SW2)

© CONTEC
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2. Setup

Setting Terminators

The CNT32-8M(PCI) allows you to select whether to insert a differential line receiver input terminator

(terminal resistor).

Select whether to insert the terminator depending on your system configuration.

Setting Procedure

To select whether to insert the terminator, use the on-board DIP switches (SW3 - SW6).
See Figure 2.4 to set the SW3 - SW6.

SW3

SW4

SW5

SW6

ON

nnEEENE

ON

nEEEENE

ON

NN

12345678

12345678

12345678

12345678

— I —
ch0 chl ch2 ch3 ch4 ch5 ché ch7
Factory setting: All ON

Bit Input signal Insert terminator Do not insert terminator

1 Phase-A ON OFF

2 Phase-B ON OFF

3 Phase-Z ON OFF

4 N.C.

5 Phase-A ON OFF

6 Phase-B ON OFF

7 Phase-Z ON OFF

8 N.C.

Figure 2.4. Terminator Setting Switches and Their Settings

/I\ CAUTION

For those channels which do not use the differential line receiver input or for unused input signals,

select “Do not inse

rt the terminator”.

14
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2. Setup

Plugging the Board

(1) Before plugging the board, shut down the system, unplug the power code of your PC.
(2) Remove the cover from the PC so that the board can be mounted.

(3) Plug the board into an expansion slot.

(4) Fasten the board bracket to the PC’s chassis with the removed screw.

(5) Put the cover back into place.

Applicable PCI bus slots

PCI bus slots used in PCs have keys to prevent 5V and 3.3V PCI bus boards from being accidentally
plugged into wrong bus slots.  This board can be plugged into both of the 5V and 3.3V PCI bus slots.

<PCI bus slot> <PCI bus board>
5V PCI bus slot l
1 A}
| ——I
N—
3.3-V PClI bus slot 5V key
PN
(=== |
1 I
N— 3.3V key M
B A
A Slit for 5-V PCI bus slot
B ! slit for 3.3-V PCI bus slot
/\ CAUTION

Do not touch the board's metal plated terminals (edge connector) with your hands.
Otherwise, the board may malfunction, overheat, or cause a failure.
If the terminals are touched by someone's hands, clean the terminals with industrial alcohol.

- Do not install or remove the board to or from the slot while the computer's power is turned on.
Otherwise, the board may malfunction, overheat, or cause a failure.
Doing so could cause trouble. Be sure that the personal computer or the 1/0 expansion unit power is
turned off.

- Make sure that your PC or expansion unit can supply ample power to all the boards installed.
Insufficiently energized boards could malfunction, overheat, or cause a failure.

- Power supply from the PCI bus slot at +5V is required.

© CONTEC
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2. Setup

Step 3 Installing the Hardware
For using an expansion board under Windows, you have to let the OS detect the I/O addresses and IRQ
to be used by the board. The process is referred to as installing the hardware.

In the case of using two or more boards, make sure you install one by one with the Found New
Hardware Wizard.

Turning on the PC
Turn on the power to your PC.

A CAUTION
The board cannot be properly installed unless the resources (1/0 addresses and interrupt level) for
the board can be allocated. Before attempting to install the board, first determine what PC
resources are free to use.

- The resources used by each board do not depend on the location of the PCI bus slot or the board
itself.  If you remove two or more boards that have already been installed and then remount one of
them on the computer, it is unknown that which one of the sets of resources previously assigned to
the two boards is assigned to the remounted board. In this case, you must check the resource
settings.

Setting with the Found New Hardware Wizard

(1) The “Found New Hardware Wizard” will be started.
Select “Install from a list or specific location[Advanced]”, then click on the [Next] button.
If you are using Windows NT 4.0, the “Found New Hardware Wizard” is not started.
Go to Step 4 “Initializing the Software”.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard helps vou install zoftware for:

Multimedia Contraller

£ .'j If your hardware came with an installation CD
\@ or floppy disk. insert it now.

‘what do you want the wizard to da?

O Install the soflware automalically [Recommended)

Click Mest to continue.

Hest » ][ Caniel

CONTEC
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2. Setup

(2) Specify that folder on the CD-ROM which contains the setup information (INF) file to register the
board.

Found New Har dware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

* The name of the board
you have just added is

displayed.

- CNT32-8M(PClI)

Click Finish to close the wizard.

Source folder

The setup information (INF) file is contained in the following folder on the bundled CD-ROM.
Windows XP, 2000 \INF\Win2000\Cnt\PCI
Windows Me, 98, 95 \INF\Win95\Cnt\PCI

Example of specifying the folder for use under Windows XP

= APIPAC_JAMZO0S (G:)
+ |} Apipac
# |[J) FreeSamples
+ ) Help
= )
03 WoM
7 [3) wings
= [C3) Win2000
+ |2 Aio
I5) BufCard
= ) <nt
I 98(C)
) 154
|2 PCCard
(] <+— \INF\Win2000\Cnt\PCI
+ ) Din
+ ) Fsio
+ |2 =pib
+ ) Sio
+ ) Smc
H () linux
# ) Readme
+ | Release
+ () UsersGuide

© CONTEC
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2. Setup

/I CAUTION
In Windows XP, the Hardware Wizard displays the following alert dialog box when you have
located the INF file. This dialog box appears, only indicating that the relevant driver has not
passed Windows Logo testing, and it can be ignored without developing any problem with the
operation of the board.

In this case, click on the [Continue Anyway] button.

Hardware Installation

] 5_\ The zoftware pou are installing for this hardweare;
-
COMNTEC Co. Lt CH T 32-8M[PCI])

* The name of the board
you have just added is
displayed.

- CNT32-8M(PCl)

haz not pazzed “Windows Logo testing to werify
with Windows 2P, [T el e why this testing iz

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passzed Windows Logo testing.

— I
( LContinue Argway ) | STOP Installation |
v

You have now finished installing the hardware.

CONTEC
18 CNT32-8M(PCI)




2. Setup

Step 4 Initializing the Software

The driver library requires the initial setting to recognize the execution environment. It is called the
initialization of the driver library.

Invoking API-TOOL Configuration
(1) Open the Start Menu, then select “Programs” — “CONTEC API-PAC(W32)” - “API-TOOL

Configuration”.

' Selected Device APICNTSemng Wersion  Wer3.30 Im

[Installed Boards]
Device.. | Driver . | Board . | Board Mame | W0 Add. [IRG [ BoardID

Auto Detection

Autornatically detecting boards.
Please wait.

S5 |

[Notes]

Ready

(2) Please click the icon of "CNT".
API-TOOL Configuration detects boards automatically.
The detected boards are listed.

Updating the Settings

(1) Select “Save settings to registry...” from the “File” menu.

You have now finished installing the initial setting of Software.

© CONTEC
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2. Setup

Step 5 Checking Operations with the Diagnosis
Program

Use the diagnosis program to check that the board and driver software work normally, thereby you can
confirm that they have been set up correctly.

What is the Diagnosis Program?

The diagnosis program diagnoses the states of the board and driver software.
The program has the following diagnosis methods for checking the board as a single unit using its
internal test pulses and the method for checking the board actually connected to an external device.

- Checking the board as a unit (without external connection)
- Checking the board as a unit (with external connection)

- Checking the board with an external device

To make sure that the hardware and software have been set up correctly, execute the program for
“checking the board as a unit (without external connection)”.

You can use the methods for “checking the board as a unit (with external connection) or “checking the
board with an external device” to simply check the board for wiring or for connection to an actually
connected external device.

The program has the “diagnosis report” feature to report the driver settings, 1/O status, interrupt status,
and the presence or absence of the board.

Check method 1: Checking the board single-handedly

(without external connection)

The diagnosis program checks whether the board works normally as a single unit along with the driver
using the on-board test pulse outputs. With the test pulse outputs set to internal, the board can count
pulse signals without external connection as if the board were connected to an external device.

Set the board to the factory defaults before using this method.

What is a test pulse output?

The board has one test pulse output for phase-A and another for phase-B to check whether the counter
inputs work normally.  The output pulses are line receiver outputs fixed at 100 kHz.

The board can also internally output test pulses to each counter channel without supplying them to the
outside. In that case, the board outputs two-phase pulses to all channels at the same time.

CONTEC
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2. Setup

Check method 2: Checking the board single-handedly

(with external connection)

When the test pulse outputs are set to external outputs, the board outputs line receiver output pulses at
100 kHz at the output pins (TPOA+, TPOA-, TPOB+, and TPOB-). Using the test pulse outputs for
external connection, the diagnosis program can check whether the input circuit of the board normally
works as a single unit along with the driver. Using the test pulse outputs allows the board to count
pulse signals as if it were actually connected to an external device. See the following section for the
connection.

If the board fails to perform counting normally by check method 2, its input circuit may be defective.

Test pulse output circuit and its sample connection (TPOA+, TPOA-, TPOB+, TPOB-)

CNT32-8M(PCI) has one test pulse output for phase-A and another for phase-B for self-diagnosis
purposes. The output pulses are fixed at 100 kHz. For connection to the TTL-compatible input
circuit, connect the positive side of the test pulse output circuit.

To check the board in single-phase input mode, connect either the phase-A or phase-B test pulse output
only. The board performs up-counting (incremental counting) or down-counting (decremental
counting) with only the phase-A or phase-B test pulse output connected, respectively.

Board Board
Equivalent to 26L.S31 Equivalent to 26L.S31
TPOA+(B01) TPOA+(B01)
TPOA-(B02)
Equivalent to 26L.S32 ALS541
DOA+(A17)
TOA(A17)
DOA-(A18) ‘
Equivalent to 26L.S31 Equivalent to 26LS31
TPOB+(A01) TPOB+(A01)
ITPOB-(AOZ)
Equivalent to 26L.S32 ALS541
DOB+(A19)
TOB(A19)
DOB-(A20) ‘

Figure 2.5. Sample connection to differential ~ Figure 2.6. Sample connection to TTL level line
line receiver input circuit(ch0) input circuit(ch0)

© CONTEC
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2. Setup

Check method 3: Checking the board using an external device

The diagnosis program tests the board actually connected to an external device to check whether count
values are displayed correctly and whether signals are successfully turned on/off. ~ See the following
section about how they are connected.

If the board fails to perform counting normally by check method 3, the board may be connected
incorrectly or the connected device may not be compliant with the specifications.

Connection diagram

The following example shows how a rotary encoder is connected to channel 0 of the TTL input. For
connection to the differential line receiver input or another channel, see Chapter 3 "External
Connection".

< Sample connection to rotary encoder (TTL input, channel 0) >

Power supply |

=
! (Connector pin No.) -
Phase-A | Phase-A (A17)
| :| CNT32-8M(PCI)
|
Phase-B | Phase-B (A19)
|_ | |/
|
Phase-Z ! Phase-Z (A21)
Encorder I
|
ov X "N GND (A23)
Shield '
Figure 2.7. Connection diagram
CONTEC
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2. Setup

Using the Diagnosis Program

Starting the Diagnosis Program

Select the board in the API-TOOL Configuration windows, then run the Diagnosis Program.

FE&

Selected Device  APLCNT Setting Versioh Yer 3.46

[Installed Boards]

| Device | Driver . | Bnard | Board Name | 10 Add_| IR Board ID
1 ; 4-4(PCl) FFFCh

* The name of the board
you are testing is displayed
- CNT32-8M(PCI)

3 | =

[Motes]

Diagnosis

© CONTEC
CNT32-8M(PCI)

23



2. Setup

Setting counter operation conditions

(1) Change counter mode settings.

Click on [Counter Mode...].

The Counter Mode setting dialog box appears.

£ CONTEC Diagnosis Program for Counter Boand

Selected Board N R
Board Mame: 110 Address ) ——Click on [Counter Mode]
Device Name IRQ ’— Counter Start
Driver Mo ,7 Board Mo, ’—
GCounter Monitor
Status
Gountvalue
@ Decimal " Hex i Nli|UH‘9h EIELDWZ Diagnosis Report..
Please set counter
cho OO 00 E e mode and start counter.
Ch1
D D D D D D TestPulse
EEEEEE| | |6
ens DoooOoO
Ch 4
. ’7 D D D D D D TestPulse is the
function that
’7 D |:| D D |:| D CNT32-8M(PCI) hoard
che D D D D D D only have.
See hardware
Co7 D |:| D D |:| D manual
Please use Counter Monitor after connect external signals
Exit

(2) Set the counter mode for channel 0.  Set “Signal Source” to “Line receiver”.

settings at factory defaults.
channels.

Counter Diagnosis Program : Counter Mode

Counter Mode

Channel Mo.

Explanation

Flease set counter ZAEEs L

mode fram 0t M
channel. Signal Source

Counter mode must

match for external Direction :
signal source type.
Phase :
To understand details
about settings, see help :
file ar hardware manual Multiple
Clear Type :
Digital Filter

Mext == ‘

ZPhase Mode:

Leave the other

Click on [Use Same Mode] to make the same settings for the other

X]

Mot used -
e gative -

/ Set up "Line receiver”

kAl -

Click on [Use Same Model.

24
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2. Setup

(3) Click on [End].

Counter Diagnosis Program : Counter Mode

Channel Mo.

Explanation

Please set counter
made fram 0ta M
channel.

Counter made must
match for external
signal source type.

To understand details

ahout settings, see help
file ar hardware manual.

== Back

Counter Mode

Z Phase Mode:

Z Phase Logic:

Signal Source :

Drirection :

Phase :

Multiple :

Clear Type :

Digital Filter :

INegatve <]
Upcont <]
1 -

|_— Click on [End].

© CONTEC
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Checking counter operations
The following commands can be used to check the basic operations of the counter.
[Counter Start]
[Zero Clear]

[Counter Stop]

Starts the counter.
Clears the counter to zero.

Stops the counter.

(1) Click on [Counter Start].

#L CONTEC Diagnosis Program for, Counter Board &‘

Selected Board

Board Name 170 Address

DeviceName: [0 IFG Click on [Counter Start].
—

Driver No Board Mo

—
—
—

Counter Monitar

Please use Counter Monitor after connect external signals.

Count¥alug ERt
& Decimal (" Hex aLm A‘EUH‘MAE'BLDWZ Diagnosis Report..
Please setcounter
Cho: OO0 eEe made and start counter.
o D D D D D D Test Pulse
ene Ooooon ® c
ens Ooooomd
o D D D D I:‘ D TestPulse is the
chs D D D D D D function that
CNT32-8M(PCI) board
e l:‘ D D D I:‘ l:‘ anly have
’7 See hardware
chr D D D D D D manual.

Exit

(2) The counter value of each channel is displayed along with its status (ALM, Al, U, A, B, Z).

Felecled Board

Duvice Mame . | IR

Counter Monitor

Diwar No. BoardMo.: —————

22 CONTEC Diagnosis Program for Counter Board

Dosrd Hama: 1D Address ©

Zaro Clear ]

e Courer Stop |
Court Value i Hluh 'i‘ -
LT i i & = Please set counter
[ o 2] (] ] mode and start counter.
P ODEEm Testpuieo
’ OF NN € 2
v [N N
,— D D E] E] D D TestPulsa is e
| H H H H H H m:rjao_?"s;?pcn boant
T | aEEEEmE/| | e
Plaase use Caunter Mansar afar cannact sdnmal signass, ot

26
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2. Setup

(3) Clicking on [Start] with “Test Pulse” set to “Internal” outputs two-phase line receiver signals to all
channels, allowing you to check their count value and status.

Felecled Board
Dosrd Hama:

Device Mame .

Diwar No.

Counter Monitor

22 CONTEC Diagnosis Program for Counter Board

|
—
—

10 Address : [
IRQ

Board No. [—

Status

N . High [ Leaw

@ Decirnal ¢ Hex AWM oM U n a8 r
oo o 2] (] ]
" DEEEEE
" ODOEEEEE
' DEmEmE
DODDoOD
DOooooo
ez | [ |  IEEEEE
\or EEEIEIEIE

Plaase ust Cosnter Monsar afer cannsct mdemal signats

IR
[Seame|
Zero Clear

Counter Stop |

Please el counter
mode and Fiat countar

Test Pulse
& 'z

OO <«——ciickonTstart.

TestPulsa is e
function hat
CNT3Z-BMPC]) Bosard
anly hin:

See hardware
manual.

Exit

©CONTEC
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Diagnosis Report

(1) Clicking on [Diagnosis Report...] displays detailed data such as board and channel settings and the

(2) A diagnosis report is displayed as shown below.

diagnosis results as saved in text format.

The saved results are displayed as a text file (CntRep.txt) in the install folder (Program

Files\CONTEC\API-PAC(W32)).

The diagnosis program performed includes "board presence/absence check

file test", "board setting test".

’3 CONTEC Diagnosis Program for Counter Board

Salacied Board
Board Name: 1D Address © |
Device Hame IR ,—
Diriven No. Board No. |
Counbar Monior

Count Vst Status

_.rm. e e ] v [ Low

Decimal Hix AN A u A BT

e [0 O EENE®E
ontz | | o - - -
chz: | | 0 O NNER
e 0 IEEEEE
ond: || DEEEEE
as: | [ | pENEEDE
che: || EEEEEE
ear: | | 0 EEE@E
Please use Counter Momtor 3ar conne<t demal signals,

TTH

Counter Mods |

Counter Start |

Report...]

Tast Pulse

Lo o |

Test Pulsa is the
Aanction inat
CNTI2-BMPCH hoard
ol have.

i Brantwane
mansl

Exit

B CNTREP.TXT - Notepad
File Edit Format Wiew Help

£

CONTEC Counter Diagnosis Report.
piagnosis Program @ wverl.lo
Date : 2004,/12/02 09:51:30

05 :Microsoft windows XP 5.1.0 Service Pack 1

1. Files
priver files:Files are installed.
configuration filesFiles are installed.

2. configuration sertings

Device Mame :CNTOO
priver Mo :1

Group No 0

Board mNo 1

Board Name :CNT24-4 (PCI)
1/0 address :FFBCh

IrQ :9
Board ID :0
petails : Counter Mode :
channel @ 0
ZMODE = NOT used
ZLOGIC = Negative
SIGTYPE = Photo coupler isolated
= Up count
PHASE = Two phase
UL =l
CLRAR = Asynchronous c<lear
FILTER =

Channel @ 1

<

* The name of the board
you have tested is displayed.
- CNT32-8M(PCI)

, “interrupt test”,

driver

«d—— Click on [Diagnosis

28
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Setup Troubleshooting

Symptoms and Actions

The board cannot be initialized. [Windows NT4.0]

The driver may not yet be activated. When your PC is running under Windows NT 4.0, set the PnP OS
option in the BIOS Setup menu to “NO”.

For details on BIOS settings, refer to the user’s guide for your PC.

No count value can be read.
- Check the board properties to see if the 1/0 address range is invalid
- The counter mode setting may be inappropriate.

The board won’t work successfully unless the counter mode is set according to the input signal
format. Refer to the function description in API-CNT HELP or the manual for the board to
configure the appropriate counter mode.

The board works with the Diagnosis Program but not with an application.

The Diagnosis Program is coded with API-TOOL functions. As long as the board operates with the
Diagnosis Program, it is to operate with other applications as well.  In such cases, review your program
while paying attention to the following points:

- Check the arguments to functions and their return values.

- Check whether the counter mode is appropriate for the incoming signal format.

The OS won't normally get started or detect the board. [Windows XP, 2000]
Turn off the power to your PC, then unplug the board. Restart the OS and delete the board settings of

API-TOOL Configuration. Turn off the PC again, plug the board, and restart the OS. Let the OS detect
the board and use API-TOOL Configuration to register board settings.
If your problem cannot be resolved

Contact your retailer.

© CONTEC
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3. External Connection

3. External Connection

This chapter describes the interface connectors on the board and the external 1/O circuits.
Check the information available here when connecting an external device.

Using the On-board Connectors

Connecting a Device to a Connector

To connect an external device to this board, plug the cable from the device into the interface connector

(CN1) shown below.

Interface connector(CN1)

<

Figure 3.1. Interface connector

B48
B47

B02
BO1

T

|:ﬁ|:ﬁ\
=il

[.s_—m_—‘
==

A48

A4T

A02
A01

Connector used
PCR-E96LMD
[mfd.by HONDA] equivalent

- Applicable connector

PCR-E96FA
[mfd.by HONDA] equivalent

CN5-H96F (Five connector set)
[CONTEC, F(female)type]

© CONTEC
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3. External Connection

Connector Pin Assignment

This interface board is connected to an external device through the on-board connector.

Ground

Ground

CH?7 differential Phase-Z input-

CH7 TTL Phase-Z input/Differential Phase-Z input+
CH?7 differential Phase-B input-

CH7 TTL Phase-B input/Differential Phase-B input+
CH?7 differential Phase-A input-

CH7 TTL Phase-A input/Differential Phase-A input+
Ground

Ground

CHE6 differential Phase-Z input-

CH6 TTL Phase-Z input/Differential Phase-Z input+
CHB6 differential Phase-B input-

CH6 TTL Phase-B input/Differential Phase-B input+
CHE6 differential Phase-A input-

CH6 TTL Phase-A input/Differential Phase-A input+
Ground

Ground

CHS5 differential Phase-Z input-

CH5 TTL Phase-Z input/Differential Phase-Z input+
CHS5 differential Phase-B input-

CH5 TTL Phase-B input/Differential Phase-B input+
CHS5 differential Phase-A input-

CHS5 TTL Phase-A input/Differential Phase-A input+
Ground

Ground

CH4 differential Phase-Z input-

CH4 TTL Phase-Z input/Differential Phase-Z input+
CH4 differential Phase-B input-

CH4 TTL Phase-B input/Differential Phase-B input+
CH4 differential Phase-A input-

CH4 TTL Phase-A input/Differential Phase-A input+
Ground

Ground

CH7 control intput *1

CHB6 control intput *1

CHS5 control put *1

CHA4 control intput *1

External sampling start signal input

External sampling stop signal input

Ground

CH7 control output *2

CHB6 control output *2

CHS5 control output *2

CH4 control output *2

Ground

Test pulse differential Phase-A output-

Test pulse TTL Phase-A output/

Differential Phase-A output+

EXTSTART |-
EXTSTOP |-
GND |

DO7 |

---B48
-B47
---B46
~B45
~B44
-B43
~B42
---B4l
-B40
---B39
B38
B37
---B36
B35
B34
B33
--B32
--B31
B30
--B29
--B28
B27
--B26
- B25

- B23
--B22

--B15

--B12

[49] [1

A8 |-
A47
A6 |-
Ad5 ]
Ad4 ]
A43
A42
AL -
A40
A39 |-
A38 -
A37 -
A36 |-
A35 |-
A34 -

A33
A32

A3l |-
A30 |-

A29

A28 |-
A7 |-
A26 |-
A5 |-
A2 -
A3 -

A22
A21

A20 |-
A19 |-

A18

A7 |-
AL6 |-
A15 -
A4 |-
AL3 -
AL2 |-

All

A10 -

A09
A08
A07

A0S |-
A0S -
A04 |-
A3 -
A02 -
Aot |

[96]  [48]

GND
GND
D3z-
D3Z+/T3Z
D3B-
D3B+/T3B
D3A-
D3A+/T3A
GND
GND

- D2Z-
- D2Z+IT2Z

D2B-
D2B+/T2B
D2A-
D2A+/T2A
GND
GND
D1zZ-
D1Z+/T1Z
DiB-
D1B+/T1B
D1A-
D1A+/T1A

- GND

GND
DO0Z-
DOZ+/T0Z
DOB-
DOB+/TOB
DOA-
DOA+/TOA
GND
GND

DI3

Di2

DIl

DIo
EXTCLK
GND
GND

DO3

DO2

DO1

DOO0

-~ GND
- TPOB-

TPOB+

Ground
Ground
CH3 differential Phase-Z input -
CH3 differential Phase-Z input+/TTL Phase-Z input
CHa3 differential Phase-B input-
CHa3 differential Phase-B input+/TTL Phase-B input
CHa3 differential Phase-A input-
CH3 differential Phase-A input+/TTL Phase-A input
Ground
Ground
CH2 differential Phase-Z input-
CH2 differential Phase-Z input+/TTL Phase-Z input
CH2 differential Phase-B input-
CH2 differential Phase-B input+/TTL Phase-B input
CH2 differential Phase-A input-
CH2 differential Phase-A input+/TTL Phase-A input
Ground
Ground
CHa1 differential Phase-Z input-
CH1 differential Phase-Z input+/TTL Phase-Z input
CH1 differential Phase-B input-
CH1 differential Phase-B input+/TTL Phase-B input
CHa1 differential Phase-A input-
CH1 differential Phase-A input+/TTL Phase-A input
Ground
Ground
CHOo differential Phase-Z input-
CHO differential Phase-Z input+/TTL Phase-Z input
CHOo differential Phase-B input-
CHO differential Phase-B input+/TTL Phase-B input
CHOo differential Phase-A input-
CHO differential Phase-A input+/TTL Phase-A input
Ground
Ground
CH3 control intput *1
CH2 control intput *1
CH1 control intput *1
CHO control intput *1
External sampling clock input
Ground
Ground
CH3 control output *2
CH2 control output *2
CH1 control output *2
CHO control output *2
Ground
Test pulse differential Phase-B output-
Test pulse differential Phase-B output+
ITTL Phase-B output

- The numbers in square brackets [ ] are pin numbers designated by HONDA TSUSHIN KOGYO CO., LTD.

*1 The control inputs can serve as the general-purpose, counter start/stop, preset, and zero-clear inputs.
*2 The control outputs can serve as the general-purpose output, count match, abnormal input error, digital
filter error, and discontinuity alarm error outputs.

Figure 3.2. Pin Assignment of an interface connector(CN1)(Board side)

CONTEC
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3. External Connection

External Device Connection 1

-differential line receiver input-

Connecting the differential line receiver input

Use the differential line receiver input to connect the board to the line receiver output circuit of a rotary
encoder or linear scale. The maximum input frequency is 10 MHz.

For use in two-phase input mode, connect both of the phase-A and phase-B inputs. For use in single-
phase input mode, connect either of them. If phase-Z is not used, the input need not be connected.
For differential line receiver input mode, you can select whether to insert the terminal resistor.

Detailed description of differential line receiver input circuit

External power supply

+
+5V DC
Board Target equipment
+5V
—C
Pulus
1kwW common
/\/\/\/ 5 N Equivalent
510 iVaristor Input pin+ O};Jitr?ft to 26L.S31
Interna
circuit 1500 . Output]
Input pin- pin-
Equivalent
51Q .
t0 26L.S32 ivarlstor
Yoo _
Ground Minus
common I

Figure 3.3. Differential line receiver input circuit and its sample connection

B

twr  thwH

tpwH : High-level count input pulse width 50nsec (Min.)
tpwL @ Low-level count input pulse width 50nsec (Min.)

Figure 3.4. Input signal

/\ CAUTION

In the input pin+, TTL level input circuit is parallel-connected.
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3. External Connection

Example Connection with a Rotary Encoder

Power supply |

| -

! (Connector pin No.)
Phase-A+ | Phase-A+A17)

} CNT32-8M(PCI)

Phase-A-(A18) —

L1

Phase B+(A19)

|:| Phase-B-

Encorder

Phase-B-(A20)

Phase-Z+(A21)

Phase-Z- (A22)

GND  (A23)

Shield

Figure 3.5. Example Connection with a Rotary Encoder (differential line receiver input, Channel 0)

Example Connection with a Linear Scale

Power supply |

=
(Connector pin No.)
Phase-A+ | Phase-A+(A17)

} CNT32-8M(PCI)

Phase-A- Phase-A- (A18) —

|
O

I

} L

Phase-B+ . Phase-B+(A19)

Phase-B- |  Phase-B- (A20)

Phase-Z+ Phase-Z+ (A21)

Phase-Z- Phase-Z- (A22)

ov GND  (A23)

B O EEE o EE N o M

Shield

Figure 3.6. Example Connection with a Linear Scale (differential line receiver input, Channel 0)
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3. External Connection

External Device Connection 2 -TTL level input-
Connecting the TTL level input

Use the TTL-compatible input to connect the board to the TTL-compatible output circuit of a rotary
encoder or linear scale. The maximum input frequency is 10 MHz.

For use in two-phase input mode, connect both of the phase-A and phase-B inputs. For use in single-
phase input mode, connect either of them. If phase-Z is not used, the input need not be connected.

Detailed description of TTL level input circuit

External power supply

Board

Target equipment

+5V

Pulus
common

1kQ
ALS541

1 ‘ o - C><
Input pin Output
Internal % Varistor pin

circuit
Ground Minus
7l; common T

Figure 3.7. TTL level input circuit and its sample connection

J

tewL  trwH

tpwH @ High-level count input pulse width 50nsec (Min.)
tpwL : Low-level count input pulse width 50nsec (Min.)

Figure 3.8. Input signal

/il CAUTION

The connection cable length should be within 1.5 m.

- To prevent noise from causing a malfunction, arrange the connection cable as away from any other
signal conductor or noise source as possible.

- Inthe input pin+, TTL level input circuit is parallel-connected.
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3. External Connection

Example Connection with a Rotary Encoder

Power supply |

N I l—
| (Connector pin No.) E
|
Phase-A! Phase-A (A17)
| CNT32-8M(PCI)
Phase-B | Phase-B(A19)
D_ | L
Phase-Z ! Phase-Z (A21)
Encoder |
oV " GND (A23)
7
i
|
Shield '

Figure 3.9. Example Connection with a Rotary Encoder (TTL input, channel 0)

Example Connection with a Linear Scale

Power supply

I

| (Connector pin No.) -
Phase-A | Phase-A(A17)

! CNT32-8M(PCI)
Phase-B ! Phase-B (A19)

1S,

! L— o
Phase-Z | Phase-Z (A21)

Alarm | Control input * (A11)

oV . GND (A23)

‘
i
Shield ‘

* When the control input is set as a general-purpose input, the alarm output state can be checked.
When the control input is set as the counter stop input, the counter
can be stopped at alarm output.

Figure 3.10. Example Connection with a Linear Scale (TTL input, channel 0)
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3. External Connection

Connecting the control signal input/output

Connection of a control input

For control signal input, the board has one pin per channel to be used to selectively start/stop or preset
the counter for the channel and one pin per channel to be used to start or stop the sampling clock.

Control input circuit and its sample connection

External power supply

Board
Target equipment
+5V +5V
Pulus
Diode 10kO common
ALS541
4 . : o
Internal ‘ Input pin Outi;r:;ut
circuit p
Diode
Ground Minus
common T

Figure 3.11. Control input circuit(DI0 - D17, EXTCLK, EXTSTART, EXTSTOP) and its sample

connection

/il CAUTION

- The connection cable length should be within 1.5 m.

- To prevent noise from causing a malfunction, arrange the connection cable as away from any other

signal conductor or noise source as possible.
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3. External Connection

External sampling clock signal (EXTCLK)

This pin feeds the external pacer clock signal. The maximum frequency is 10 MHz.
When the sampling clock input has been set to the external clock input, sampling is performed at the
falling edge of the signal at this pin.

o 1 ]

towh  thwL

tpwH : High-level clock pulse width 50nsec (Min.)
tpwi : Low-level clock pulse width 50nsec (Min.)

Figure 3.12. External sampling clock signal

Other control input signals (DIO - DI7, EXTSTART, EXTSTOP)

These signals are TTL compatible and the trigger edge is software-programmable at either the rising or
falling edge. High- and low-level hold times of at least 50 nsec are required to detect an edge of the
signal.

ke
vt tHin

TyiH ;. High-level hold time 50nsec (Min.)
tyiL:  Low-level hold time 50nsec (Min.)

Figure 3.13. Control input signals
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3. External Connection

Connection of a control output

The control output of the board provides the general-purpose output signal (level output) and the one-
shot pulse signals that indicate hardware events such as a count match.  For the signal output, positive
or negative logic can be selected with SW2.

Control output circuit and its sample connection

External power supply
+
+5 to +24VDC

Target equipment
Board
pulus common
Vcee

Internal
circuit 741507 Current sinking Input

output
(Open Collector)

Ground

Figure 3.14. Sample connection to Isolated output circuit (DOO - DO7)

Board Target equipment

Vce
Vce

10k
Internal

circuit 741807 Output TTL level input

Ground Ground 7J/7

Figure 3.15. Sample connection to TTL input circuit

/A\ CAUTION
The output of this board has no surge voltage protector. To drive an inductive load such as a relay
or lamp using this board, apply surge voltage protection to the load side. For surge voltage
protection, see “Surge Voltage Countermeasures” in the next section.

(Open Collector )
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3. External Connection

Surge Voltage Countermeasures

When connecting a load that generates surge voltages and inrush currents, such as an induction load
(relay coil) or an incandescent light bulb, to the control output signal, appropriate protection must be
provided in order to prevent damage to the output stage or a malfunction due to noise.

shutoff of a coil, such as a relay, generates a sudden high-voltage pulse.

The rapid

If this voltage exceeds the

voltage tolerance level of the output transistor, it can cause the transistor to gradually deteriorate, or

even completely damage the transistor.
you should always connect a surge-absorbing device.
countermeasure that can be employed:

Examples of use of relay coil

' Diode
! e
\

Output

L
Relay coil

Ground v

Surge current

prevention
resistor

Relay coil
— N

®

Output

Zener diode

Ground T

>\ Dark-lighting
= /bypass resistor

Figure 3.16. Surge Voltage Countermeasures

Therefore, when driving an induction load, such as a relay coil,
The following illustrates a surge voltage

/I CAUTION

In order for a protection circuit to operate effectively, it must be connected within 50 cm of a load

and a contact point.

40
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3. External Connection

Using Two or More Boards Synchronously

Synchronization control connectors

Simultaneous operation or event-synchronous control between boards partly depends on software
performance. The synchronization control connectors are provided to eliminate this problem by
improving the reliability of the entire system.

One CNT32-8M(PCI) board can perform synchronous operation with a homogeneous or heterogeneous
board by connecting the synchronization control connectors.

For synchronous operation, select one of the boards connected with synchronization control cables as
the master board, with the other boards used as slaves. The master board can set the signal to be
supplied to the slaves using software. The slaves can set the signal from the master board as the pacer
clock operation start or stop factor.

It is possible to stop the operations of all boards in response to the stop signal from the master board at
an error or to the request from a slave. Up to 16 boards can be connected, including the master board.

For details on the connection method, refer to the online help for the driver software. When the
synchronization control connectors are not used, use the board in the stand-alone configuration.

Example 1  Using multiple boards with the same clock start/stop condition settings
The boards can make up a synchronous system independent of software performance as the clock
for the master board is started and stopped in sync with the slaves.

With the homogeneous boards, data maintains synchronism even if the channels are added. Even
with the heterogeneous boards, data maintains integrity because the operating clock start/stop
timings depend on the master board.

(1) Connect the boards with synchronization control cables.

(2) Specify the master and slaves using the software.

(3) Assign the connectors so that the clock start/stop signals are to be output from the master board.
(4) Set the slave boards so that they can use all signals.

(5) Start the slave boards first, then the master board.

/N CAUTION
- When the clock signal is assigned to a synchronization control connector, the maximum clock
frequency available is 5 MHz.

- When signals are assigned to synchronization control connectors, the slave boards have a delay of
about 100 nsec.
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3. External Connection

Example 2  Controlling the slave boards using the internal events of the master board

When the master board outputs its internal event (interrupt) signal to the slave boards, they can start
operation in sync with that signal.

(1) Connect the boards with synchronization control cables.

(2) Specify the master and slaves using the software.

(3) Assign the connectors so that the master board outputs the internal event signal.
(4) Set the signal from the master board as the slave start condition.

(5) Start the slave boards first, then the master board.

Connecting the synchronization control connectors
(CN2 and CN3)

The CNT32-8M(PCI) has synchronization control connectors (CN2 and CN3) to accept synchronization
control cables for synchronous operations of two or more boards.

Connection method

For synchronous operations of two or more boards, connect them with synchronization control cables.
Use a synchronization control cable to connect the CN2 of a smaller ID board to the CN3 of the board
with a greater board ID number. Do not use any cable other than the supplied one.

Figure 3.17. Connection method of a cable
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4. Functions

4. Functions

This chapter describes the functions of the CNT32-8M(PCI).

Types and Operations of Pulse Signals

Types of pulse signals

The following types of pulse signals (operation modes) can be set.

- 2-phase Input, Synchronous Clear, Multiply by 1

- 2-phase Input, Synchronous Clear, Multiply by 2

- 2-phase Input, Synchronous Clear, Multiply by 4

- 2-phase Input, Asynchronous Clear, Multiply by 1

- 2-phase Input, Asynchronous Clear, Multiply by 2

- 2-phase Input, Asynchronous Clear, Multiply by 4

- Single-phase Input, Asynchronous Clear, Multiply by 1

- Single-phase Input with Gate Control Attached, Asynchronous Clear, Multiply by 1
- Single-phase Input with Gate Control Attached, Asynchronous Clear, Multiply by 2

2-phase Input

Two-phase input is to input two pulses of phase-A (the leading signal) and phase-B (the trailing signal)
which differ by 90°C. When phase-Z (the reference position signal) is available, the counter can be
cleared with 2-phase pulse input.

Phase-A
(Phase-A/UP)

Phase-B
(Phase-B/DOWN)

Phase-A difference of 25 nsec is required.

Phase-Z

(Phase-Z/CLR) — L

Count value :> 0 >< 1 2

* Count operation for incremental counting in the CW direction.
When decremental counting in the CW direction is set, the board performs
decremental counting at the rising edge of the phase-A signal.

* The minimum phase difference between phases-A and B is 25 nsec.
Counting is not performed normally if the phase difference is less than 25 nsec.

Figure 4.1. Example counting during 2-phase input

© CONTEC
CNT32-8M(PCI) 43



4. Functions

Single-phase Input

During single-phase input, input of an UP pulse results in counting up while input of a DOWN pulse
results in counting down. If UP and DOWN pulses are simultaneously generated or both pulses
change to LOW, normal counting does not take place.

UP pulse
(Phase-A/UP)

DOWN pulse
(Phase-B/DOWN) 1 ]

Count value 9( 6 >< 7 > 8 >< 7 X 6

* Count operation for incremental counting in the CW direction. When decremental counting in the CW
direction is set, the board performs decremental counting at the rising edges of positive pulse and
incremental counting at the rising edges of negative pulses.

Figure 4.2. Example counting during single-phase input

Single-phase Input with Gate Control Attached

The counter can be started/stopped according to a gate control signal input along with a series of single-
phase pulses. A clear signal clears the counter value to zero.

Series of single-phase L | LY 1 1
pulses (Phase-A/UP)
Gate control signal
(Phase-B/DOWN) L1
fe———>f
No counting

Count value 9( 7 X 8 X 9

* Count operation for incremental counting in the CW direction.
When decremental counting in the CW direction is set, the board performs decremental
counting at the rising edges of the single-phase pulse train (phase-A/UP) while the gate control
signal (phase-B/DOWN) goes high and stops counting while the gate control signal goes low.

Figure 4.3. Example counting during single-phase input with gate control attached
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4. Functions

Multiplication of Count Input
Setting the count input multiplication setting to two or four times enables you to fine-tune controlling.

During 2-phase input

When clockwise is specified When counterclockwise is specified
A _4 & A

Multiplyby 1 O X X X Multiplyby 1 X
Multiplyby2 O X O X Multiplybyz X
muttiplybys O O O O Multiplyby 4 O

O0Ox
OXX
000

Single-phase input Single-phase input with gate control attached

UpP
A
DOWN y
—
Bl B
IR 2
A Multiply by 1

Multiply by 1 XOXOXOXO
Multiply by 2 OOOOOOOO

Figure 4.4. Example counting when count input multiplication is set

Synchronous Clear

When incremental counting in the CW (clockwise) direction is set with phase-Z positive logic, the board
clears the counter at the rising edge of the phase-A signal while the phase-Z input goes high and starts
counting at the rising edge of the phase-A signal after the phase-Z input goes low.

Phase-A 1 1 1
(Phase-A/UP)

Phase-B
(Phase-B/DOWN) | L | L | L

Phase-Z —
(Phase-Z/CLR) I

Count value D 2 \< 0 1

* When decremental counting in the CW direction is set, the board performs

decremental counting at the rising edge of the phase-A signal while
the phase-B input remains low.

Figure 4.5. Example counting during synchronous clear
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4. Functions

Asynchronous Clear

When incremental counting in the CW (clockwise) direction is set with phase-Z positive logic, the board
clears the counter when the phase-Z input goes high while phases A and B are in the input state. The
board starts counting at the rising edge of the phase-A signal while phase-Z in the input state.

Phase-A
(Phase-A/UP)

Phase-B
(Phase-B/DOWN)

Phase-Z
(Phase-Z/CLR)

Count value zx 2 NEE )@( 1

* When incremental counting in the CW direction is set with phase-Z positive logic,
the board performs decremental counting at the rising edge of the phase-A signal
while the phase-B input remains low. When phase-Z negative logic is used,
the signal is enabled while the phase-Z input remains low.

Figure 4.6. Example counting during asynchronous clear

Phase-Z/CLR Input
Phase-Z is the signal to clear the counter to zero. The number of phase-Z inputs can be specified by
software.

Disable phase-Z input
Phase-Z input I_I_I 1 1 |
|

| | |
Counter 0 —Ignored— -Ignored — — -Ignored — — Ignored — — -

Enable the next phase-Z input only once

Start
Phase-Z input I_I_I 1 1 1
| | | |
Counter 0—0Q — — — -Ignored— — -Ignored — — Ignored — — -

Enable every phase-Z input

Start
Phase-Z input I_l_l !_l !_| !_|_
I | 1 I
Counter 0—0 — — — — - [ 0——=--0---
Figure 4.7. Phase-Z enable frequency(Positive logic)
/A CAUTION

- The initial setting is “only the next phase-Z input is enabled once”.
- Phase-Z (negative logic) is enabled while the phase-Z input goes low.

- When the phase-Z/CLR input is not used, be sure to disable the phase-Z input.
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4. Functions

Control of a counter

Counter start/Counter stop

The start and stop of the counter of this board can be set either for each channel or for all channels.
The counter start/stop trigger events are listed below; which are software-selectable.

Table 4.1. Counter operation

Item Factor

Description

Note

Counter start |Software command

trigger (for all/each of channels)

Possible to start the counter for all or
each of the channels.

Rise of control input
signal

The counter is started at a level change
(low-to-high transition).

Available only when the
control input signal has been
selected for counter
start/stop.

Fall of control input
signal

The counter is started at a level change
(high-to-low transition).

Available only when the
control input signal has been
selected for counter
start/stop.

Sampling start

Sampling start = counter start

Counter stop Software command

Possible to start the counter for all or each

trigger (for all/each of channels) [of the channels.
Rise of control input The counter is ended at a level change Available only when the
signal (low-to-high transition). control input signal has been
selected for counter
start/stop.
FAIl of control input The counter is ended at a level change Available only when the
signal (high-to-low transition). control input signal has been
selected for counter
start/stop.
Sampling stop Sampling start = counter start
Software

The counter is started or stopped by software either for each channel or for all channels.

Rise/fall of an external input signal

The counter is started or stopped by an external input signal supplied through the control input pin.

The rising or falling edge of the signal can be selected for starting or stopping the counter.

If the “low-

to-high” transition is set for both starting and stopping the counter, the counter is started or stopped if it
is inactive or active, respectively, when the level changes from low to high.

*  When the control input pin is used for the counter start/stop signal, it cannot be used for the preset,
zero-clear, or general-purpose input.

Sampling start/stop

When the counter start trigger is used for starting sampling, the board starts counting and sampling
synchronously. When the counter stop trigger is used for stopping sampling, the board stops counting
and sampling synchronously in the same way.
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4. Functions

Preset

Presetting means setting the counter to an arbitrary value.
The value in the preset register is loaded into the counter.
below, which are software-selectable.

Preset methods are listed in the table below,

Table 4.2. Preset

Item

Factor

Description

Note

Preset method

Software command

Possible to preset for all
channels

Always available

Control input signal
(rise)

Control input level change
(Low to High)

Available only when the
control input signal has been
selected for presetting.

Control input signal
(fall)

Control input level change
(High to Low)

Available only when the
control input signal has been
selected for presetting.

Count match(Register0)

Count value = Comparison
register 0

Count match(Registerl)

Count value = Comparison

register 1

Software

The counter is presetting by software either for each channel or for all channels.

Rise/fall of an external input signal
The counter is presetting by an external input signal supplied through the control input pin.

The control input pin is used for preset signal input.
selected.

The rising or falling edge of the signal can be

*  When the control input pin is used for presetting, it cannot be used for the counter start/stop, zero-
clear, or general-purpose input.

Count match
The counter is preset when the count value matches the value in comparison register 0 or 1.
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4. Functions

Zero-clear

The counter is cleared to zero.

The zero-clear method is software-selectable.

Table 4.3.

Zero-clear

Zero-clear methods are listed in the table below.

Item

Factor

Description

Note

Zero-clear method

Software command

Possible to preset for all
channels

Always available

Phase-Z input

Phase-Z input level change

Always available

Control input signal

Level change

Available only when the

(rise) control input signal has been

selected for Zero-clearing.

Control input signal (fall) |Level change Available only when the
control input signal has been

selected for Zero-clearing.

Count match(Register0) |Count value = Comparison

register 0

Count match(Registerl) |Count value = Comparison

register 1

Software
The counter is zero-cleared by software either for each channel or for all channels.
Phase-Z Input

The counter is zero-cleared by the external phase-Z input signal.
negative logic and to enable or disable zero-clearing.

Software is used to select positive or

Rise/fall of an external input signal
The counter is zero-cleared by an external input signal supplied through the control input pin.

The control input pin is used for preset signal input.
selected.

The rising or falling edge of the signal can be

*  When the control input pin is used for zero-clearing, it cannot be used for the counter start/stop,
zero-clear, or general-purpose input.

Count match

The counter is zero-cleared when the count value matches the value in comparison register 0 or 1.

Register

The board has a preset register and comparison registers.
Preset Register

The preset register is a 32-bit register to load the value in the preset register to the counter when
presetting occurs.

Comparison register 0, Comparison register 1

These are 32-bit registers.
comparison register 0 or 1.

A variety of events can occur when the counter value matches the value in

©CONTEC

CNT32-8M(PCI) 49



4. Functions

Obtaining the count value

Obtaining the count value

There are two modes for obtaining the count value. One is the counter mode to directly read the count
value without using bus mastering and the other is the sampling mode to sample the count value
periodically using bus mastering.

This board is capable of bus mastering, enabling periodical sampling of the count value using the
internal or external clock signal.

Bus mastering is not used.

Only counter start/stop is used.
Sampling start/stop cannot be used.

Sampling mode
Bus mastering is used.
Both of counter start/stop and sampling start/stop are used.

Counting and sampling can be performed synchronously
by specifying sampling start/stop as the counter start/stop condition.

Is a sampling used?

Figure 4.8. Counter mode and sampling mode

Counter mode

In the counter mode, the board starts the counter after setting counter operation conditions and performs
counter operations such as reading the count value and status.

In addition, this mode allows the board to preset, zero-clear, start/stop the counter at the rising or falling
edge of the control input signal. A one-shop pulse can be output to the control input signal at an
occurrence of a count match or error.

Counter start Counter stop

O W I sy BV e B e BV e BV s Y s BV S BV
Signal H H H H H H H H H

Sampling clock

Count value 0X1X2X3X4X5X6X7)8X9

Sampling value Nothing Nothing Nothing Nothing

Figure 4.9. Timing chart (Counter mode)
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4. Functions

Sampling mode

In the sampling mode, the board samples the count value periodically to load it into memory on the PC
according to the specified internal or external clock. The area of memory to store sampling data is a
maximum of 64 megabytes (16777216 data items), which is restricted depending on the OS used. In
particular, Windows XP, 2000, or NT allows less memory to be allocated relative to the total amount of
physical memory. For use under such an OS, therefore, the area of memory that can be allocated
should be checked with a sample program

For the sampling mode, sampling operation conditions must be set as well as counter operation
conditions.  For details about sampling, see “Sampling function” described later in this chapter. The
counter start can be synchronized with the sampling start.

Counter start Sampling start Sampling stop Counter stop

, |

Puleinputsignal = g 471 4L L L F L F L F 1§ L

Sampling clock

<

Countvalue0;(1;(2)5(3)5(4)%5)%6)?(758)5(8

Sampling value Nothing 2 4 4

Nothing
Figure 4.10. Timing chart (Counter-asynchronous sampling mode)

Sampling start Sampling stop

Pulseincomingsignal — [ 41 41 F L & L F L F L F L L
Sampling clock ﬁmL—.—|—t

Countvalue0)5(3);(1);(2)5(3);(4)5(5)?(6§7X7

Sampling value Nothing 0 3 7

Figure 4.11. Timing chart (Counter- synchronous sampling mode)
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4. Functions

Totalizing/line receiver counter

In the sampling mode, the counter can be used as a line receiver counter. The totalizing counter mode
samples the count value at fixed intervals in the same way as with the normal up/down counter. The
line receiver counter mode samples the difference between the current count value and the previously
sampled count value. The totalizing or line receiver counter can be set for each channel.

Totalizing counter mode
Pulseincomingsignal — _ g—1 41 _F 1 _F L & L _§F L _§F 1L _§F 1 _F L
Sampling clock ﬁmm

Countvalueo)§(1)§(2)§(3)?(4)E(S)E(G)§(753)?(g

Sampling value Nothing 1 4 8

Differential counter mode
Pulse incoming signal m
Samplingclock ———— | | i =

Countvaluem@é(l)i(z(*1)%2;(3%0)21

Sampling value Nothing 1 3 4

Figure 4.12. Totalizing/line receiver counter
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Sampling function

Sampling function

The sampling function obtains count data periodically using the internal or external clock.

Acquired sampling data is transferred to memory on the PC by bus mastering. When the internal clock
is used, sampling can be performed at a maximum of 20 MHz (for sampling of one channel). If the
CNT32-8M(PCI) fails to gain access to the bus to transfer in time, as bus mastering is used, the board
stops transfer, resulting in an error.  Note that it depends on the application activities on the PC
whether continuous transfer can be performed at 20 MHz.

The CNT32-8M(PCI) can perform sampling in various conditions, depending on the combination of the
start, clock, and stop conditions.  For setting sampling conditions, see “Control of sampling” described
later in this section.

Bus mastering

The bus mastering feature of the CNT32-8M(PCI) executes DMA transfer between the board and the
memory space allocated for the application during PCI bus idle time.  For the memory space for the
application, a static area is specified, which is allocated by ordinary variable definition. Under the OSs
such as Windows, the memory space for applications is represented by logical addresses; physical
addresses form noncontiguous address spaces. The CNT32-8M(PCI) transfers data continuously to
these noncontiguous physical address spaces. Bus mastering by the board enables transfer to up to 64
megabytes of physical memory space. When the actual area to transfer data to from the PC is set, the
memory size available depends on the type of the OS used and the total amount of physical memory
mounted on the PC.

As memory usage types for bus mastering, batch transfer and ring transfer are available. Batch transfer
is completed when transfer reaches the end of the specified memory area. Ring transfer restarts
transfer from the beginning of the specified memory area when the transfer reaches the end of it. Ring
transfer continued until either the stop condition is satisfied or it is stopped by software.

Interrupt (During bus mastering)

The following interrupt features are available during bus mastering:

- Generating an interrupt upon completion of transfer of the specified number of data items

- Generating an interrupt upon completion of transfer

These interrupts can be reported to the application by using the relevant function of “API-CNT(98/PC)”.

If transfer is terminated with an error such as failure to acquire the bus or transfer data in time, the
CNT32-8M(PCI) stops transfer and generates a transfer completion interrupt.  The occurrence of any
transfer error can be detected by checking the status.
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4. Functions

Status, Count

The following types of status (error) are available concerning bus mastering.

Table 4.4. Status about bus master (Error)

Status

Description

BUS MASTER STOP

Indicates that bus mastering transfer has completed.

CNT START Indicates that counter sampling has been started.

CNT STOP Indicates that counter sampling has been stoped.

TRIGGER IN Indicates that the external start signal has been received.

OVER RUN Indicates that the external start signal has been received at least twice
Transfer continues normally.

Error Description

FIFO FULL Indicates that FIFO memory has been full.
This is mainly because a heavy load on the system prevented bus mastering from
being executed in time.
Take appropriate action, for example, lower the transfer rate or system load.

S/G OVER IN Indicates a buffer overflow.
The number of data items to be transferred exceeds the buffer size.
Increase the buffer size.

TRG ERROR Indicates that the external start and stop signals have been received. Transfer is

not performed when this status is set.

Check how the external start and stop signals are input.

CLOCK ERROR

Indicates that, during data input/output at an external clock pulse, the next clock
pulse was received.

If this status is set, consider lowering the external clock frequency.

SLAVE HALT

Indicates that transfer has been aborted in response to a stop event from a slave
board.Check the error detected on the slave side.

MASTER HALT

Indicates that transfer has been aborted in response to a stop event from a master
board.Check the error detected on the master side.

These status can be obtained by using the relevant API-CNT(98/PC) function in API-PAC(W32).

The 32-bit or 64-bit transfer count can be obtained by using the relevant API-CNT(98/PC) function in
The transfer count is obtained as the number of data items (per channel) which have

API-PAC(WS32).

been transferred to the memory area for the user application.
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Control of a sampling

The CNT32-8M(PCI) can acquire sampling data periodically using the sampling clock. The sampling

clock, sampling start trigger, and sampling stop trigger events are listed below.

Table 4.5. Sampling clock start stop
Item Factor Description Note
Sampling clock [Not used Sampling is not used. Set for counter mode.

Internal clock

Internal clock(50nsec - 107sec) 25nsec unit

External clock

Fall of external sampling clock input (EXTCLK)
(Maximum frequency response of 10 MHz)

Sync control connectors

Clock input from synchronization control input
(Maximum frequency response of 5 MHz)

Sampling start
trigger

Not used

Sampling is not used.

Set for counter mode.

Software

Software command

Rise of an external

input signal

Rise of external sampling clock input (EXTCLK)

Fall of an external
input signal

Fall of external sampling clock input (EXTCLK)

Sync control connectors

Start signal from synchronization control input

Count match

When the count value for channel 0 - 7 matches

the value in comparison register O or 1

Sampling stop |Not used Sampling is not used. Set for counter mode.
trigger Software Software command

Rise of an external Rise of external sampling clock input (EXTCLK)

input signal

Fall of an external Fall of external sampling clock input (EXTCLK)

input signal

Sync control connectors |Start signal from synchronization control input

Count match When the count value for channel 0 - 7 matches

the value in comparison register O or 1

Specified number of Terminated after sampling for the specified

times number of times

Bus master error When FIFO memory has become full
- Sampling is performed based on one clock/start/stop signal. One sampling start signal and one

sampling signal are used per board.

the sampling clock signal).

signal.

different from the specified sampling clock period in some cases.

- When the sampling stop trigger is input, sampling is stopped immediately. Sampling data is not

acquired when sampling has been suspended and after it is stopped.

- The sampling clock can be set to a minimum of 50 ns assuming that only one channel is subject to
sampling.

©CONTEC

The rising or falling edge of the signal can be selected.
- When the sampling start trigger is input, the first sampling data is acquired (not synchronized with
Sampling data that follows is obtained in sync with the sampling clock
Note, therefore, that the sampling interval between the first and second sampling may be

For sampling for more channels, the minimum sampling clock must be set to “the
number of sampling channels x 50 nsec”.
Example: Minimum sampling clock for 8-channel sampling = 8 x 50 nsec = 400 nsec
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Hardware event

Types of hardware events

The CNT32-8M(PCI) operates automatically in response to changes to the control input signal, control
output signal status, and count matches. These are generically called hardware events.

One control input signal line and one control output signal line are provided for each channel.

Table 4.6. Hardware event

Item Purpose Condition

Control input signal *1 Preset Rise(Low — High)
Fall(High — Low)

Zero-clear Rise(Low — High)

Fall(High — Low)

Counter start/stop Rise(Low — High)

Fall(High — Low)

Control output signal *2 |Count match(Register 0) Count value = Comparison register 0

Count match(Register 1) Count value = Comparison register 1

Abnormal input error When phases-A and B are changed at the
same time
Digital filter error When a pulse faster than the digital filter

setting is input

Disconnection alarm error |When a high-level signal is input to both of
the positive and negative differential line
receiver inputs

Count match Preset Count value = Comparison register 0

Count value = Comparison register 1

Zero clear Count value = Comparison register 0

Count value = Comparison register 1

*1 When the control input signal is used as a general-purpose input, hardware events cannot be set as above.

*2 When the control output signal is set for hardware events as above, it becomes a one-shot pulse output.
The pulse width is set by software to 10 usec, 100 psec, 1 msec, 10 msec, or 100 msec.
When the control output signal is used as a general-purpose output, it becomes a level output and hardware events
cannot be set as above. The output signal logic is set with the SW2 on the board. For setting the logic, see “Setting

the Logic of External Control Signals” in Chapter 2.
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Control input signal

One control input signal is provided for each channel. The control input signal can serve for one of the
following applications.  The application is software-selectable.

Table 4.7. Control input signal

Item Purpose Condition
Control input|General-purpose input Software status(positive logic)
signal Preset Rise(Low — High)

Fall(High — Low)

Zero-clear Rise(Low — High)

Fall(High — Low)

Counter start/stop Rise(Low — High)
Fall(High — Low)

General-purpose input

When not used for a hardware event, the control input pin can be used as the general-purpose input
signal pin.  The input logic is fixed as positive logic.

Preset

When the control input signal is set to presetting, the control input pin serves as the external trigger
input pin for presetting. The rising or falling edge of the signal can be selected.

Zero-clear

When the control input signal is set to zero-clearing, the control input pin serves as the external trigger
input pin for zero-clearing.  The rising or falling edge of the signal can be selected.

A counter start/stop

When the control input signal is set to counter start/stop, the control input pin serves as the external
trigger input pin for counter start/stop. The rising or falling edge of the signal can be selected for each
of the counter start and counter stop.
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Control output signal

One control output signal is provided for each channel. The output signal can be used as a general-
purpose output (level output) or a one-shot pulse output for reporting a hardware event to an external
device.

Although all hardware events can be reported by the one-shot pulse output, that event cannot be
identified which results in the one-shot pulse output. Check the status in such cases.

The output logic is set with the on-board DIP switch(SW2).

Table 4.8. Control output signal

Item Purpose Condition Note
Control General-purpose output Software command Level output
output signal (Positive logic/Negative logic)

Count match(Register 0) Count value = Comparison register 0 |A one shot pulse is outputted.

Count match(Register 1)  |Count value = Comparison register 1  [(Positive logic/Negative logic) *

Abnormal input error When phases-A and B are changed at
the same time

Digital filter error When a pulse faster than the digital
filter setting is input

Disconnection alarm error |When a high-level signal is input to
both of the positive and negative

differential line receiver inputs

* The one-shot pulse width is set by software to 10 psec, 100 psec, 1 msec, 10 msec, or 100 msec.
General-purpose output

When the control output signal is not used for a hardware event, the control output pin can be used as a
general-purpose output. In this case, it is not a one-shot pulse output but a level output. It can be
switched between positive logic and negative logic.

Count match (Register 0)

When the count value matches the value in comparison register 0, a one-shot pulse is output as a count
match (register 0) output. It can be switched between positive logic and negative logic.

Count match (Register 1)

When the count value matches the value in comparison register 1, a one-shot pulse is output as a count
match (register 1) output. It can be switched between positive logic and negative logic.

Abnormal input error

When both of phase-A and B change at the same time, a one-shot pulse is output as an abnormal input
error. It can be switched between positive logic and negative logic.

Digital filter error

When a pulse faster than the digital filter time setting, a one-shot pulse is output as a digital filter error.
It can be switched between positive logic and negative logic.

Disconnection alarm error

When a high-level signal is received at both of the positive and negative differential line receiver inputs,
a one-shot pulse is output as a discontinuity alarm error.  Both of the inputs go high upon detection of
discontinuity or an alarm output from the differential line receiver input circuit. It can be switched
between positive logic and negative logic.
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Count match

The CNT32-8M(PCI) can generate an interrupt, output an external one-shot pulse, preset the counter,
and clear it to zero when the count value matches the value in comparison register O or 1.

This board has two comparison registers for each channel to compare the count value with. If two or
more registers are required, reprogram the setting using software. When you have two comparison
registers available at the same time, the upper and lower values can be set.

Table 4.9. Count match

Item Factor Function
Count match |Count value = Comparison register 0 or Interrupt
Count value = Comparison register 1 One-shot pulse output
Preset
Zero-clear

Given below are application examples using the count match feature.

<Example 1> Move count values 100 - 200 in both ways. When the count value falls below 90 or
exceeds 210, a one-shot pulse is output to an external device.

Initial setting

Channel 0 Comparison register 1 = 210

Channel 0 Comparison register 0= 90
Channel 0 Preset register = 100

External output signal selection:Count match 0 or Count match 1

@ 210 w—) | Event at (2) (Agrees with comparison register 1)
- A one-shot pulse is output with count value = comparison register 1.

200

I 100 <@mumm Counter start
1)

90 e | Event at (1) (Agrees with comparison register 0)
- A one-shot pulse is output with count value = comparison register 0.

Figure 4.13. Example 1
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<Example 2> Start sampling with a count value of 500 and stop it with a count value of 1000.

Initial setting

Channel 0 Comparison register 1 = 1000

Channel 0 Comparison register 0 = 500

Channel 0 Preset register =0

Sampling start conditions: Count match(Register0)
Sampling stop conditions: Count match(Registerl)

@ l]_o()() —

(1) @500 _}

Figure 4.14. Example 2

Event at (2) (Agrees with comparison register 1)
- A sampling stop with count value = comparison register 1.

Event at (1) (Agrees with comparison register 0)
- A sampling start with count value = comparison register 0.

@0 == Counter start

<Example 3> Set comparison values of 100, 200, 300, 400, 500, ... and generate interrupts in sequence.

Initial setting

Channel 0 Comparison register 0 = 100

Channel 0 Comparison register 1 = 200

Channel 0 Preset register =0

Count match (register 0),Count match(register 1), Enable interrupts

l 500

Event at (4) (Count value = 400 = comparison register 1)

- Alinterruptis occured with count value = comparison register 1.

- Check the interrupt status and, if COMP1 contains 1, set comparison register 1 to 600.
- Reset COMP1 to 0. *2

(4) @ 400

(3) @300 /

Event at (3) (Count value = 300 = comparison register 0)
- Alinterruptis occured with count value = comparison register 0.

- Check the interrupt status and, if COMPO contains 1, set comparison register 0 to 500.

- Reset COMPO to 0. *2

(2) @200 /

Event at (2) (Count value = 200 = comparison register 1)
- Alinterruptis occured with count value = comparison register 1.

- Check the interrupt status and, if COMP1 contains 1, set comparison register 1 to 400.

- Reset COMP1 to 0. *2

(1) @100 =—

Counter

Stﬁ rt @0

Figure 4.15. Example 3

Event at (1) (Count value = 100 = comparison register 0)
- Alinterrupt is occured with count value = comparison register 0.

- Check the interrupt status and, if COMPO contains 1, set comparison register 0 to 300.

- Reset COMPO to 0. *2

*1 Time required between events: About 5 ms (depending on the system configuration)
*2 COMPO :Count match(register 0)Status
COMP1 :Count match(register 1)Status

60
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©CONTEC

CNT32-8M(PCI)



4. Functions

Counter error

Counter errors are classified into three types: digital filter error, abnormal input error, and continuity
alarm error.

Digital filter error

When a signal faster than the digital filter setting is input to phase-A or B, it is reported as a digital filter
error.  The report method is a status report (latch/clear), interrupt, or external output (one-shot pulse).

For the digital filter error, the levels of input signals are monitored according to the filter source clock

signal the period of which is half the digital filter setting. If the monitor fails to detect the same level
twice or more consecutively, a digital filter error is detected.

Note, however, that no filter error occurs when the input signal frequency is equal or close to an integer
multiple of the filter source clock frequency.
- When a signal faster than the digital filter setting is input
- Noise is generated.
Even when the input signal is less than 200 nsec,

sonsec, N0 filter error occurs as long as the input signal frequency is
an integer multlple of the source clock frequency

Phase-A/Phase-B 7] 0

input signal
When the 5|gnal is Iess than 200 nsec, a fllter error is reported.

Phase-A/Phase-B 0 1 o [1 [o ;1 ‘0 [7 1 io % 1 i 0
input signal : H : : : : : H :
: H When the signal is not less than 200 nsec,
counting is performed normally.

Phase-A/Phase-B ] 1 0 0 0

input signal

100nsec

Filter source clock __| A T s e I

Figure 4.16. Filter error (Set to 0.2 psec)
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Abnormal input error

When both of the phase-A and phase-B counter input signals change in level, it is reported as an
abnormal input error in the form of a status report (latch/clear), interrupt, or external output (one-shot

pulse).

If phases-A and B change in level simultaneously during a digital filter source clock cycle

when the digital filter has been set, it is reported as an abnormal input error.  If phases-A and B change
in level simultaneously during a board reference clock cycle of 40 MHz (25 nsec) with no filter set, it is
also reported as an abnormal input error.

A possible cause of the abnormal input error is as follows.

Filter source clock

When the phase difference between phases-A and B is shorter than one digital filter source clock

cycle (25 nsec with no filter set)

Noise is generated.

Phase-A input

An abnormal input error is reported if phases-A and B
change in level during the filter source clock cycle.

Phase-B input

Phase-A input

[

No abnormal input error is reported when
the phase difference is longer than the
filter source clock cycle.

Phase-B input

Figure 4.17. Abnormal input error

[ I Y Uy B
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Disconnection alarm error

Discontinuity detected in Phase-A, B, or Z or an alarm output from the line receiver output circuit can
be detected as a discontinuity alarm error in differential line receiver input mode (but not in TTL input
mode). The discontinuity alarm error occurs if any of the phases goes high (2.0 V or more) for 200
nsec or more on both of the positive and negative sides. The report method is a status report (status
reflection), interrupt, or external output (one-shot pulse).

/N CAUTION

- Thediscontinuity alarm error is valid only when the terminal resistor has been set to ON. It
cannot be detected with the terminal resistor set to OFF. When the board is used with the phase-Z
signal unused, set the corresponding terminal resistor to OFF.  Setting the terminal resistor for an
unused pin to ON causes the alarm error state from the beginning.

- Extending the distance lowers the input voltage and extends the rise and fall times, where the alarm
error either never or always occurs.  The extension distance within the alarm error function is valid
is about 100 m (depending on the operating environment).

- When either of the positive and negative sides is disconnected, the alarm error can be detected if the
input signal is 2.5 MHz or less (200 nsec or more at High level). It cannot be detected if the input
signal is 2.5 MHz or more (200 nsec or less at High level).

A possible cause of the discontinuity alarm error is as follows:
- The cable is disconnected.
- Analarm output from the line receiver output circuit is detected.

- The terminal resistor for an unused pin is ON.

Alarm error occurring with
phases-A and B both at High level

Phase-A + | |—|
Phase-A - | |—|
Phase-B +g l—l

Phase-B - | | |

Error detected with both positive and negative sides

~¢ remaining at High level for 200 nsec
>
Phase-Z +
Phase-Z -
One-shot pulse output

External

output

Status [ |_

Figure 4.18. Disconnection alarm error
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Status input

The CNT32-8M(PCI) has the following status.

Pulse signal input states

The phase-A, phase-B, and phase-Z input states and count directions can be checked by their status.

Control input signal states

The control input signal states can be checked by the status.

Error

Abnormal input error

When both of the phase-A and phase-B counter input signals change in level, it is reported as an
abnormal input error.  To report the error, the status is latched and cleared by software.

Digital filter error
When a signal faster than the digital filter setting is input to phase-A or B, it is reported as a digital filter
error. The status is latched and cleared by software.

Disconnection alarm error

Discontinuity detected in phase-A, B, or Z or an alarm output from the line receiver output circuit can
be detected as a discontinuity alarm error in differential line receiver input mode (but not in TTL input
mode). The status is not latched but reported as “error status = [1]” or “error cleared = [0]".

Carry/Borrow

Carry

The 32-bit counter is set to [1] when incremented from its maximum value FFFFFFFFh to Oh.
Borrow

The counter is set to [1] when decremented from OH to FFFFFFFFh.

Count match

A count match (to register 0), count match (to register 1), incremental count match, or decremental
count match for each channel can be checked by the status.
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Other functions

Digital filter

The digital filter is provided so that the counter works normally even when the pulse input to the counter,
phase-A/B/Z signal, or control input signal has noise. When the digital filter detects the High (or Low)
level maintained for the digital filter setting time, it outputs “High” (or “Low™) to the counter circuit.
The setting range is set by software to “unused” or 0.1 psec - 1.6384 msec.

Note that, since all of these digital signals are input to the internal counter through the digital filter, a
delay of the set time is required for them to be input when the digital filter is used.

Initially, the delay owing to the digital filter does not occur as it is not used by default.

Externally Digital filter | Inputtothe PC
input signal

Four set-sampling-cycle clocks

Externally

|
input signal , :
Not valid \yVaIid

Input to the PC

* The same applies also to the LOW level.

Figure 4.19. Digital filter

/\ CAUTION

The digital filter is initially disabled. (It remains disabled when left untouched.)

- The delay may be longer than the set time depending on the noise included.

- If the level changes at a frequency shorter than the set time, the level change is ignored and the
input is not counted correctly.

Timer

The timer can generate an interrupt at software-set intervals. The setting range is 1 - 6553 msec (in 1
ms increments).
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5. About Software

The bundled CD-ROM “Driver Library API-PAC(W32)” contains the functions that provide the
following features:

Function to read the current count value of a specified channel

Function to read the current status register for a specified channel

Function to prevent chattering based on a digital filter using hardware capabilities

Function to preset or zero-clear the counter at the rising or falling edge of the control input signal

Function to output a one-shot pulse to the control output signal upon detection of a count match or
error

Function to sample count values using bus mastering in sync with the specified external clock or
internal clock

For details, refer to the help file. The help file provides various items of information such as “Function

9w

Reference”, “Sample Programs”, and “FAQs”.  Use them for program development and
troubleshooting.
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Accessing the Help File

(1) Click on the [Start] button on the Windows taskbar.

(2) From the Start Menu, select “Programs” — “CONTEC API-PAC(W32)” -

HELP” to display help information.

Help Topics: API-CNT(9B/PC)W95,NT Help

Cortents | Index | Find |

Click a book. and then click Open. Or click another tab, such as Index.

(@ Inroductio
&
@ Function

@ Operaling Frocedure

@ Function Reference

@ Ficference for Foimer Functions
@ o

@ Sample Pragram

@ Glossay

Open Pint Cancel

= API-CHT[9B/PCYW 95 NT Halp
Ele Eck Bookmuk (othrs Heb

Help Togics [ e [ 2

CutOpen

WBards that Suppart the Funclion
Al suppoded boards

WOperation
Feads the dewce handle for the board beang used,and enables the drver's functions.

WF rnat
dwiet =CrtOpen{&hDrv Drdlo BoardMo Kiind whisg LlpCnthess);

WP arameters

KOV HANDLE *JVE:Long|[VE: NET Integer|{¥C# out int]
Retums the device handie for the board

Spacifins this devica handle when calling other CriXux functions.

Drdlo{vC: WORDIVE Irteger|[VB NET Shon|[VC# ushan]
Spicifins thir driais number of the diver to b openid
Rangi 0ta2

BoardMe[ V0 WORD]VE Integer)[VE.MET. Shor|[VO# ushor|
Specifies the board number of the board
Range 11018

HWndlVC: HANDLE][VE: Long][VB. NET Intager)[VC#int]
‘Windna handla frr uzinn Warl 10 fisnctinne

“CNT” -

“API-CNT

©CONTEC
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Using Sample Programs

Sample programs have been prepared for specific basic applications.
To use each sample program, enter its device name set by API-TOOL Configuration.

Use these sample programs as references for program development and operation check.

The sample programs are stored in \Program Files\CONTEC\API-PAC(W32)
\Cnt\ Samples\CntMaster(CNT32-8M(PCI)/CNT32-4MT(CB)/ CNT32-4MT(LPCI) (Sample program
for CNT32-8M(PCI)).

| Project1 - Microsoft Visual Basic [design] - [Form1 (Form)] E‘El
B3 File Edit View Project Format Debug Run Query Dlagram Tooks Add-Ins Window Help =T ﬂ
M-{-B2H 4B » M EYRE T 2080 #1480 480
[
General & COUNTER SAMPLE PROGRAM =
l: Device Neme ST SIS EntOpenEx| | = ‘?%D:f;i {Cnt1vb.vbp)
: Mode 1 Form (Crt1vB.Frm)

<

CrtStartCount [ ]

B4 Formz (CrtMode. frm)
(11 Modules

[abl
=
e
ER Count Match ChihotifyCountUp( ] |
av 3 | CrtStapMotifyCountlp( )
@ = Properties - MsgOk x|
ZFhaseMode [oho ZMode =]
(=) s MO Jeba_fHade CrtSetZhode] ) |MsgDk CMessage I |
& - Alphabetic ICategorlzedl
- it 100 CrtPreset{ ) Msgok.
e
: Left 240
ChiStopCount
s . CrsusCont) | gt s
=2 T CriReadCnl] :":;“gem‘” 098
B — CriRieadsts! | Tor 40
Lo CrtClosel ]
ol . Exit
T (hame)
Returns the name used in cods ta identify an objsct.
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Sample Programs - Examples
- Counter Sample

- Sampling Sample

- Synchronous Sampling
(for CNT32-8M(PCI))

[Counter Sample]

& Counter Sample

Driver Mo = 3

Counter Value :

Motification :

Board Mo :{1

Execute basic operations such as input signal count processing and
hardware event handling for eight channels.

Samples pulse signals at eight channels, saves the resulting data to
a text file, and displays it along with the sampling status.

Uses two boards to sample pulse signals at eight channels each,
save the resulting data to text files, and to display it along with
the sampling status.

X

CntOpen
Counter Mode...
Motitication..
Event Settings..
CntStart
CntPreset
CntReset
CntStop
CntClose

Feturn Code ]

Exit

[Synchronous Sampling]

Status: Status:

Count

Gount

GNT32-8M{PGD Synchronous Sampline E‘
Master Slave
DriverMo = 3 BoardMo: [y Driverhla = 3 Boardho ’2_
CntOpen CntOpen
Mode. Mode.
SamplingMode.. SamplingMode
Start Start
Stop Stop
Gaunt — Data Gount: [ Data

Error = — Status Error [ Status
Ret CriCloze =l — CritClose
Exit
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Uninstalling the Driver Libraries

To uninstall API-PAC(W32), follow the procedure below.
(1) Click on the [Start] button on the Windows taskbar.
(2) Double-click on the “Add or Remove Programs” in the Control Panel.

(3) Select “CONTEC API-CNT(98/PC)xx” and then click on the [Change or Remove Programs] button.
Follow the on-screen instructions to uninstall the function libraries.

® Add or Remove Programs

L
Change ar

Remaove
Programs

o)

Add New
Programs

Add/Remove
‘Windows
Components

@

Set Program
Access and
Defaults

Currently installed programs:

ﬁlnil CONTEC API-AIO{98/PCINT ¥er3.56 (Develop)

To change this program or remave it from your computer, dick Change/Remove. ChangefRemave

ﬁ CONTEC API-AID(98/PCIMT Ver3,56 (Runtime) Size: 0.85MB

©CONTEC
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CD-ROM Directory Structure

Readmej.html

\
|- Autorun.exe
I
| Readmeu.html

|—APIPAC

Installer Main Window

Version information on each API-TOOL (Japanese)
Version information on each API-TOOL (English)

Each installer
| |—AIO
| | |[—DISK1
| | |—DISK2
I (N ST
| | [—DISKN
| |[—AioWdm
| |—CNT
| |—DIO
I =
| —HELP HELP file
| |—Aio
| [—Cnt
I =
| —INF Each INF file for OS
| |—WDM
| |—Win2000
| |[—Win95
[—linux Linux driver file
| |[—cnt
| |—dio
| |[—.en.
| —Readme Readme file for each driver
| —Release Driver file on each API-TOOL
| [—API_NT (For creation of a user-specific install program)
| |—API_W95
| —UsersGuide Hardware User's Guide(PDF files)
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6. About Hardware

This chapter provides hardware specifications and hardware-related supplementary information.

Hardware specification

Tables 6.1 list the hardware specifications of the board.

Table 6.1.

Specification <1/3>

Item

Specification

Input

Counter

Channel count

8 channels

Count system

Up/down counting
(2-phase/Single-phase/Single-phase Input with Gate Control Attached)

Max. count FFFFFFFFh(binary data, 32Bit)
Input type Differential line receiver input or TTL level input(Selectable by software)
Input signal Phase-A/UP One x 8 channels

Phase-B/DOWN One x 8 channels
Phase-Z/CLR One x 8 channels

Differential line receiver input
section

Element in use: Equivalent to AM26LS32(T.1)

Terminating resistance: 150Q(Can be disconnected switch.)

Receiver input sensitivity: £200mV

In-phase input voltage range: +7V

Signal extension distance: 1200m(dependent on wiring environment and
input frequency) *1

TTL level input section

Element in use: Equivalent to 74ALS541NS(T.1)
Signal extension distance: 1.5m(dependent on wiring environment)

Response frequency

10MHz 50% duty

Digital filter

0.1psec - 1.6384msec or not used (can be independently set for each channel.)

Timer

1msec - 6553msec 1msec unit

Counter start trigger

Software/External start input/Sampling start trigger

Counter stop trigger

Software/External start input/Sampling stop trigger
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Table 6.1.

Specification <2/3>

Item

Specification

Input

Sampling

Sampling start trigger

Software/External start input/Sync control connectors/Count match

Sampling stop trigger

Software/External stop input/Specification number/Bus master tranfer

error/Sync control connectors/Count match

Sampling clock

Sampling timer/External clock input/Sync control connectors

Sampling timer

50nsec - 107sec  5nsec unit(can not be independently set for each channel.)

External sampling start signal

TTL level(Select Rise or Fall)

External sampling stop signal

TTL level(Select Rise or Fall)

External sampling clock

signal

TTL level(Fall)

Response frequency

10MHz 50% duty

Cont

rol

Control input signal type

TTL level

Control input channel

One x 8 channels

Control input signal

- Preset(Select Rise or Fall)

- Zero-clear(Select Rise or Fall)

- Counter start/stop(Select Rise or Fall)

- General-purpose input(positive logic)
Software-selected from among the above four options

Response time

100nsec (Max.)

Interrupt event

Count match(16 points), Counter error(2 points), Sampling factor(6é points),
Sync control connectors error(2 points), Carry/Borrow(1 points),
Timer(1 points)

*1 The frequency response at an extension of 50 m is about 10 MHz (depending on the wiring environment).

The frequency response at an extension of 100 m is about 5 MHz (depending on the wiring environment).

The frequency response at an extension of 150 m is about 1.5 MHz (depending on the wiring environment).

The frequency response at an extension of 300 m is about 1 MHz (depending on the wiring environment).

The frequency response at an extension of 600 m is about 500 KHz (depending on the wiring environment).

The frequency response at an extension of 1200 m is about 80 KHz (depending on the wiring environment)
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Table 6.1. Specification <3/3>
Item Specification
Output
Control

Control output channel

One x 8 channels

Control output signal

- Count match 0 output(one-shot pulse output)

- Count match 1 output(one-shot pulse output)

- Digital filter error output(one-shot pulse output)

- Abnormal input error output(one-shot pulse output)

- Disconnection alarm error output(one-shot pulse output)

- General-purpose output(Level output)

Software-selected from among the above five options
(Positive/negative logic is selected with the on-board switch.)

One shot output signal
amplitude

Selected between 10pusec, 100usec, 1msec, 10msec and 100 msec
(Can be set for each channel, within precision + 1usec)

Element in use

Non-Isolated Open Collector Output: Equivalent to 74LS07NS(T.I)

Output rating

30V 40mA

Response speed

5usec (Max.)

TP

Test pulse output signal One line receiver output for each of phases-A and B
(For TTL output, use the positive line receiver output.)
Element in use Equivalent to AM26LS31(T.I)
Frequency 100kHz
Bus master
DMA channel 1 channel
Transfer bus width 32-Bit width

Transfer data length

8 PCI Words length(Max.)

Transfer rate

80MB/sec(Max.133MB/sec)

FIFO

1K-DWord

Scatter/Gather function

64MB

Interrupt event

Bus master event(7 points)

Syncl

hronization

Control output signal

Select the output signal by software when setting the synchronization slave

mode.

Control input signal

Select the synchronization event by software when setting the
synchronization slave mode.

Connectable number of device

16 boards including the master board

Connector used

Equivalent to PS-10PE-D4L1-B1 (JAE) x 2

Common

1/0 address

Occupies 2 locations, any 32-bytets and 64-byte boundary

Power consumption

5VDC, 1A (Max.)

Operating condition

0 - 50°C, 10 - 90%RH (No condensation)

PCI bus specification

32bit, 33MHz, Universal key shapes supported *2

Dimension (mm)

176.41(L) x 106.68(H)

Weight

1209

*2  This board requires power supply at +5V from an expansion slot (it does not work on a machine with a +3.3V power
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Board Dimensions

| 176.41(L) |
1

106.68(H

[mm]
The standard outside dimension (L) is
the distance from the end of the board
to the outer surface of the slot cover.

Difference in bus mastering transfer rate by system configuration

Table 6.2.  When it inserts in the expansion slot of a personal computer

Limited Unlimited
430TX/Pentium233MHz 20 13.4
440BX/PentiumI1450MHz 20 13.4
i820/Pentium111800MHz 20 13.4
i815E/PentiumI11800MHz 20 13.4

[MHZz]
"Limited” indicates that the number of transfers is specified; “Unlimited” specifies that it is not specified.

These values may not be satisfied depending on the system configuration including other boards and applications.

Table 6.3. When CONTEC's extension unit FA-PAC (PCI) series is used

Limited Unlimited
430TX/Pentium233MHz 20 10
440BX/Pentium!1450MHz 20 10
i820/Pentium111800MHz 20 10
i815E/PentiumI11800MHz 20 10

[MHZz]
"Limited” indicates that the number of transfers is specified; “Unlimited” specifies that it is not specified.

These values may not be satisfied depending on the system configuration including other boards and applications.
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Block Diagram

PCI Bus FIFO
Master
Control
Logic

PCI Bus Interface

CHO

| Command setting register |—>
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|32b

it counter |<—
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| Signal selector/Digital filter |

Direct Read
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Figure 6.1. Block Diagram

[ Each control register |

Sampling control/
Synchronous control

Differential/Non-lIsolatedTTL level input signal

External control signal

Synchronization control connectors
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