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Check Your Package

Thank you for purchasing the CONTEC product.
The product consists of the items listed below.

Check, with the following list, that your package is complete. If you discover damaged or missing items,
contact your retailer.

Product Configuration List

- Board
[P10-64/64L(PCI)H, P1-128L(PCI)H, or PO-128L(PCI)H] ...1

- First step guide ... 1
- CD-ROM *1 [API-PAC(W32)] ...1
*1 The CD-ROM contains the driver software and User’s Guide (this guide)

CD-ROM
Board First step guide [API-PAC(W32)]
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Copyright
Copyright 2005 CONTEC CO., LTD. ALL RIGHTS RESERVED

No part of this document may be copied or reproduced in any form by any means without prior written
consent of CONTEC CO., LTD.

CONTEC Co., LTD. makes no commitment to update or keep current the information contained in this
document. The information in this document is subject to change without notice.

All relevant issues have been considered in the preparation of this document. Should you notice an
omission or any questionable item in this document, please feel free to notify CONTEC CO., LTD.

Regardless of the foregoing statement, CONTEC assumes no responsibility for any errors that may
appear in this document or for results obtained by the user as a result of using this product.

Trademarks

MS, Microsoft, Windows, Windows NT and MS-DOS are trademarks of Microsoft Corporation. Other
brand and product names are trademarks of their respective holder.

CONTEC
ii PI0-64/64L(PCI)H, PI-128L(PCI)H, PO-128L(PCI)H



Table of Contents

CRECK YOUF PACKAGE. ... ettt ettt et b bbbttt n et et ane i
(0701 £ o 1 SRS i

Trademarks ........ i
Table of Contents... il

1. BEFORE USING THE PRODUCT 1
ADOUL the BOAI.........ueiuiiiiiicicie ettt sttt et e st et e e aeeta et et e besaeeteeneesaesaenaens 1
Features.............. W1
Support Software ................. .2

Cable & Connector (Option) ..... .3
ACCESSOMES (OPLION) vttt ettt b et b e et b bbb et eb e e e b e b et 3
LOAUT (] 1= G TU o] o i PSSR 4
Web Site
Limited Three-Years WAarTANLY .........cccccivverieirieisieisesieesiesesie e e sse et sae e ssesss e ssesasseeeseseenessenens 4
HOW t0 OBLAIN SEIVICE ..ottt 4
LEBDTIITY ..ttt bbb bt b R bR e bbbttt et b e 4
SAFELY PrECAULIONS ...ttt ne et b e n et b e sn e 5
SAFEtY INFOIMALION ....viiiictc et nne 5
HaNAIING PrECAULIONS.......c.oiuiiitiieetete ettt ettt ebe s 6
ENVIFONMENT. ...ttt bbbttt 7
4] o T=To1 £ o RSP SPSSRY 7
0] - 1o TSSO TSP PSP UPTPPRPPOTOt 7
DISPOSAL ...ttt bbbt bbbt bbbt bbb bt et nb et b e 7
2. SETUP 9
WVNEE IS SEEUDP? ..ttt ettt bbb bbbt e e b e b et e b b e e b ek e s b et ebe b et ebennas 9
Using the Board under Windows Using the Driver Library API-PAC(W32) .......cccccevvevrrnnne. 9
Using the Board under Window Using Software Other than the Driver Library
APT-PACIWS2)..coe et 9
Using the Board under an OS Other than WINdOWS ...........ccoeoiieiiiieiineieencesereeseeeeee 10
Step 1 INStalling the SOFIWAIE ......cccueiiiciieece e 11
Starting the INStall ProOgram ... s 11
Selecting the Digital 1/O DIV ......cccciiiiiiiieeireee et 12
Executing the INSLAlIAtioNn ..........ccooiiiiiiiiice s 13
Step 2 Setting the HAMAWAE .........coiuiiiiie et 14
Parts of the Board and Factory Defaults ..o 14
Setting the BOAIA 1D .......c.ciiiiiiiiiiicc et 15
PlUGQing the BOAIT .......cviviieiiieceesiee ettt ss e tesee e enenean 16
@ CONTEC

PIO-64/64L(PCI)H, PI-128L(PCI)H, PO-128L(PCI)H iii




Step 3 INStalling the HAMAWATE ..o bbb 17

TUINING ON ThE PC ..o 17
Setting with the Found New Hardware Wizard...........ccooovverieerieieneinienensese e 17
Step 4 INitializing the SOFIWAIE .......coouiiiie e e 20
Invoking API-TOOL CoNfiguration ........c..ooeiiriiiireiiniiieiietce et 20
UPAating the SETINGS . ...vivevieieirieiee ettt st e b s e re st e e etesaenennn 20
Step 5 Checking Operations with the Diagnosis Program ............ccccovierinnnieinneennneeeeenns 21
What is the DiagnoSiS PrOgIram?........cciuiirieiirierieesieisieseseseeiesiesessesaeessessssessssessessssessessssessnsens 21
CheCK MELNOM ..o 21
Using the DIiagnoSiS PrOGIAM .......cviiiiiiiieiiiiieti ettt 22
LY (8 oI (10T o] F=T] o Lo 414 o 25
SYMPLOMS @M ACLIONS ...ttt et b e bbb e 25

If your problem cannot D reSOIVED ..........cociiiiiiic e 25
EXTERNAL CONNECTION 27
Using the ON-D0Ard CONMNECLOTS ..........eiviiiriiiiieieieeie ettt st st e et et enas 27
Connecting a Device t0 @ CONNECION ...........ceiiriiciiiieieiet et 27
COoNNECLOT PN ASSIGNIMENT .. .cvviiieiiieeee ettt ettt ene st e se b e s ereneeneees 28
Relationships between API-PAC(W32) Logical Ports/Bits and Connector Signal Pins......... 31
ConNECtiNg INPUL SIGNAIS......ciiiiiiiiiiietc et 34
10T LU O3 (o1 T ST 34
CONNECEING 8 SWITCN ...tk 34
Connecting Output Signals.. ..35
Output Circuit .......ccoeevrereenns ..35
Example of Connection to LED ................... ...36
Example of Connection to TTL LeVel INPUL .......cocooiiiiiiice e 36
Connecting the Sink Type Output and Sink Output SUPPOIt INPUL .......ceoviiiiiiiiicicce 37
FUNCTIONS 39

Data 1/0 FUNCTION ... s 39

Data Input........ .39
Data Output................... ..39
MONItOriNG OULPUL DALA......cueieiiiieieieiieisiees ettt ne st seenenen 39
Digital Filter Function of Input Channels ............cociriiiiiiinic s 40
Digital Filter Function Principle
Set DIgital FIlter TIME ...oveiiiieiecese ettt n e e s e
Interrupt CONtrol FUNCHION .......coviviiiiiiiiccietc b 41
Disabling/enabling INTEITUPLS .......cveerieieieiiirieise et eenes 41
Selecting the INLErTUPT EAGE .....vvveviieieeic e 41
Clearing the Interrupt Status and Interrupt Signal ...........ccoooieiieiiinen e 41
@ CONTEC

PIO-64/64L(PCI)H, PI-128L(PCI)H, PO-128L(PCI)H




5. ABOUT SOFTWARE 43
CD-ROM DIirCLOIY SEIUCLUIE ..ottt ettt 43
About Software for WINGOWS...........ccoiiiiiiiiicicc e 44

ACCesSING the HEIP File ... 44
USING SAMPIE PIOGIAMS ..ouvevveverieiiiesisieieesteee e sae e sies s sesaeseseesastessesessesassessesesseseesessesessessasensnns 45
Uninstalling the AP1 FUNCLION LIDFAIIES .......coviviiviiiieiieeisceeeses e 47
ADOUL SOTEWATE FOI LINUX.c...cvitiiiiieiiciiii et 48
Driver Software InStall ProCEAUIE ... 48
ACCESSING The HEIP FIlE ... 49
USING SAMPIE PIOGIAMS .....eiuiitiiitiiteiiteieie ettt ettt ettt bbb et b et eb e nnee 49
UNINSLAlliNG the ArVET ..o 49

6. ABOUT HARDWARE 51
Hardware SPeCITICALION ..........cuiiiiicii b 51
2] [oTod [ BIT: 1o | 1y 1 OO OO OSSP PP SO P TPOURPURTTORE 55

@ CONTEC

PIO-64/64L(PCI)H, PI-128L(PCI)H, PO-128L(PCI)H




Vi

CONTEC
PIO-64/64L(PCI)H, PI-128L(PCI)H, PO-128L(PCI)H



1. Before Using the Product

1. Before Using the Product

This chapter provides information you should know before using the product.

About the Board

This board is a PCl-compliant interface board for input/output of digital signals.
The board can input the open/closed circuit states of switches and can control relays.

< P10-64/64L(PCI)H > can input and output up to 64 channels.
< P1-128L(PCI)H > can input up to 128 channels.
< PO-128L(PCI)H > can output up to 128 channels.

Using the bundled Driver Library [API-PAC(W32)], you can create Windows application software for
this board in your favorite programming language supporting Win32 API functions, such as Visual Basic
or Visual C/C++.

Features

- Common power-supply configuration in 16 channel units, capable of supporting different external
power supplies.

- Opto-coupler used to electrically isolated 1/0 signal interface from the PCI bus, offering good noise
immunity.
- Capable of using up to 16 channels of input signals as interrupt inputs.
Also capable of selecting the input signal edge for generating interrupts
< P10-64/64L(PCI)H >, < PI-128L(PCI)H >
- Digital filtering that prevents input signal noise and chattering.
< P10-64/64L(PCI)H >, < PI-128L(PCI)H >
- Upto 35VDC, 100mA per signal, max. output.
< P10-64/64L(PCI)H >, < PO-128L(PCI)H >

- Zener diode connected to output transistors for protection from surge voltage. Over-current
protective device provided for every eight channels of output transistors.
< P10-64/64L(PCI)H >, < PO-128L(PCI)H >
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1. Before Using the Product

Support Software
You should use CONTEC support software according to your purpose and development environment.

Driver library API-PAC(W32) (Available for downloading (free of charge) from the CONTEC web
site.)

API-PAC(W32) is the library software that provides the commands for CONTEC hardware products in
the form of Windows standard Win32 API functions (DLL). It makes it easy to create high-speed
application software taking advantage of the CONTEC hardware using various programming languages
that support Win32 API functions, such as Visual Basic and Visual C/C++.

It can also be used by the installed diagnosis program to check hardware operations.

CONTEC provides download services (at http://www.contec.com/apipac/)to supply the updated drivers
and differential files.

For details, read Help on the bundled CD-ROM or visit the CONTEC’s Web site.

< Operating environment >

[eF] Windows XP, 2000, NT, Me, 98, etc..
Adaptation language  Visual C/C++, Borland C++, Visual Basic, etc..
Others Each piece of library software requires 20 megabytes of free hard disk space.

Linux version of digital /0 driver AP1-DIO(LNX) (Supplied: Stored on the API-PAC(W32) CD-ROM)

This driver is used to control CONTEC digital 1/0 boards (cards) from within Linux.

You can control CONTEC 1/O boards easily using the shared library used by gcc and Kylix, the device
driver (module) for each kernel version, and the board (card) configuration program (config).
CONTEC provides download (at http://www.contec.com/comm/) services to supply the updated drivers
and differential files.

For details, read Help on the bundled CD-ROM or visit the CONTEC’s Web site.

< Operating environment >

0s RedHatLinux, TurboLinux, etc..

(For details on supported distributions, refer to Help available after installation.)
Adaptation language  gcc, Kylix, etc..
Others Requires 3 megabytes of free hard disk space.

Data acquisition VI library for LabVIEW VI-DAQ (Free download)

This is a VI library to use in National Instruments LabVIEW.

VI-DAQ is created with a function form similar to that of LabVIEW's Data Acquisition VI, allowing you
to use various devices without complicated settings.

See http://www.contec.com/vidag/ for details and download of VI-DAQ.

CONTEC
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1. Before Using the Product

Cable & Connector (Option)
Connection Conversion Shield Cable (100P—96P)
: PCB100/96PS-1.5 (1.5m)
: PCB100/96PS-3 (3m)
: PCB100/96PS-5 (5m)
Flat Cable with One 100-Pin Connector
: PCA100P-1.5(1.5m)
: PCA100P-3(3m)
: PCA100P-5(5m)
Connection Conversion Shield Cable (100pin—37pin D-SUB x 2)
: PCB100WS-1.5(1.5m)
: PCB100WS-3(3m)
: PCB100WS-5(5m)

Accessories (Option)

Screw Terminal . EPD-96 *1
Digital 1/0 64CH Series Terminal Panel : DTP-64(PC) *1
96pin half—»37pin D-SUB(Female) x 2 conversion terminal : CCB-96 *1
Signal Monitor for Digital 1/0(64Bits) : CM-64(PC)E *1
Termination panel with Screw Terminals for Spade Lugs : DTP-3(PC) *2
Termination panel with Screw Terminals . DTP-4(PC) *2
Relay Terminal Unit for Crimping . EPD-37 *2
Relay Terminal Unit for Crimping : EPD-37A *2

*1: A PCB100/96PS optional cable is required separately.
*1: A PCB100WS optional cable is required separately.

*  Check the CONTEC’s Web site for more information on these options.
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1. Before Using the Product

Customer Support

CONTEC provides the following support services for you to use CONTEC products more efficiently and
comfortably.

Web Site
Japanese  http://www.contec.co.jp/
English http://www.contec.com/

Chinese http://www.contec.com.cn/

Latest product information
CONTEC provides up-to-date information on products.

CONTEC also provides product manuals and various technical documents in the PDF.

Free download

You can download updated driver software and differential files as well as sample programs available in
several languages.

Note! For product information
Contact your retailer if you have any technical question about a CONTEC product or need its price,
delivery time, or estimate information.

Limited Three-Years Warranty

CONTEC Interface boards are warranted by CONTEC Co., LTD. to be free from defects in material and
workmanship for up to three years from the date of purchase by the original purchaser.

Repair will be free of charge only when this device is returned freight prepaid with a copy of the original
invoice and a Return Merchandise Authorization to the distributor or the CONTEC group office, from
which it was purchased.

This warranty is not applicable for scratches or normal wear, but only for the electronic circuitry and
original boards. The warranty is not applicable if the device has been tampered with or damaged through
abuse, mistreatment, neglect, or unreasonable use, or if the original invoice is not included, in which case
repairs will be considered beyond the warranty policy.

How to Obtain Service

For replacement or repair, return the device freight prepaid, with a copy of the original invoice. Please
obtain a Return Merchandise Authorization number (RMA) from the CONTEC group office where you
purchased before returning any product.

*  No product will be accepted by CONTEC group without the RMA number.
Liability
The obligation of the warrantor is solely to repair or replace the product. In no event will the warrantor

be liable for any incidental or consequential damages due to such defect or consequences that arise from
inexperienced usage, misuse, or malfunction of this device.
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1. Before Using the Product

Safety Precautions

Understand the following definitions and precautions to use the product safely.

Safety Information

This document provides safety information using the following symbols to prevent accidents resulting in
injury or death and the destruction of equipment and resources. Understand the meanings of these labels
to operate the equipment safely.

/i DANGER DANGER indicates an imminently hazardous situation which, if not avoided, will
result in death or serious injury.

/\ WARNING WARNING indicates a potentially hazardous situation which, if not avoided, could
result in death or serious injury.

/\ CAUTION CAUTION indicates a potentially hazardous situation which, if not avoided, may
result in minor or moderate injury or in property damage.
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1. Before Using the Product

Handling Precautions

A\

DANGER
Do not use the product where it is exposed to flammable or corrosive gas. Doing so may result in an
explosion, fire, electric shock, or failure.

A\

CAUTION
There are switches on the board that need to be set in advance. Be sure to check these before
installing the board.

Only set the switches and jumpers on the board to the specified settings.
Otherwise, the board may malfunction, overheat, or cause a failure.

Do not strike or bend the board. Doing so could damage the board.
Otherwise, the board may malfunction, overheat, cause a failure or breakage.

Do not touch the board's metal plated terminals (edge connector) with your hands.
Otherwise, the board may malfunction, overheat, or cause a failure.
If the terminals are touched by someone's hands, clean the terminals with industrial alcohol.

Do not install or remove the board to or from the slot while the computer's power is turned on.
Otherwise, the board may malfunction, overheat, or cause a failure.

Doing so could cause trouble. Be sure that the personal computer or the 1/0 expansion unit power is
turned off.

Make sure that your PC or expansion unit can supply ample power to all the boards installed.
Insufficiently energized boards could malfunction, overheat, or cause a failure.

The specifications of this product are subject to change without notice for enhancement and quality
improvement.
Even when using the product continuously, be sure to read the manual and understand the contents.

Do not modify the product. CONTEC will bear no responsibility for any problems, etc., resulting
from modifying this product.

Regardless of the foregoing statements, CONTEC is not liable for any damages whatsoever
(including damages for loss of business profits) arising out of the use or inability to use this
CONTEC product or the information contained herein.

CONTEC
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1. Before Using the Product

Environment

Use this product in the following environment. If used in an unauthorized environment, the board may
overheat, malfunction, or cause a failure.

Operating temperature

0 - 50°C

Humidity

10 - 90%RH (No condensation)

Corrosive gases

None
Floating dust particles

Not to be excessive

Inspection

Inspect the product periodically as follows to use it safely.

- Check that the bus connector
of the board and its cable have
been plugged correctly.

- Check that the board has
no dust or foreign matter adhering.

/

-

- The gold-plated leads of the bus connector
have no stain or corrosion.

Storage

When storing this product, keep it in its original packing form.

(1) Put the board in the storage bag.

(2) Wrap it in the packing material, then put it in the box.

(3) Store the package at room temperature at a place free from direct sunlight, moisture, shock,
vibration, magnetism, and static electricity.

Disposal

When disposing of the product, follow the disposal procedures stipulated under the relevant laws and
municipal ordinances.

© CONTEC
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2. Setup

2. Setup

This chapter explains how to set up the board.

What is Setup?

Setup means a series of steps to take before the product can be used.
Different steps are required for software and hardware

The setup procedure varies with the OS and applications used.

Using the Board under Windows
Using the Driver Library API-PAC(W32)

This section describes the setup procedure to be performed before you can start developing application
programs for the board using the bundled CD-ROM “Driver Library API-PAC(W32)”.

Taking the following steps sets up the software and hardware. You can use the diagnosis program later
to check whether the software and hardware function normally.

Step 1 Installing the Software

Step 2 Setting the Hardware

Step 3 Installing the Hardware

Step 4 Initializing the Software

Step 5 Checking Operations with the Diagnosis Program

If Setup fails to be performed normally, see the “Setup Troubleshooting” section at the end of this
chapter.

Using the Board under Window
Using Software Other than the Driver Library
API-PAC(W32)

For setting up software other than API-PAC(W32), refer to the manual for that software. See also the
following parts of this manual as required.

This chapter Step 2 Setting the Hardware
This chapter Step 3 Installing the Hardware
Chapter 3 External Connection

Chapter 6 About Hardware

© CONTEC
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2. Setup

Using the Board under an OS Other than Windows

For using the board under Linux, see the following parts of this manual.
This chapter Step 2 Setting the Hardware
Chapter 3 External Connection
Chapter 5 About Software
Chapter 6 About Hardware

For using the board under an OS such as MS-DOS other than Windows, see the following parts of this
manual.

This chapter Step 2 Setting the Hardware
Chapter 3 External Connection
Chapter 6 About Hardware

CONTEC
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2. Setup

Step 1 Installing the Software

This section describes how to install the API function libraries.

Before installing the hardware on your PC, install the API function libraries from the bundled
API-PAC(W32) CD-ROM.

The following description assumes the operating system as Windows XP. Although some user
interfaces are different depending on the OS used, the basic procedure is the same.

Starting the Install Program

(1) Load the CD-ROM [API-PAC(W32)] on your PC.

(2) The API-PAC(W32) Installer window appears automatically.
If the panel does not appear, run (CD-ROM drive letter):\AUTORUN.exe.

(3) Click on the [Install the drivers] button.

API-PAC(W32) Installer,

API-PAC(WZSZ)

This CD-ROM o
sample progr:
Please install

wing the procedure ]‘L][J\\

1. Driver installation.

i1. Install the drivers

2. Hardware setup help | 2. Hardware setup help menu.

3. Configurate the board hardware
3. Board configuration setting.
Users Guide| Tlus OD
ﬁs '.( o ] Exit

/I\ CAUTION

Before installing the software in Windows XP, 2000, or NT, log in as a user with administrator

privileges.

© CONTEC
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2. Setup

Selecting the Digital 1/0O Driver

(1) The following dialog box appears to select “Driver Type” and “Install Type”.
(2) Select “Digital 1/0 API-DIO(98/PC)W95™.

(3) Select “Driver, Help, etc..(Full Install)”.
(4) Click on the [Install] button.

API-PAC(W32) Menu for Windows XP/2000 _.

Crriver Type
" Serial Cormrmunication APFSIOESFCINT

Analog VO APAIDEBPCINT
High Functionality WDM Analog WO driver

GPIB Communication AP-GPIB{98/P CYNT

Dl e

Digital 0 API-DIO@EPCINT:

GPIB for Lab'EW AP-GPLVANZZ)
For Counter Board API-CRT{38P CMT
Motar Cantrol AP-SMC{B8PCINT

On Board Systerm Timer API-TIMER (W32)

T Y Y N

Standard Printer Port PRN-DRW(A32)

Install Type

& Driver, Help, ete._(Full Install)

" Driver Only (Execute only)

Ifyou select Driver Only, device drivers and
Configuration program are installed

_ Detiils. |

Itiz a driver for the digital-
inputfoutput hoard.

‘fou can create applications
without understanding port map
hy using this driver,

Cancel

Install. |

12
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2. Setup

Executing the Installation

(1) Follow the on-screen instructions to proceed to install.

(2) When the required files have been copied, the “Perform a hardware setup now” and “Show readme
file” check boxes are displayed.

When you are installing the software or hardware for the first time:
1) Uncheck “Perform a hardware setup now”.
2) Click on the [Finish] button. Go to Step 2 to set and plug the hardware.

* When the hardware has already been installed:
Check “Perform a hardware setup now”, then go to Step 4 “Initializing the Software”.

InstallShield Wizard

A InstallShield Wizard Complete

The InztallShield \Wizard has successfully installed COMTEC
API-DIOM8/PC). Click Finish to exit the wizard.

@erform a hardware setup now.

Finish |

You have now finished installing the software.

© CONTEC
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2. Setup

Step 2 Setting the Hardware

This section describes how to set the board and plug it on your PC.

The board has some switches and jumper to be preset.

Check the on-board switches and jumpers before plugging the board into an expansion slot.

The board can be set up even with the factory defaults untouched. You can change board settings later.

Parts of the Board and Factory Defaults

Figure 2.1. shows the names of major parts on the board.

Note that the switch setting shown below is the factory default.

— SW1
PIO/P1/PO-xx(PCI) BOARD ID

\

Board ID setting switch

(SW1) SW1
BOARD ID

189

@) ﬂ@
Ok
°ros”

" L] swi

- Interface connector(CNA,CNB)

]

CNB CNA

O
(e}

#

O
[e)

L

Figure 2.1. Component Locations
< P10-64/64L(PCI)H >, < PI1-128L(PCI)H >, < PO-128L(PCI)H >
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2. Setup

Setting the Board ID

If you install two or more boards on one personal computer, assign a different ID value to each of the
boards to distinguish them.

The board IDs can be set from 0 - Fh to identify up to sixteen boards.

If only one board is used, the original factory setting (Board ID = 0) should be used.

Setting Procedure

To set the board ID, use the rotary switch on the board. Turn the SW1 knob to set the board ID as shown
below.

Swi
BOARD ID

Factory setting:
(Board ID = 0)

Figure 2.2. Board ID Settings (SW1)
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2. Setup

Plugging the Board

(1) Before plugging the board, shut down the system, unplug the power code of your PC.
(2) Remove the cover from the PC so that the board can be mounted.
(3) Plug the board into an expansion slot.

(4) Put the cover back into place.

Applicable PCI bus slots

PCI bus slots used in PCs have keys to prevent 5V and 3.3V PCI bus boards from being accidentally
plugged into wrong bus slots. This board can be plugged into both of the 5V and 3.3V PCI bus slots.

<PCI bus slot> <PCI bus board>
5-V PCI bus slot m
N
| ==
\ Vi
N
3.3-V PClI bus slot 5V key
o\
=== |
\ ]
N— 3.3V key
B A
A Slit for 5-V PCI bus slot
B : slit for 3.3-V PCI bus slot

/Il CAUTION
- Do not touch the board's metal plated terminals (edge connector) with your hands.
Otherwise, the board may malfunction, overheat, or cause a failure.
If the terminals are touched by someone's hands, clean the terminals with industrial alcohol.

- Do not install or remove the board to or from the slot while the computer's or expansion unit’s power is
turned on.
Otherwise, the board may malfunction, overheat, or cause a failure.
Be sure that the personal computer power is turned off.

- Make sure that your PC or expansion unit can supply ample power to all the boards installed.
Insufficiently energized boards could malfunction, overheat, or cause a failure.

- Power supply from the PCI bus slot at +5V is required.

© CONTEC
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2. Setup

Step 3 Installing the Hardware

For using an expansion board under Windows, you have to let the OS detect the 1/0 addresses and IRQ to
be used by the board. The process is referred to as installing the hardware.

In the case of using two or more boards, make sure you install one by one with the Found New Hardware
Wizard.

Turning on the PC
Turn on the power to your PC.

/\ CAUTION

The board cannot be properly installed unless the resources (1/0 addresses and interrupt level) for
the board can be allocated. Before attempting to install the board, first determine what PC resources
are free to use.

- Theresources used by each board do not depend on the location of the PCI bus slot or the board itself.
If you remove two or more boards that have already been installed and then remount one of them on
the computer, it is unknown that which one of the sets of resources previously assigned to the two
boards is assigned to the remounted board. In this case, you must check the resource settings.

Setting with the Found New Hardware Wizard

(1) The “Found New Hardware Wizard” will be started.
Select “Install from a list or specific location[Advanced]”, then click on the [Next] button.
If you are using Windows NT 4.0, the “Found New Hardware Wizard” is not started.
Go to Step 4 “Initializing the Software”.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
This wizard helps vou install software far:

Multimedia Contraller

Z\-j If your hardware came with an installation CD

&2 or foppy disk, insert it now.

“what do you want the wizard to do?

O Install the software autormatically (Recommended)
(& inztall from a st or specific location [Advancedi

Click Mest to continue.

© CONTEC
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2. Setup

(2) Specify that folder on the CD-ROM which contains the setup information (INF) file to register the

board.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

Click Finish to close the wizard

The wizard has finished installing the software for.
_\> CONTEC Co. Ltd(PI0-16/1BLIPCIH

ﬁhe name of the board
you have just added is
displayed.
- P10-64/64L(PCI)H
- P1-128L(PCIH
- PO-128L(PCI)H

Source folder

The setup information (INF) file is contained in the following folder on the bundled CD-ROM.

Windows XP, 2000 \INF\Win2000\Dio\PClI
Windows Me, 98,95  \INF\Win95\Dio\PCI

Example of specifying the folder for use under Windows XP

= APTPAC_MOVZOOS (1)
+ | ) Apipac
+ | ) FreeSamples
+ | 2) Help
= ) INF
# [5) wom
# [5) wines
= [3) winzooo
+ ) Aio
|2 BufCard
+ ) Cnt
=l |Z) Dio
12 98(c)
03 cpox
) Isa
|2 PCCard
ORSE  <«—— \INF\Win2000\Dio\PCI
+ | ) Fsio
+ |2 Gpib
+ |2 Sio
+ |2 Smec
* 1) linux
120 Manual
+ | ) Readme
+ | ) Release

CONTEC
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2. Setup

/\ CAUTION

In Windows XP, the Hardware Wizard displays the following alert dialog box when you have
located the INF file. This dialog box appears, only indicating that the relevant driver has not passed
Windows Logo testing, and it can be ignored without developing any problem with the operation of
the board.

In this case, click on the [Continue Anyway] button.

* The name of the board
you have just added is
displayed.

- P10-64/64L(PCI)H

- P1-128L(PCI)H

- PO-128L(PCNH

has not paszed Windows Logo testing ta verify itz compatibility
with "indows =P. [Tell me why this testing iz important. |

Hardware Installation

] E The software you are installing for this hardware:
.
COMTEC Co. LtdCFIO-16/1EL[PCIH

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop thig ingtallation now and
contact the hardware vendor for zoftware that has
passed Windows Logo testing.

Contirue Anyway ; STOP Inztallation

You have now finished installing the hardware.

© CONTEC
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2. Setup

Step 4 Initializing the Software

The-driver library requires the initial setting to recognize the execution environment. It is called the

initialization of the API function library.

Invoking API-TOOL Configuration

(1) Open the Start Menu, then select “Programs” — “CONTEC API-PAC(W32)” — “API-TOOL

Configuration”.

1 AP1-TOOL Configuration
File Edit Tool Diagnosis Utlity Help

[Installed Boards]

Device... | Driver ... | Group ... | Board ... | Board Name | WO Add... | IRG

Auto Detection

Autormnatically detecting boards

Flease wait.
< >
[Notes]
Ready

E a8 TET (7
Selected Device  API-DIO Setting Wersion Wer 4.40 T

(2) API-TOOL Configuration detects boards automatically.
The detected boards are listed.

Updating the Settings

(1) Select “Save settings to registry...” from the “File” menu.

You have now finished installing the initial setting of Software.

©CONTEC

20 PI0-64/64L(PCI)H, PI-128L(PCI)H, PO-128L(PCI)H



2. Setup

Step 5 Checking Operations with the Diagnosis
Program

Use the diagnosis program to check that the board and driver software work normally, thereby you can
confirm that they have been set up correctly.

What is the Diagnosis Program?

The diagnosis program diagnoses the states of the board and driver software.
It can also be used as a simple checker when an external device is actually connected.

Using the “Diagnosis Report” feature reports the driver settings, the presence or absence of the board,
1/O status, and interrupt status.

Check Method

Connect the board to a remote device to text the input/output and check the execution environment.
For this board, prepare an external power supply (12 - 24 VDC).

The Check Mate (CM-64(PC)E) comes in handy when you check digital 1/0 boards.

Check the board with the factor defaults untouched.

/ Connector CM-64(PC)E

Optional cables
PCB100/96PS-xx

Connection diagram

Board

External Power Supply
12-24VDC

To connect a device other than the Check Mate, see Chapter 3 “External Connection”.

© CONTEC
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2. Setup

Using the Diagnosis Program

Starting the Diagnosis Program

Select the board in the API-TOOL Configuration windows, then run the Diagnosis Program.

* The name of the board you have just added is displayed.

2 APL-TOOL a0 7 L —al
TrE REE LD

7LD

LA H)

T2 | PN
DIo00 z

E2k]

E me 8
[z FAN AP-0I0 Settine Woidg e Wer 440
FR—FUZAR]
-2 = FNa ] LOFHLZ | IRQ H—p

* The name of the board
you are testing is displayed.
- PIO-64/64L(PCI)H
- PI-128L(PCH
- PO-128L(PCI)H

|FEER7 0SS LERITLES.

22
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2. Setup

Checking Digital Inputs and Outputs
The main panel of the Diagnosis Program appears.

You can check the current operation states of the board in the following boxes:

“Input Port™: Displays input values bit by bit at fixed time intervals.
“Output Port™: Mouse operation allows the data to output or display.
“Interrupt”: Displays the number of interrupts detected bit by bit.

21 CONTEC DIAGNOSIS PROGIAM for Digital Input/Output * The name of the board
Sebected Doan H H
ot FOTEEFG— you have just added is
DeviaName: GO0 A = displayed.

Pl | et | - P1O-64/64L(PCI)H
ngut Port 255 My - PI1-128L(PCIH
Ba7 RS BaS Bad B3 B2 u:‘«Tﬂ.‘r — r'?n:"n r3 - PO'128|E(PC)|)H
[N () () ) () (N (- r ©
= - = = = PotD
] ) [ ) EEm e ] €
e e e mEmEF - PotC
Dutput Port
OFF. I ON - Irdboingd
Bi7 BeE @5 Gad Ba) 0e2 OR1 DD P * Cout
] [ [ ) (- - -5 ‘| Inemet0: [~ 0
] ) (] ] ] (5 [ - e -
HEEEEEEEE = inemet2: [ 5
£ S s iy B
Wk Configustion. | Meaturstiand Time.. | Show Diagnosss Rinpont | [ Tiosn |

To use the wait time control feature, click on the [Wait Configuration] button. Use the feature when the
wait time based on the DioWait or DioWaitEx function is not normal.

To use the function execution time measurement feature, click on the [Measurement Time] button. Enter
the 1/O start port and the number of ports, then press the measurement button. The time for each
execution of a function will be measured.

© CONTEC
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2. Setup

Diagnosis Report

(1) Clicking on the [Show Diagnosis Report] button displays detailed data such as board settings and
the diagnosis results while saving them in text format.

The results are saved and displayed as a text file (DioRep.txt) in the install folder (Program
Files\CONTEC\API-PAC(W32)).

The Diagnosis Program performs “board presence/absence check”, “driver file test”, “board setting
test”, and so on.

/I\ CAUTION

- Before executing diagnosis report output, unplug the cable from the board.

! CONTEC DIAGHOSIS PROGRAM for Digital Input/Output
Sebectad Doad

Boad Hame ﬁll TEMELFOH 140 Address
DevicName: G050 [}

* The name of the board
you have just added is

Enever Mo — BopHn [ displayed.
- P10-64/64L(PCI)H
el OFF: [ Cn: [ M;'::ﬁ' __| - P|-128L(PC|)H
Bi7 Bab BaS Bdd Bd3 B2 Ba1 B0 Podt Potd
() ([ - <[ c r - PO-128L(PCI)H
EEEEEEEE PatD
i  Ew@mmEmEE r
E=El=l=l=l=== FalC
Ouipust Pon
OFF. I ON - Trdnengd
Bi? Beb 45 Bad Bad De2 Bl B Por - Court
] () ] ) () - - -5 - Inempt0: [~
[T ]
HEEEEEEEEF = Inemet2: [
0 ) ) () ) [ [ ) B ]
Click on [Show
wisk Configuation | Meamursenent T Show Disgresss Aoport. | Y/ — . .
i "ojﬁ:k Diagnosis Report].

(2) A diagnosis report is displayed as shown below.

* The name of the board

2 5ettings of Configuration 3 you are teSting iS dISpIayEd
T - P10-64/64L (PCH
Qv o2 - P1-128L(PCI)H

Board No. 1

Board Name.F’\DJEﬂEL[F’CI]H—é - PO-128L(PCI)H
170 Ackiress BOOTh \

IRQ 21 ot Use Not Use Not Use

BoadID 0

3 Diagnuosis
Initialize : Success,
Input logical port ; -1
Input logical bit : 0-15
Output logical port: 0-1
Output logical bit: 0-15
Input check : OK
- Input data from hardware was corect,
Cable connection may wiong if input data was inc
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2. Setup

Setup Troubleshooting

Symptoms and Actions

The board cannot be initialized. [Windows NT 4.0]
The driver may not yet be activated.

When using the board under an OS not compliant with Plug and Play, such as Windows NT 4.0, make
sure that the [PnP OS] BIOS option has been set to [NO], [disable], or [Do not use]. If the option has
been set to [Windows 95], for example, the board may not be detected normally. For details on BIOS
settings, refer to the user’s guide for your PC.

No output can be obtained.
Use API-TOOL Configuration to check whether the board name setting is wrong.

The board works with the Diagnosis Program but not with an application.

The Diagnosis Program is coded with API-TOOL functions. As long as the board operates with the
Diagnosis Program, it is to operate with other applications as well. In such cases, review your program
while paying attention to the following points:

- Check the arguments to functions and their return values.

- When the board is an isolated type, it has a time lag for its response between the output by a function
and the actual output. Consider the execution intervals between functions.

The OS won’t normally get started or detect the board. [Windows XP, 2000]
Turn off the power to your PC, then unplug the board. Restart the OS and delete the board settings of

API-TOOL Configuration. Turn off the PC again, plug the board, and restart the OS. Let the OS detect
the board and use API-TOOL Configuration to register board settings.
If your problem cannot be resolved

Contact your retailer.

© CONTEC
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3. External Connection

3. External Connection

This chapter describes the interface connectors on the board and the external 1/0 circuits.

Check the information available here when connecting an external device.

Using the On-board Connectors

Connecting a Device to a Connector

To connect an external device to this board, plug the cable from the device into the interface connector
(CAN,CNB) shown below.

Interface connector

/

=
fa—
-

Figure 3.1. Interface Connector

© CONTEC
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CNB

=\

[eNye)

[e}e)

CNA

- Connector used

HDRA-E100W1LFDT1EC-SL
(mfd.by HONDA)equivalent

- Applicable connector

HDRA-E100MA1(mfd.by HONDA)
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3. External Connection

Connector Pin Assignment

Pin Assignments of Interface Connector < PIO-64/64L(PCI)H >
CNB

Common plus pin for | |
+E/+F output ports C EE;E i
[ O-F7-
O-F6 |
O-F5 |
O-F4 -
O-F3
O-F2 A
O-F1

L O-FO
[ O-E7-
0O-E6
O-E5 A
O-E4 A
O-E3
O-E2
O-E1 A
~ O-EO
— N-E/F
N-E/F |
N-E/F
N-E/F
N-E/F
— N-E/F A
N.C. A
N.C.
P-C/D
L P-C/D
[ O-D7
0O-D6
0O-D5
0O-D4
0O-D3
0O-D2
O-D1

— 0O-DO0
~ O-C7-
0O-C6
0O-C5 A
0-C4 +
0-C3 A
0-C2 A
0O-C1 A
L O-CO
~N-C/D
N-C/D
N-C/D
N-C/D |
N-C/D |
L_N-C/D -

+F port (Output)

+E port (Output)

Common minus pin for
+E/+F output ports

Common plus pin for
+C/+D output ports

+D port (Output)

+C port (Output)

Common minus pin for
+C/+D output ports

oNe

-100

-85
- 84

- 81
- 80
- 79
- 78

- 74
-73

- 62
- 60
- 59

- 56

- 53
- 52
- 51

50
49
48
47
46
45
44
43
42
41
40
39
38
37
36
35
34 -
33
32
31+
30
29
28 -
27
26
25 -
24 -
23
22
21
20
19 -
18 -
17
16
15 |
14
13 -
12 -
11
10
ol
bl

-P-A/B

- P—A/Bj
-0-B7 7
-0-B6
-0-B5
-0-B4
-0-B3
-0-B2
-0-B1
-0-BO
-0-A7
-0-A6
-0-A5
-0-A4
-0-A3
-0-A2
-0-Al
-0-A0 —
~N-A/B7
-N-A/B

-N-A/B

-N-A/B

-N-A/B

-N-A/B-
-N.C.

-N.C.

-P-8/9

-P-8/9 N
-0-97 7]
-0-96
-0-95
-0-94
-0-93
-0-92
-0-91
-0-90
-0-87
-0-86
-0-85
-0-84
-0-83
-0-82
-0-81
-0-80
-N-8/9
- N-8/9
- N-8/9
-N-8/9
- N-8/9
-N-8/9 -

*1-00 - 1-17 can be used as interrupt signal.

Common plus pin for
+A/+B output ports

+B port (Output)

+0 port (Input)

+A port (Output)

+1 port (Input)
Common minus pin for
+A/+B output ports
Common plus pin for
+0/+1 input ports
Common plus pin for
+8/+9 output ports
+9 port (Output)
+2 Port (Input)

+8 port (Output)

+3 Port (Input)

Common minus pin for
+8/+9 output ports

Common plus pin for C

+2/+3 input ports

zzzzzz
000000
‘

—*1-00-
*1-01-
*1-02-
*1-03-
*1-04-
*1-05-
*1-06 -

L+1-07-

*1-10-
*1-11-
*1-12-
*1-13-
*1-14-
*1-15-
*1-16-

Lx1-17-
P-0/1-

Lron
N.

00000000

NESINENES)

EN
f

WN PO
|

=T ZZZZZZZ

1-25-
1-26 -
1-27 -
1-30-
1-31-
1-32-
1-33-]
1-34-
1-35-
1-36-

L 1-37-
P-2/3-
P-2/3-

f\Eﬂﬁ\\
-1 514
-2 524
-3 53-
-4 54+
-5 554
-6 56
-7 574
-8 58+
-9 594
-10 60
-11 614
-12 62
13 63
-14 64+
-15 65+
-16 66+
-17 67+
-18 68|
19 69|
-20 70
21 714
22 724
23 734
24 74
-25 75|
-26 76+
27 774
-28 78+
- 29
- 30
31
-32
-33
-34
- 35
- 36
-37
- 38
-39
- 40
41
- 42
- 43
- 44
- 45
- 46
47
- 48
- 49
-50 100

-1-40
-1-41
-1-42
-1-43
-1-44
-1-45
-1-46
-1-47
-1-50
-1-51
-1-52
-1-53
-1-54
-1-55
-1-56
-1-57
-P-4/5
-p-a/5]
-N.C.

zzzzzzz
0000000

P-6/7
-P-6/7

]

+4 port (Input)

+5 port (Input)

Common plus pin for
+4/+5 input ports

+6 port (Input)

+7 Port (Input)

Common plus pin for
+6/+7 input ports

P-0/1 - P-6/7 Connect the positive side of the external power supply. These pins are common to 16 input
signal pins.

P-8/9 - P-E/F Connect the positive side of the external power supply. These pins are common to 16 output
signal pins.

N-8/9 - N-E/F Connect the negative side of the external power supply. These pins are common to 16 output
signal pins.
A current of 0.3 A is allowable per connector pin. Connect the required number of pins for the
total current for the corresponding 16 output signals.

N.C. This pin is left unconnected.

Figure 3.2. Pin Assignments of Interface Connector < P10-64/64L(PCI)H >

CONTEC

28

PI0-64/64L(PCI)H, PI-128L(PCI)H, PO-128L(PCI)H



3. External Connection

Pin Assignments of Interface Connector < PI-128L(PCI)H >

Common plus pin for
+E/+F input ports

+F port (Input)|

+E port (Input)

Common plus pin for
+C/+D input ports

+D port (Input)

+C port (Input)

C

C

P-E/F -
P-E/F -
1-F7-
1-F6 -
1-F5 -
1-F4-
1-F3-
1-F2-
1-F1-
1-F0 -
1-E7 -
1-E6 -
1-E5 -
1-E4 -
1-E3-

m
N
|

zzzzzzzz
oooonooodl
‘

[e]
I

P-C/D -
P-C/D -
1-D7 -
1-D6 -|
1-D5 -|
1-D4 -|
1-D3 |
1-D2 |
1-D1 -
1-DO -
1-C7-
1-C6 -
1-C5-
1-C4-
1-C3-
1-C2-

o¥9)
Q
‘

zzzzzz
0000008
‘

C 51 1-

-P-A/B
-P-A/B
-1-B7
-1-B6
- 1-B5
- 1-B4
-1-B3
-1-B2
-1-B1
-1-B0
- 1-A7
- 1-A6
- 1-A5
- 1-Ad
- 1-A3
- 1-A2
- 1-Al

.
Zzzzzzzz

000000003

]

J

*1-00 - 1-17 can be used as interrupt signal.

Common plus pin for
+A/+B input ports

+B port (Input)

+0 port (Input)

+A port (Input)

+1 port (Input)

Common plus pin for
+0/+1 input ports

Common plus pin for
+8/+9 input ports

+9 port (Input)

+2 Port (Input)

+8 port (Input)

+3 Port (Input)

Common plus pin for
+2/+3 input ports

—~<va
N.C.-[-1 51 -
N.C.-[-2 52
N.C.-[-3 53
N.C.-[-4 54+
N.C.-[-5 55+
N.C.-[-6 56 -
*1-00-[-7 57 -
*1-01--8 58
*1-02-[-9 59
*1-03-]-10 60
*1-04--11 61
*1-05-[-12 62
*1-06-[-13 63
*1-07--14 64

*1-10-[-15 65
*1-11-[-16 66
*1-12-|-17 67
*1-13-]-18 68
*1-14-[-19 69
*1-15-[-20 70~
*1-16-[-21 71

L*1-17--22 72~

[P-O/I**23 73
P-0/1-|-24 74~
N.C.-[-25 75+
N.C.-[-26 76
N.C.-[-27 77
N.C.-[-28 78-
N.C.-[-29 79
N.C.-[-30 80+
N.C.-[-31 81-
N.C.-[-32 82
1-20-[-33 83
1-21--34 84
1-22-[-35 85
1-23-[-36 86
1-24--37 87
1-25-[-38 88
1-26-[-39 89

L 1-27--40 90~
1-30-[-41 91
1-31-[-42 92
1-32--43 93
1-33-|-44 94
1-34-|-45 95+
1-35--46 96
1-36-|-47 97

L 1-37-|-48 98-

[P-2/3--49 99
P-2/3-|-50 100 5

-1-57
-P-4/5
-p-4/5
-N.C.
-N.C.

000000

T
SHHEH R
AWNRO

-1-65

-1-77
-P-6/7
-P-6/7

J

+4 port (Input)

+5 port (Input)

Common plus pin for
+4/+5 input ports

+6 port (Input)

+7 Port (Input)

Common plus pin for
+6/+7 input ports

1-00 - I-F7 128 input signal pins. Connect output signals from the external device to these pins.

P-0/1 - P-E/F Connect the positive side of the external power supply. These pins are common to 16 input
signal pins.

N.C. This pin is left unconnected.

Figure 3.3. Pin Assignments of Interface Connector < PI1-128L(PCI)H >
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PIO-64/64L(PCI)H, PI-128L(PCI)H, PO-128L(PCI)H

29



3. External Connection

Pin Assignments of Interface Connector

Common plus pin for

[ P-EIF-
+E/+F output ports

P-E/F-|
r O-F7-
O-F6-
O-F5-
O-F4-

+F port (Output) O-F3-

+E port (Output)

Common minus pin for
+E/+F output ports

Common plus pin for
+C/+D output ports

+D port (Output)

+C port (Output)

Common minus pin for
+C/+D output ports

-P-A/IB

- P»A/Bj
-O-B7 7]
-0-B6
-0-B5
-0-B4
-0-B3
-0-B2
-O-B1
-0-BO
-O-A7
-O-A6
-O-A5
-0-A4
-0-A3
-0-A2
-O-Al
-O-A0 —
- N-A/B7
-N-A/B

-N-A/B

-N-A/B

-N-A/B

-N-A/B—
-N.C.
-N.C.
- P-8/9
- P-8/9
-0-97
-0-96
-0-95
-0-94
-0-93
-0-92
-0-91
-0-90
-0-87 7]
-0-86
-0-85
-0-84
-0-83
-0-82
-0-81
-0-80
- N-8/9 7
- N-8/9
- N-8/9
- N-8/9
- N-8/9
-N-8/9 —

< PO-128L(PCI)H >

Common plus pin for
+A/+B output ports
Common minus pin for
+0/+1 output ports

+B port (Output)

+0 port (Output)

+A port (Output)

+1 port (Output)

Common minus pin for
+A/+B output ports
Common plus pin for
+0/+1 output ports

Common plus pin for
+8/+9 output ports
Common minus pin for
+2/+3 output ports

+9 port (Output)

+2 port (Output)

+8 port (Output)

+3 Port (Output)

Common minus pin for
+8/+9 output ports
Common plus pin for
+2/+3 output ports

N-0/1 -]
N-0/1 -
N-0/1 -]
N-0/1 -
N-0/1 ]
L N-0/1 |
— 0-00
0-01 |
0-02
0-03 |
0-04
0-05 |
0-06 |
L 0-07 A
 0-10-
O-11 -
0-12
0O-13 |
O-14
0O-15 |
0O-16 |
L 0-17

P-0/1 -]
L P-0/1 |
N.C. |
N.C. -
—N-2/3
N-2/3 -
N-2/3 -]
N-2/3 -
N-2/3 -
—N-2/3 |
— 0-20

0O-21 |

0-22 |

0-23 |

0-24 |

0-25

0-26 |
L 0-27+
~ 0-30-

0-31

0-32

0-33

0-34 -

0-35 |

0-36 -
L 0-37

P-2/3-
L P-2/3 -]

———
-1 51-
-2 52 -
-3 53-
-4 54 -
-5 55-
-6 56 -
-7 57 -
-8 58 -
-9 59 -
-10 60~
-11  61-
-12 62~
-13 63~
-14 64~
-15 65-
-16 66~
-17 67~
-18 68~
-19 69
-20 70~
-21 71+
-22  72-
-23 73+
-24 74~
-25 75-
-26 76
=27 77+
-28 78
-29 79+
-30 80
-31 81-
-32 82-
-33 83
-34 84~
-35 85-
-36 86~
-37 87~
-38 88-
-39 89
-40 90-
-41  91-
-42 92~
-43  93-
-44 94~
-45 95-
-46  96-
-47 97~
-48 98-
-49  99-
-50 100

-N-4/57]
- N-4/5

- N-4/5

- N-4/5

- N-4/5

- N-4/5
-0-40
- 0-41

- 0-42

- 0-43

- O-44

- 0-45

- 0-46

- 0-47
- 0-50
-0O-51

- 0-52

- 0-53

- 0-54

- O-55

- 0-56

- 0-57
- P-4/5
- P-4/5 J
-N.C.
-N.C.

- N-6/77]
- N-6/7

- N-6/7

- N-6/7

- N-6/7

- N-6/7—
- 0-60 7
-0-61
- 0-62
- 0-63
- 0-64
- 0-65
- 0-66
-0-67
-0-70
-0-71
-0-72
-0-73
-0-74
-O-75
-0-76
-0-77 -

/

- P-6/7
- P-6/7 ]

Common minus pin for
+4/+5 output ports

+4 port (Output)

+5 port (Output)

Common plus pin for
+4/+5 output ports

Common minus pin for
+6/+7 output ports

+6 port (Output)

+7 Port (Output)

Common plus pin for
+6/+7 output ports

0-00 - O-F7 |[128 output signal pins. Connect input signals from the external device to these pins.

P-0/1 - P-E/F |Connect the positive side of the external power supply. These pins are common to 16 output signal pins.

N-0/1 - N-E/F |Connect the negative side of the external power supply. These pins are common to 16 output signal pins.
A current of 0.3 A is allowable per connector pin. Connect the required number of pins for the total
current for the corresponding 16 output signals.

N.C. This pin is left unconnected.

Figure 3.4. Pin Assignments of Interface Connector < PO-128L(PCI)H >
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3. External Connection

Relationships between API-PAC(W32) Logical Ports/Bits

and Connector Signal Pins

The following table lists the relationships between the connector signal pins and the logical port/bit
numbers used for 1/0 functions when applications are written with API-PAC(W32).

PIO-64/64L(PCI)H

Table 3.1. Relationships between Logical Ports/Bits and Connector Signal Pins
< P10-64/64L(PCI)H >

D7 D6 D5 D4 D3 D2 D1 DO
i 1-07 1-06 1-05 1-04 1-03 1-02 1-01 1-00

Input logical port 0
[7] [6] [5] [4] [3] [2] [1] [0]
1-17 1-16 1-15 1-14 1-13 1-12 1-11 1-10

Input logical port 1
[15] [14] [13] [12] [11] [10] [9] [8]
i 1-27 1-26 1-25 1-24 1-23 1-22 1-21 1-20

Input logical port 2
[23] [22] [21] [20] [19] [18] [17] [16]
1-37 1-36 1-35 1-34 1-33 1-32 1-31 1-30

Input logical port 3
[31] [30] [29] [28] [27] [26] [25] [24]
. 1-47 1-46 1-45 1-44 1-43 1-42 1-41 1-40

Input logical port 4
[39] [38] [37] [36] [35] [34] [33] [32]
1-57 1-56 1-55 1-54 1-53 1-52 1-51 1-50

Input logical port 5
[47] [46] [45] [44] [43] [42] [41] [40]
1-67 1-66 1-65 1-64 1-63 1-62 1-61 1-60

Input logical port 6
[55] [54] [53] [52] [51] [50] [49] [48]
1-77 1-76 1-75 1-74 1-73 1-72 1-71 1-70

Input logical port 7
[63] [62] [61] [60] [59] [58] [57] [56]

D7 D6 D5 D4 D3 D2 D1 DO

0-87 | 0-86 | O-85 | O-84 | 0-83 | 0-82 | 0-81 [ 0-80
[7] [6] [5] [4] [3] [2] [1] [0]
0-97 | 0-96 | 0-95 | 0-94 | 0-93 | 0-92 | 0-91 | 0-90
[15] [14] [13] [12] [11] [10] [9] [8]
O-A7 | O-A6 | O-A5 | O-A4 | O-A3 | O-A2 | O-A1 | O-AD
[23] [22] [21] [20] [19] [18] [17] [16]
O-B7 | O-B6 | O-B5 | O-B4 | O-B3 | O-B2 | O-B1 | O-BO
[31] [30] [29] [28] [27] [26] [25] [24]
0O-C7 | O-C6 [ O-C5 | O-C4 | O-C3 | O-C2 | O-C1 | O-CO
[39] [38] [37] [36] [35] [34] [33] [32]
O-D7 | O-D6 | O-D5 | O-D4 | O-D3 | O-D2 | O-D1 | O-DO
[47] [46] [45] [44] [43] [42] [41] [40]
O-E7 | O-E6 | O-E5 | O-E4 | O-E3 | O-E2 | O-E1 | O-EO
[55] [54] [53] [52] [51] [50] [49] [48]
O-F7 | O-F6 | O-F5 | O-F4 | O-F3 | O-F2 | O-F1 | O-FO
[63] [62] [61] [60] [59] [58] [57] [56]

I-xx represents a CNA input signal; O-xx represents a CNB output signal.

Output logical port 0

Output logical port 1

Output logical port 2

Output logical port 3

Output logical port 4

Output logical port 5

Output logical port 6

Output logical port 7

[xx] represents a logical port.
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3. External Connection

PI-128L(PCI)H

Table 3.2.

Input logical port 0
Input logical port 1
Input logical port 2
Input logical port 3
Input logical port 4
Input logical port 5
Input logical port 6
Input logical port 7
Input logical port 8
Input logical port 9
Input logical port 10
Input logical port 11
Input logical port 12
Input logical port 13
Input logical port 14

Input logical port 15

I-xx represents a CNA or a CNB input signal. [xx] represents a logical bit.

Relationships between Logical Ports/Bits and Connector Signal Pins
<PI-128L(PCI)H >

D7 D6 D5 D4 D3 D2 D1 DO
1-07 | 1-06 | 1-05 | 1-04 | 1-03 | 1-02 | 1-01 | 1-00

[7] [6] [5] [4] [3] [2] [1] [0]
127 | 126 | 135 | 124 | 123 | 122 | 112 | 110
[15] [14] [13] [12] [11] [10] [9] [8]
127 | 126 | 1-25 | 124 | 123 | 122 | 122 | 120
23 | 1221 | 1211 | 1201 | oy | s8] | a7 | [ie]
137 | 1-36 | 1-35 | 134 | 1-33 | 132 | 131 | 1-30
;31 | 301 | 291 | 1281 | 1271 | 1261 | 251 | [24]
1-47 | 1-46 | 1-45 | 144 | 143 | 142 | 1-42 | 140
;39] | 381 | 371 | 361 | 351 | [34] | [331 | [32]
1-57 | 1-56 | 1-55 | 1-54 | 1-53 | 1-52 | 151 | 1-50
1471 | 146] | 1451 | [44) | [43] | [42] | [a11 | [40]
1-67 | 1-66 | 1-65 | 1-64 | 1-63 | 1-62 | 1-61 | 1-60
55 | 1541 | 1531 | (521 | (511 | [50] | [491 [ [48]
177 | 176 | 175 | 1e7a | 73 | r2 | e | 170
63 | 1621 | 611 | 1601 | [59] | 58] | [571 | [56]
187 | 1-86 | 1-85 | 1-84 | 1-83 | 1-82 | 1-81 | 1-80
(711 | 701 | 1691 | e8] | [67] | [66] | [65] | [64]
197 | 1-96 | 1-95 | 194 | 1:93 | 192 | 101 | 1-90
791 | 1781 | 1771 | 1761 | 1751 | 1741 | (731 | [72]
1-A7 | 1-A6 | 1-A5 | 1-A4 | 1-A3 | 1-A2 | 1Al | 1-AO
871 | 861 | 851 | (841 | 831 | [82] | [81] [ [80]
1-87 | 1-B6 | 1-B5 | 1-B4 | 1-B3 | 1-B2 | 1-B1 | 1-BO
195 | 1941 | 93] | 921 | o1 | [e0] | 891 | [88]
1.c7 | 1-c6 | 1-cs | 1.ca | 1-c3 | 1-c2 | 1-ca | 1-co
[103] | [102] | r1o1y | [rooy | [e9] | e8] | [971 | [96]
1-07 | 1-D6 | 1-D5 | 1-D4 | 1-D3 | 1-D2 | 1-D1 | 1-DO
[111] | 1107 | 1109] | [1o8] | [107] | [106] | [10s] | [104]
-7 | 1-E6 | 1-E5 | 1-E4 | 1-E3 | 1-E2 | 1-E1 | 1-EO
(119 | r1as] | a7y | [uae] | (uas) | [r14) | (i3] | [pi12]
1-F7 | 1-F6 | 1-F5 | 1-Fa | 1-F3 | 1.2 | 1R | 1-Fo
1127] | [126] | [125] | [124] | [123] | [122] | [121] | [120]
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3. External Connection

PO-128L(PCI)H

Table 3.3. Relationships between Logical Ports/Bits and Connector Signal Pins
<PO-128L(PCHH >

D7 D6 D5 D4 D3 D2 D1 DO
0-07 | 0-06 | O-05 | 0-04 | 0-03 | 0-02 | O-01 | O-00
[ [6] [5] [4] [3] [2] 1] [0]
0-17 | 0-16 | O-15 | O-14 | 0-13 | O-12 | O-11 | O-10
[15] [14] [13] [12] [11] [10] [9] [8]
0-27 | 0-26 | 0-25 | 0-24 | 0-23 | 0-22 | O-21 | O-20
[23] [22] [21] [20] [19] [18] [17] [16]
0-37 | 036 | 0-35 | O-34 | 0-33 | 0-32 | O-31 | O-30
[31] [30] [29] [28] [27] [26] [25] [24]
0-47 | O-46 | 0-45 | O-44 | 0-43 | 042 | O-41 | O-40
[39] [38] [37] [36] [35] [34] [33] [32]
0-57 | 056 | O-55 | O-54 | O-53 [ O-52 | O-51 | O-50
[47] [46] [45] [44] [43] [42] [41] [40]
0-67 | O-66 | O-65 | O-64 | 0-63 | O-62 | O-61 | O-60
[55] [54] [53] [52] [51] [50] [49] [48]
O-77 0-76 0O-75 0-74 0-73 0-72 O-71 0-70
[63] [62] [61] [60] [59] [58] [57] [56]
0-87 | 0O-86 | 0-85 | 0-84 | 0-83 | 0-82 | O-81 | 0-80
[71] [70] [69] [68] [67] [66] [65] [64]
0-97 0-96 0-95 0-94 0-93 0-92 0-91 0-90
[79] [78] [77] [76] [75] [74] [73] [72]
O-A7 | O-A6 | O-A5 [ O-A4 | O-A3 | O-A2 | O-Al1 | O-AQ
[87] [86] [85] [84] [83] [82] [81] [80]
0-B7 0-B6 0-B5 0-B4 0-B3 0-B2 0-B1 0-BO
[95] [94] [93] [92] [91] [90] [89] [88]
O-C7 | O-C6 | O-C5 [ O-C4 | O-C3 | O-C2 | O-C1 | O-CO
[103] | [102] | [101] | (2001 | [99] [98] [97] [96]
O-D7 | O-D6 | O-D5 | O-D4 | O-D3 | O-D2 | O-D1 | O-DO
[111] | [110] | [109] | [108] | [107] | [106] | [105] [ [104]
O-E7 | O-E6 | O-E5 | O-E4 | O-E3 | O-E2 | O-E1 | O-EO
[119] | [118] | [a17] | [a1e] | [1a5] | [114] | [a13] | [112]
O-F7 | O-F6 | O-F5 | O-F4 | O-F3 | O-F2 | O-F1 | O-FO
[127] | [126] | [125] | [124] | [123] | [122] | [121] | [120]

O-xx represents a CNA or a CNB output signal. [xx] represents a logical bit.

Output logical port 0

Output logical port 1

Output logical port 2

Output logical port 3

Output logical port 4

Output logical port 5

Output logical port 6

Output logical port 7

Output logical port 8

Output logical port 9

Output logical port 10

Output logical port 11

Output logical port 12

Output logical port 13

Output logical port 14

Output logical port 15

/\ CAUTION
The logical port and logical bit numbers are virtual port and bit numbers that enable programming
independent of board /O addresses or board types.

For details, refer to API-DIO HELP available after installing API-PAC(W32).
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3. External Connection

Connecting Input Signals

Connect the input signals to a device which can be current-driven, such as a switch or transistor output
device.
The connection requires an external power supply to feed currents.

The board inputs the ON/OFF state of the current-driven device as a digital value.

Input Circuit

"\ External Circuit

:
|
|
|
i |
p o Plus L External
:;1 Yy 2 M/\—TC Common | = power
O o—o0 Supply
J;)pto-coupler ‘ ' InputPint  sSwitch 12-24VDC
! 1
L | |
Vce . ! !
[ |
! |
‘ H '
}1 Y x ! :
om0 O
7J/Tiopto-coupler ! Input Pln: Switch
[ |
! |
| |
* Input Pin: 1-xx \1‘ ] L \V

Figure 3.5. Input Circuit < P10-64/64L(PCI)H >, < P1-128L(PCI)H >

The input circuit of this board is illustrated in Figure 3.5. The on-board opto-couplers isolate internal
input circuits from outside devices. The input channels are to be connected with current sinking output
signals. Driving these opto-isolated circuits require an additional power supply isolated from the PC
system. When a 12VDC external power is used, each input channel will consume about 2.6mA current;
when a 24VDC external power supply is selected, each input channel will consume about 5.1mA current.

Connecting a Switch

Common plus for input (CNA : 23 pin) N
External
° Power
2 | 1-00 (CNA: 7 pin) — _fg?%l?(voc
Switch

Figure 3.6. An Example to use Input 100 < PI1O-64/64L(PCI)H >, < P1-128L(PCI)H >
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3. External Connection

Connecting Output Signals

Connect the output signals to a current-driven controlled device such as a relay or LED.
The connection requires an external power supply to feed currents.

The board controls turning on/off the current-driven controlled device using a digital value.

Output Circuit
Board —— —F— External Circuit
Vce i i
.\ Plus |
; Common |
|<L ' 1 External
i I Loa 1L Power
' Ol;tigut 1 — Supply
12-24VDC
| Zener | 1
' opto-isolated A diode ! !
: AR ‘
iR I |
HE I I
L\/V\ﬁ I !
} E‘L ' 1 Load
S | Output |
' Pin !
| Zener 7/ T
opto-isolated A diode ! !
| |
Poly Switch [lé 1
| |
i Minnus |
' Common !
I I
* Output Pin: O-xx ; |

Figure 3.7. Output Circuit < P10-64/64L(PCI)H >, < PO-128L(PCI)H >

The output circuit of this board is illustrated in Figure 3.7. The signal output section is an opto- isolated,
open-collector output (current sink type). Driving the output section requires an external power supply.
The rated output current per channel is 100 mA at maximum.

The output section can also be connected to a TTL level input as it uses a low-saturated transistor for
output. The residual voltage (low-level voltage) between the collector and emitter with the output on is
0.5V or less at an output current within 50 mA or at most 1.0 V at an output current within 100 mA.
A zener diode is connected to the output transistor for protection from surge voltages. A PolySwitch-
based over-current protector is provided for every eight output transistors. When the over-current
protector works, the output section of the board is temporarily disabled. If this is the case, turn of the
power to the PC and the external power supply and wait for a few minutes, then turn them on back.

/\ CAUTION

When the PC is turned on, all output are reset to OFF.
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3. External Connection

Example of Connection to LED

Common pluus for output (CNB : 23 pin)

+ External

5.1kQ Power
Supply

12 -24VDC

Board

LED
0-80 (CNB : 7 pin)
Common Minus for output (CNB : 1 pin)

When “1” is output to a relevant bit, the corresponding LED comes on.
When “0” is output to the bit, in contrast, the LED goes out.

Figure 3.8. An Example to use Output O-80 < P10-64/64L(PCI)H >, < PO-128L(PCI)H >

Example of Connection to TTL Level Input

External
Power Supply;
12-24VDC

+

Input Board
VCC

Common plus C D

for output

2kQ
tput
Output ]| ) N

TTL Level Input

Common Minnus
for output

fGND

Figure 3.9. Connection Example of Output and TTL level Input Signal
< P10-64/64L(PCI)H >, < PO-128L(PCI)H >
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3. External Connection

Connecting the Sink Type Output and Sink
Output Support Input

The following example shows a connection between a sink type output (output board) and a sink output
support input (input board). Refer to this connection example when you connect such boards to each
other.

External
Power Supply
12-24VDC

+

Output Board Input Board

Common plus
for input

]

Input(Sink Output Support)

Common plus (
for output

Output(Sink Type)

Common Minnus
for output

Figure 3.10. Example of Connecting the Sink Type Output and Sink Output Support Input
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3. External Connection
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4. Functions

4. Functions

This section describes the functions of the board.

Data I/O Function

Data Input

When input data is “ON”, “1” is input to the relevant bit.

When the input data is “OFF”, in contrast, “0” is input to the relevant bit

Data Output

When “1” is output to the relevant bit, the corresponding transistor is set to “ON”.
When “0” is output to the relevant bit, in contrast, the corresponding transistor is set to “OFF”.

/\ CAUTION

When the PC is turned on, all output are reset to 0 (OFF).

Monitoring Output Data

The < PI0-64/64L(PCI)H > and < PO-128L(PCI)H > can read the state of the data currently being output
without affecting the output data.
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4. Functions

Digital Filter Function of Input Channels

< P10-64/64L(PCI)H >, < PI-128L(PCI)H > are equipped with a digital filter function for input signals.
This function provides all input channels with a means of cutting chattering and noise.

Digital Filter Function Principle

To use this function, you must set a filter time. The function circuits will then check all input signals
synchronizing with the clock. A signal level, low or high, will be input only if the signal level remains
stable during the filter set time. Therefore, if a signal level changes faster than the filter set time, this
level change will be ignored and the previous signal level will be input.

Input Signal | Digital Input to PC
Filter

Filter Setting Time

Input Signal !

\ / | Valid

Invalid |
v

Input to PC

Figure 4.1. Digital Filter Function Principle

Set Digital Filter Time

Set the digital filter time to 0 - 20 (14h).
Setting the digital filter time to 0 disables digital filtering. It is set to 0 when the power is turned on.
Figure 4.2 shows the relationships between digital filter time settings and the actual digital filter times.
Digital Filter Time[sec.] = 2"/ (8 x 105)

n: = setting data(0 - 20)

Setting Data Digital Filter Setting Data Digital Filter Setting Data Digital Filter
(n) Time (n) Time (n) Time
o(oony | Thefilterfunction o/ 16psec 14 (OEh) 2.048msec
is not used.

1 (01h) 0.25psec 8 (08h) 32psec 15 (OFh) 4.096msec
2 (02h) 0.5usec 9 (09h) 64psec 16 (10h) 8.192msec
3 (03h) 1psec 10 (0Ah) 128psec 17 (11h) 16.384msec
4 (04h) 2usec 11 (0OBh) 256pusec 18 (12h) 32.768msec
5 (05h) 4usec 12 (0Ch) 512usec 19 (13h) 65.536msec
6 (06h) 8usec 13 (0Dh) 1.024msec 20 (14h) 131.072msec

Figure 4.2. Digital Filter Time and Setting Data

/I CAUTION

- Writing a setting data other than a "0" will apply this filter function to all input channels. This
function cannot be applied to particular pins only but is applied to all input channels.
- Do not set a data more than 20(14H). Doing so may cause the board malfunctioning.
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4. Functions

Interrupt Control Function

The < P10-64/64L(PCI)H > and < P1-128L(PCI)H > can use up to 16 channels of input signals as
interrupt request signals. The input signals available as interrupt request signals are 1-00 to I-17.

The board can generate an interrupt request signal to the PC when the input signal change from High to
Low or from Low to High.

When the digital filter (described above) is used, interrupt requests are generated by input signals that
have passed through the filter.

Disabling/enabling Interrupts

Interrupt mask bits can be used to disable or enable the individual bits for interruptions.

Once a certain bit has been interrupt-disabled, no interrupt occurs even when the corresponding input
signal changes its level.

To let interrupts occur, enable the corresponding interrupt mask bit for interruptions.

/I\ CAUTION

All of the interrupt mask bits are interrupt-disabled when the power is turned on.

Selecting the Interrupt Edge

Interrupt edge select bits can be used to set the input logic for interruption bit by bit.

If you set an interrupt edge select bit to 0, an interrupt occurs when the input value to the corresponding
bit changes from 0 to 1 (at the fall of the input signal from High to Low).
If you set an interrupt edge select bit to 1, an interrupt occurs when the input value to the corresponding
bit changes from 1 to 0 (at the rise of the input signal from Low to High).

/I\ CAUTION

When the power is turned on, all of the interrupt edge select bits are set to 0 so that an interrupt
occurs when the input value changes from 0 to 1 (at the fall of the input signal from High to Low).

Clearing the Interrupt Status and Interrupt Signal

Interrupt status bits are used to identify the input signal bit being used for requesting an interrupt.

When an interrupt status is input, the interrupt request signal and the interrupt status are cleared
automatically.

/I\ CAUTION

- All of the interrupt status bits are set to 0 when the power is turned on.

- Ifaninterrupt mask bit has been set to disable interrupts, the interrupt status bit is not set even when
the input signal changes its level.
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4. Functions
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5. About Software

5. About Software

CD-ROM Directory Structure

\
|- Autorun.exe

| Readmej.html
| Readmeu.html

|—APIPAC
| |—AIO

| | |—DISK1
| | |—DISK2
[ I

| | |—DISKN
| [—Aiowdm

| |—CNT

|

|

| —INF

| |—WDM

| [—Win2000
| |—Win95

[—linux
| |—ecnt
| |—dio

| —Readme

| —Release
| | —API_NT
| |—API_W95

| —UsersGuide

Installer Main Window

Version information on each API-TOOL (Japanese)
Version information on each API-TOOL (English)

Each installer

HELP file

Each INF file for OS

Linux driver file

Readme file for each driver

Driver file on each API-TOOL
(For creation of a user-specific install program)

Hardware User's Guide(PDF files)
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5. About Software

About Software for Windows

The bundled CD-ROM “Driver Library API-PAC(W32)” contains the functions that provide the
following features:

- Digital input/output of specified ports
- Hardware digital input/output of specified bits
- Hardware digital filtering that prevents chattering

For details, refer to the help file. The help file provides various items of information such as “Function
Reference”, “Sample Programs”, and “FAQs”. Use them for program development and troubleshooting.

Accessing the Help File

(1) Click on the [Start] button on the Windows taskbar.

(2) From the Start Menu, select “Programs” — “CONTEC API-PAC(W32)” - “Dio” — “API-DIO
HELP” to display help information.

~7 API-DID(9B/PC)WISINT - Help.
[Close | Exit | File Edt Bookmark Options Help
P, gontents\ Index \ Back \ Pint \ Exit \
ontents 7
DioOpen
L2
OBoars That Suppart the Function See Also]
~
Bpow to Use This Help Guide WOperation
General Motes Opens the device driver for the specified board and enables the driver's functions

R niraductinn
WFormat

dwrRet=Din0pen(&hDn DiviNo, Grono);

@Hardware Setup
LT Diagnosis Program

@ unction Reference WParameters

[ JeT¥N NDrv[vC-HANDLE *][vB: Long][vB NE T Integer][vC# aut int]
anmg‘g Program Returns the device handle for the group,

Specifies this device handle when calling other Diokoo functions

DryNo[vC WORD][VB: Integer][VB NET:Short][C# ushort]

Range |0 =DrvNo =3
When out the valid range, return code is 001h

GrpNo[vCWORD][VE Integer][vB NET: Shor][vC# ushart]
Range 1 £GrpNo £16
When out the valid range, return code is 003h

dwRet[VC: DWORD][YB:Long|[¥B NET:Integer]|[vC# uint]
Return value
Mormal completion 0
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Using Sample Programs

Sample programs have been prepared for specific basic applications.

To use each sample program, enter its driver number and group number set by API-TOOL Configuration
in the DrvNo and GrpNo fields.

Use these sample programs as references for program development and operation check.
The sample programs are stored in \Program Files\CONTEC\API-PAC(W32)\Dio\Samples.

#. DIOT0VB - Microsoft Visual Basic [design]|

File Edt Wiew Project Format Debug Run Guery Disgram Tools Add-ns Window Help

“EévﬁvElE"vﬂléﬁ %ﬁﬁ‘n “l [ST] .‘S%%’%ﬁli}]"* 4500, 2355 g 6285 x 5145
%

Project - DIO10YB x|
General B ‘
L] (aOvA — =555 DID10YB (Dio10vb.¥bp)
=5 Forms
A @bl 0 ple 1/0 .| [ Form1 (DIC10¥B.FRM)
] SRR S [#-(21 Mordules
F & DrvNo : |:| I GrpNo : D DioOpen
=
2 H : DiolnpByte
Il | S P .
=] DioOutByte [Form1 Form |
LIl T g
o _ i ) : Alghabetic | categorized |
DiolnpBit
. I Appearance -
B futcRedran  False
BackColor [ aenoononse:
! Borderstyle 2 Sizable
DioClose Caption Do Simple [/0
ClpControls  True
Ret | Exit | ControoxTrus
..................... Dravode 13- Copy Pen
T . Drawstyle 0 - Solid
Drawhiidth 1 3
Name)
Returns the name used in code to identify an
object.
[Form Layout [x]

Running a Sample Program

(1) Click on the [Start] button on the Windows taskbar.

(2) From the Start Menu, select “Programs” — “CONTEC API-PAC(W32)” — “Dio” — “SAMPLE...".
(3) A sample program is invoked.
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Sample Programs - Examples
-Sample program 1
-Sample program 2
-Sample program 3
-Sample program 4
-Sample program 5
-Sample program 6
-Sample program 7
-Sample program 8
-Sample program 9
-Sample program 10

-Sample program 11
-Sample program (Console):

Sample program 1

DIO PORT| INP 3
CirvMen ’D_ GrpMer ,1_
Paorth o 'D_ Data: 10 H Diclrp
Portho: |1 Data: ID_ H DioCloge
E=IT
Ret

Inputs digital data through a specified port.

Outputs digital data through a specified port.

Inputs/outputs digital data from/to a programmable board.
Inputs digital data from a specified port in the background.
Inputs/outputs digital data through a specified bit.

Services interrupts of a specified board.

Performs process control of a specified board.

Performs trigger monitoring of a specified board.

Inputs digital data through a specified port using BCD data.

Inputs/outputs digital data through a specified board.

Sample program 2
DIO PORT OUT

CirvMen ID_ GrpMa: ,1_
PartMao: ,D_

DioOut
DioEchoBack
PortMo: ,1_ Data: |aa H .

DioClose
Fet EXIT

Data: |55 H

Executes digital input (simple functions) at specified bits through a
specified port.
Services interrupts of a specified board (using an extended function).

[Sample program 5]
DID BIT INP/OUT X

DrvMo: |3— GrpNo ’1_

DioBitinp
DioEitOut
DioBitE choB ack
DioClose
et EXIT

[Sample program 9]
DIO BCD INPAOUT

CirvMa: ||j— GrpMHi: ’1_

DialnpBCD

DialutBCD

DicCloss
Flet EXIT

X
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Uninstalling the API Function Libraries

To uninstall API-PAC(W32), follow the procedure below.
(1) Click on the [Start] button on the Windows taskbar. From the Start Menu, select “Control Panel”.
(2) Double-click on “Add or Remove Programs” in the Control Panel.

(3) Select “CONTEC API-DIO(98/PC)xx” from the application list displayed, then click on the
[Change/Remove] button. Follow the on-screen instructions to uninstall the functi

B Add or, Remove Programs

.
i Currently installed programs: Sort by:

Change or ﬁinil CONTEC API-DIO{98/PC)NT Yer5.00 (Develop) )
Remove
Programs

: 5 Ta change thi ar ri & Change/Remove

Add New 5] CONTEC APL-DIO(3S{PCINT YerS.00 (Runtime) 0.82MB
Programs

Size

Add/Remove
Windows
Components

©@

et Program
Access and
Defaults

|
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About Software for Linux

The Linux version of digital 1/0 function driver, API-DIO(LNX), provides functions that execute the
following features:

- Digital input/output of specified ports

- Digital input/output of specified bits

- Hardware digital filtering that prevents chattering

For details, refer to the help file. The help file provides various items of information such as “Function
Reference”, “Sample Programs”, and “FAQs”. Use them for program development and troubleshooting.

Driver Software Install Procedure

The Linux version for digital 1/0 driver, API-DIO(LNX), is supplied as a compressed file
Nlinux/dio/cdioXXX.tgz on the bundled API-PAC(W32)CD-ROM. (Note: XXX represents the driver
version.)

Mount the CD-ROM as shown below, copy the file to an arbitrary directory, and decompress the file to
install the driver.

For details on using the driver, refer to readme.txt and the help file in HTML format extracted by
installation.

To install the driver, log in as a superuser.

Decompression and setup procedure

# cd

# mount /dev/cdrom /mnt/cdrom Mount the CD-ROM.

# cp /mnt/cdrom/linux/dio/cdioXXX.tgz ./ Copy the compressed file.

# tar xvfz cdioXXX.tgz Decompress the compressed file.

# cd contec/cdio

# make
Compile the file.

# make install Install.

# cd config

# ./config Set up the board to be used.
..... Set as follows.........

# ./contec_dio_start.sh Start the driver.
# cd

CONTEC
48 PI0-64/64L(PCI)H, PI-128L(PCI)H, PO-128L(PCI)H



5. About Software

Accessing the Help File

(1) Invoke a web browser in your X-Window environment.

(2) In the browser, open diohelp.htm in the the contec/cdio/help directory.

Using Sample Programs

Sample programs have been prepared for specific basic applications.
Sample programs for each language are contained in the contec/cdio/samples directory. For compiling
them, refer to the manual for the desired language.

Uninstalling the driver

To uninstall the driver, use the uninstall shell script contained in the contec/cdio directory. For details,
check the contents of the script.
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6. About Hardware

6. About Hardware

This chapter provides hardware specifications and hardware-related supplementary information.

Hardware specification

P10-64/64L(PCI)H
Table 6.1. Specifications < P10-64/64L(PCI)H><1/2>

Item | Specification

Input
Type Opto-Isolated Input (for current sinking output) (Negative logic *1)
Number of Channels 64 channels (16 of these 64 can be used as interrupt signal)
(16 channels share a positive common)
Resister 4.7kQ
Current required to turn ON|2.0mA(Min.)
Current required to turn 0.16mA(Max.)
OFF
Interrupts Combine four interrupt signals to one interrupt request signal as the INTA.
Either rising edge or falling edge of input signal can generate interrupt.
Response time 200usec(Max.)
Output
Type Opto-Isolated Open Collector Output (current sinking type)
(Negative logic *1)
Number of Channels 64 channels (16 channels share a negative common)
Rate Voltage |35VDC(Max.)
Current |100mA/channel (Max.)
Residual voltage with 0.5V or less (Output current < 50mA),
output on 1.0V or less (Output current < 100mA)
Surge protector Zener diode RD47FM(NEC)
Response time 200usec(Max.)
@ CONTEC
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6. About Hardware

Table 6.1. Specifications < P10-64/64L(PCI)H><2/2>

Item

Specification

Common

1/0 address

Any 32-byte boundary

Interrupt level

1 level use

Boards in one system

Maximum of 16 boards can be install in a same system.

Isolated voltage

250Vrms

External power supply

12 - 24VDC (¥10%)

Power consumption

5VDC 500mA(Max.)

Operating condition

0 - 50°C, 10 - 90%RH (No condensation)

Connecting distance

50m(Typ.)(depending on wiring environment)

PCI bus specification

32bit, 33MHz, Universal key shapes supported *2

Dimension (mm)

176.41(L) x 106.68(H)

Weight

2159

*1 Data “0” and “1” correspond to the High and Low levels, respectively.

*:

N

Board Dimensions
| 176.41(L)

106.68(H

[mm]

The standard outside dimension (L) is
the distance from the end of the board
to the outer surface of the slot cover.

52

This board requires power supply at +5V from an expansion slot (it does not work on a machine with a
+3.3V power supply alone).
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PI-128L(PCI)H

Table 6.2. Specifications < PI-128L(PCIHH >

Item Specifications
Input
Type Opto-lIsolated Input (for current sinking output) (Negative logic *1)
Number of Channels 128 channels (16 of these 128 can be used as interrupt signal)
(16 channels share a positive common)
Resister 4.7kQ
Current required to turn ON|2.0mA(Min.)
Current required to turn 0.16mA(Max.)
OFF
Interrupts Combine four interrupt signals to one interrupt request signal as the INTA.
Either rising edge or falling edge of input signal can generate interrupt.
Response time 200psec(Max.)
Common
1/0 address Any 32-byte boundary
Interrupt level 1 level use
Boards in one system Maximum of 16 boards can be install in a same system.
Isolated voltage 250Vrms
External power supply 12 - 24VDC(+10%)
Power consumption 5VDC 500mA(Max.)
Operating condition 0 - 50°C, 10 - 90%RH (No condensation)
Connecting distance 50m(Typ.)(depending on wiring environment)
PCI bus specification 32bit, 33MHz, Universal key shapes supported *2
Dimension (mm) 176.41(L) x 106.68(H)
Weight 215¢g

*1 Data “0” and “1” correspond to the High and Low levels, respectively.
*2 This board requires power supply at +5V from an expansion slot (it does not work on a machine with a
+3.3V power supply alone).

Board Dimensions

| 176.41(L) |
1

106.68(H

[mm]
The standard outside dimension (L) is
the distance from the end of the board
to the outer surface of the slot cover.
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PO-128L(PCI)H

Table 6.3. Specifications < PO-128L (PCI)H >

Item Specifications
Output
Type Opto-Isolated Open Collector Output (current sinking type) (Negative logic *1)
Number of Channels 128 channels (16 channels share a negative common)
Rate Voltage [35VDC(Max.)
Current |100mA/channel (Max.)
Residual voltage with output|0.5V or less (Output current < 50mA),
on 1.0V or less (Output current < 100mA)
Surge protector Zener diode RD47FM(NEC)
Response time 200psec(Max.)
Common
1/0 address Any 32-byte boundary
Interrupt level not use
Boards in one system Maximum of 16 boards can be install in a same system.
Isolated voltage 250Vrms
External power supply 12 - 24VDC(+10%)
Power consumption 5VDC 500mA(Max.)
Operating condition 0 - 50°C, 10 - 90%RH (No condensation)
Connecting distance 50m(Typ.)(depending on wiring environment)
PCI bus specification 32bit, 33MHz, Universal key shapes supported *2
Dimension (mm) 176.41(L) x 106.68(H)
Weight 2159

*1 Data “0” and “1” correspond to the High and Low levels, respectively.
*2 This board requires power supply at +5V from an expansion slot (it does not work on a machine with a

+3.3V power supply alone).
Board Dimensions

| 176.41(L)

106.68(H

[mm]
The standard outside dimension (L) is
the distance from the end of the board
to the outer surface of the slot cover.
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Block Diagram

P10-64/64L(PCI)H
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Figure 6.1. Block Diagram < P10-64/64L(PCI)H >
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PI-128L(PCI)H
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Figure 6.2. Block Diagram < PI1-128L(PCI)H >
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PO-128L(PCI)H
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Figure 6.3. Block Diagram < PO-128L(PCI)H >
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