INSTALLING 3M MICROTOUCH HARDWARE SUPPORT

1) Double click on the Setup.exe file in the folder MT&.13.0.Win32-64

= ) iKi Touchscreens
= 12 3M drivers
ST, 13,0, Win32-64

) amdé4HID

|2) amdédLegacy
I2) x86HID

I0) x86Leqgacy

|2) DLL files

This will install the 3M drivers on the system and create a
Control Panel

Control Panel

icon on the Desktop

2) Next you have to install the Dynamic Link Libraries (DLL’s) to the correct Windows folder on the system
To do this, select the DLL files folder and Double Click on the SetupDLL.bat file.

=l |2) iKi Touchscreens
=15 3M drivers
= () MT7.13.0.Win32-64
Q amdé4HID
\) amdé4lLegacy
I) x86HID
| x86lLegacy

R 0LL files

If prompted, select Yes to overwrite any existing files.

cn CHYWINDDOWS' system32'\cmd.exe i

D:\Software Applications\_iKi Touchscreens\iKi Touchscreens\DLL files>xcopy MT?Sl!
troke.dll C:\Windows\system32

Querwurite C:\Windows\system32\MT?7Stroke.dll (¥Yes/No/Alld>?
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4) Finally, copy the file, testtouch.xml from the DLL files folder to the Lyric Executable folder

= () iKi Touchscreens
= 1) 3M drivers

= () MT7.13.0.Win32-64
I2) amde4HID
() amdé4Legacy
() x86HID
) x86Legacy

0L files

IC2) Lyric shell Extension 1.0

Once this is done, please follow the instructions from the iKi toucsreen calibration instructions.doc
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Once the drivers are installed, you should then Associate a Frame Buffer with the 3M Touch Overly. From

within Lyric, select Config Hotspots ...

-igix]
Anirnationl Effects Transition IHendeIingl Playoutl P4 I »

[~ Message Properties

Name:
Description: ﬁ

I Persistent
I~ Swap Update Priority
Scene Priority
S

Conditional Transition I
[ conones | 4m

i~ ‘A4 FLARE 03' Properties
V¥ Hold Last Frame

I~ Loop
I™ | Continucus Update

I™ Inherit State __ Corfiue |

This will then open up a dialogue that will allow you to calibrate and select a Frame Buffer to associate with

x| Touch Config Dialog X|

the 3M Touch Screen overlay.

Touch Config Dialog ]

Framebuffers Framebuffers
j IFrameBuFfer 1 LI
RrsmeBuiterL Serial:  LHTI0238505099
Type: eFX

FrameBuffer 2
Type: Select the Frame Buffer
1o Associate with the Touch Panel

Touch Screen

Touch Screen
=

I IZ] [l
Calibrate I

Wil list the Touch Screen name

Calibrate |

Once the Frame Buffer has been associated with the 3M Touch Panel Overlay, click on the Calibrate button

and follow the on-screen prompts for panel calibration.
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