1. On “PPCBOOT” prompt, user can use recovery image to load 7800/7801FC image manually. You need to put the jumper to “UPGRADE” first.[image: ]
2. Type “upgrade” on PPCBOOT prompt
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2. Use XMODEM to send recovery image to FC via serial port
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3. On loading recovery image successfully, type “boot” to boot up recovery image. You will see the “CLI” prompt. The default IP address is 192.168.192.100
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4. Run windows command dialog. Use FTP to log in FC. (User and Password is empty)
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5. Make user you are using binary mode for ftp transmission.
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6. Load FC image by typing “put  image_name.bin”
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7. You will see “Transfer complete” message at the end of upgrade. Then FC will reboot automatically.
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8. Put the jumper back to “RUN” so that FC can boot up automatically.
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Microsoft Windows [Version 6.1.76011
{Copyright (c> 2889 Microsoft Corporation. A1l rights reserved.

[C: \Users \peteruang>Ftp 192.168.192.100
[connected to 192.168.192.108.
j220-Evertz FTP Server.
Copyright 2001 Evertz Microsystens Ltd. A1l wights reserved.
220 Type QUOTE HELP for information.
lUser (192.168.192.108:(noned>:
331 User name okay, need password.
Passuord:
230 User logged in. proceed.
leep>




image8.png
ftp> hin
208 TYPE set to 1.
Fep>
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tp> bin
00 TYPE set to I.
£p> put U:\78BOFC\inages \wel\2015-88-13\?800FC_S7BFC_Lud_h208.hin
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[ftp> put W:\78BAFC\images\rel\2015-88-13\7880FC_S?BFC_1v4_h2@8.bhin
208 PORT command successful.

150 Opening data connection.

226 Transfer complete.

letp: 65868385 hytes sent in 39.93Seconds 1649.56Khytes/sec.

lrep>
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Evertz PPCBoot 2.3 et.835.1
8313e rev. 2.2, e300c3 rev. 1.0, 133 MHz bus, 400 MHz core

PHY 00 REG 00: 1140 —--- 0141 0CC2 ODE1 0000 0004 2001 0000 OF00 0000 0000 0000 0000 0000 F0OO
PHY 00 REG 10: 0078 8150 0000 0040 0C60 0000 0000 0000 4100 0000 000A 048B 0000 0000 0000 0000
PHY register 20 changed from 0x0C60 to 0xOCE2

COULD NOT OPEN FILE
COMMAND upgrade FATLED
peCEOOT> []

1
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PPCBOOT> upgrade
upload product firmware now
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[7800FC_recovery_im:

XMODEM (checksum)

Packett: 385
Bytes transfered: 19408

15.9%





image5.png
[PPCBOOT> upgrade
pload product firmware now
pload okay

IPPCBOOT> boot |
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IP Address: 192.168.192.100
Netmask Address: 255.255.192.0
Gateway Address: 192.168.192.1
0:51:35.757713 [init]: net_init
0:51:35.760753 [init]: networking starting
main.cpp:993etsec0: advertise 1000base-T FD 1000base-T HD 100base-TX FD 100base-TX HD
1
main.cpp:1002
Routemgr: constructor...done
0:51:35.777699 [net]: networking started
main.cpp:1005
etsec0: link up, speed 1000, duplex 1
1





