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1

The Kaleido-K2 includes:

Quick start manual
Release note document
Mouse

Keyboard

Kaleido-RCP
Kaleido-RCP cable
CD-ROM

2 power cords

Cross over Ethernet cable

DVI to VGA Adapter



2 Documents:

Quick Start Manual: Includes basic information to get the Kaleido-K2 up and running, and to get prepared to
configure and operate the system. Includes all the installation instructions and wiring information.

Readme document: The readme document explains the contents of the Kaleido CD-ROM. The readme.txt
document can be found onto the Kaleido CD-ROM.

User’s Manual: The User’'s Manual explains item-by-item software-related configuration and operation.

How To: The How To is a manual that includes most of what you should know to configure and operate the
Kaleido-K2.

Hardware Manual: The Hardware Manual explains item-by-item hardware related configuration and
operation.

Online Help: Use the online help located in the main tool bar of the KEdit software. It is an online version of
the User’'s Manual.

Release note: Read the release note carefully. It includes a listing of the new features, known issues,
compatibility issues with other hardware and Q & A.



3 Kaleido-K2 Software Versions

Kaleido V4.30: The first generation of the software designed to support Kaleido-K2, and also supporting
Kaleido Classic.

Kaleido V4.42, 4.51, 5.02, 5.10, 5.20: Upgraded versions of the software, with additional features and
enhanced functionality.

Kaleido V5.30: The latest version of the software, with additional features, enhanced functionality and
optimization. This software is described in this manual. The version 5.30 is supported by the Kaleido-K2
systems only.
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5

Interconnections:

Ethernet: Miranda recommends that you connect your Kaleido-K2 to a network, using a network switch or
simply via an Ethernet crossover cable (the use of a HUB is not recommended — see the Release Note).
This connection is essential for remote configuration through the Layout editor. We recommend a 100
base-T switch for better performance.

Kaleido-RCP: The Kaleido-RCP remote control panel can be connected one-to-one to the Kaleido-K2
using the included cable. The Kaleido-RCP must be connected to the RS-422 port on the rear panel of the
Kaleido-K2.

A single Kaleido-RCP can be used to control several Kaleido-K2s in cascade mode. See the Guide to
Installation and Operation for wiring information.

Keyboard and Mouse: The keyboard and mouse plug into the rear panel of the Kaleido-K2. Kaleido
Software version 5.30 offers more on-screen mouse functions, which are useful in day-to-day operations.
These functions supplement those available through the Kaleido-RCP. The keyboard emulates the
Kaleido-RCP and can be useful for administrative operation.

Output to display: Use one of the two available outputs of the Kaleido-K2, DVI-I or RGBHV to drive the
display. Seen from the rear, the main output module is located on the left hand side and the secondary
output module is located in slot 10.

Connect inputs: Connect the inputs on the rear panel of the Kaleido, matching each input signal format to
the input card type. Looking at the rear panel, the input numbers increment from left to right.

Connect power supply: Connect each power supply to a power source using the supplied power cords.
In normal operation, both supplies should be switched ON (power switch on the power supply unit set to |).
A green status lamp will illuminate on the power supply unit.

Caution: Make sure all cards and modules are properly inserted and seated before powering up.



6 Powering up the Kaleido-K2:

Power up the Kaleido-K2 using the power switch located on the front of the unit. Note that the Kaleido-K2 has
redundant power supplies, available on the rear panel, each of which has its own power switch. If only one of
these power supplies is powered, a buzzer alarm will be audible. To shut the buzzer off; press the red button

located near the bottom power supply’s on-off switch.

- The K2 application will start by itself. PLEASE WAIT. (The complete boot up process takes 3-4
minutes).

The first item to appear at the output during the boot-up process is the video, positioned according to the last
saved boot-up layout. The rest of the output screen remains black behind the video until the boot up process
is complete. Video may glitch a couple of time during this sequence. After approximately 3 minutes, the last
layout in use before the Kaleido-K2 was restarted is loaded with all graphical and video components. This
layout is called the “Current Layout” and will be updated after every modification.

Note: To view the system boot-up sequence, you can press the Graphic Bypass switch. This switch is located
on the edge of the MWO-HR card and is accessible from the front. Don’t forget to press the switch again
when the application is up and running to return to the video image display.



7 Setting up the IP configuration:

The Kaleido system is configured, by default, with the following IP address: 10.0.3.22.

To change the IP address, proceed as follows:

Select Start —Settings-Networks and Dial-up Properties.
Choose Local Area Connection.

Go to the menu File Properties.

Choose Internet Protocol (TCP/IP) and select Properties.

Change the IP address for the new address that your network administrator has provided. e.g.
100.100.50.1.

You may also change the Subnet Mask; e.g. 255.255.255.0 then click OK.
Click OK in the Local Area Connection Properties window.

Reboot the system.

Note: Your KEdit PC must also be set up within the same range of addresses to communicate with the
Kaleido-K2. See the ANNEX — Establishing an IP Network Connection on the client computer to set-up your
network connection correctly.



8 Installing the KEdit software:

You can install the KEdit software onto a client PC located on the same network. This client PC must have at
least a Pentium IIl processor with 128 M of RAM. The version 5.30 supports both Windows XP (Service Pack

1) and Windows 2000.

Use the KEdit installer located on the CD-ROM in the Kaleido Software V5.30\ KEditFull folder.

Step 1: Open the KEditFull folder within the KaleidoSoftware V5.30 folder on the CD-ROM

Step 2: Double click on
KEditSetup 5 30 _00xx.exe or _RCx ifitis a
Release Candidate version.

Step 3: If you have a previous version of the
KEdit software installed on your computer, a
panel will prompt you to convert your data
(Monitors, Channels, Alarm Monitors ...) from
previous versions into the version 5.30
environment. Both versions will co-exist on
your PC.

InstallAnywhere

Inztallsrpwhere iz preparing to install...
)
= Extracting...

Cancel

Created with Installbnmwhere, € 1398-2002 Zera G Software, Inc. wiww.Zerald. com

\Z KEdit version 5.30 =10l

Introduction

™ Introduction
B Eochun Previois et
B Bre-lnstallation SurmmmEn;
W (rstalling.. 4
B riste]| EorpeE

InstallAmywhere will guide you through the installation of KEdit 5.30.

ltis strangly recommended that vou quit all programs before
cantinuing with this installation.

Click the Mext' button to proceed to the next screen. If you want to
change something on a previous screen, clickthe 'Previous' buttan.

You may cancel this installation at any time by clicking the 'Cancel'
hutton.

Cancel Previous




Step 4: This step tells you where the files will

be installed and the space required on your
hard disk. Press install.

A progress screen will indicate the status of

the installation.

Step 5: This window indicates that the
software has been installed successfully.

Click on “Done” to terminate the installation.

Step 6: Double click on the KEdit 5.30 icon

on your desktop to start the KEdit application.

2 KEdit version 5.30

I ] =3
Pre-Installation Summary

Intraduction

Please Review the Following Before Continuing:

Backup Pravious Informat...
Pre-Installation Summ

[retallirg..

Imstall EurmpleE

Product Name:
KEdit 8.30

Install Felder:
ChProgram Files\WirandaiEdit 5.30

Java VM Installation Folder:
ChProgram Files\avaSoftREV 4 207

Disk Space Information (for Installation Target):
Required: 88,400 972 bytes
Availahle: 17 973,714 944 bytes

Cancel

\E KEdit version 5.30

Previous i Instal

_ol
Install Complete

Intraduction

Backup Previous Infarmat...
Pre-Installation Summ
Installing..

Install Complete

cancel

Congratulations! KEdit 5.30 has been successfully installed fo:

CiAProgram Files\MirandatEdit 5.30

Preyious

NOTE: The Kaleido software and Kaleido Edit must have the same version number, or they will not be able to
communicate with each other. For that reason, the Kaleido Edit version 5.30 will be added to your PC and will
not overwrite a previous version of Kaleido Edit already installed there. You will then be able to access

Kaleido systems with different versions from the same PC.



9 Changing output resolution:

It is necessary to adjust the Kaleido-K2’s output resolution and frame rate to match the display connected to
the output. To do this, you will need to use KEdit in the online mode:

® From the KEdit File menu, select File-Open-Online (or CTRL+O).
® Select the IP address or name of your Kaleido-K2 and click open.
® Select View—Settings-Kaleido Calibration (or press F11).

® From the pull-down box labeled “Resolution”, select the combination of resolution and frame rate that best
matches your display (where 60Hz is shown, the actual rate is 59.94Hz).

Please reboot the Kaleido-K2 after changing the output resolution.



10 Operating the Kaleido-K2:

10.1 Using the Kaleido-RCP:

Press the Device key, and the Kaleido-K2’s ID will appear on the output display, e.g. Device 01. Use
the numeric Keypad to select the number as shown. The Kaleido-RCP will now control the selected
Kaleido-K2.

You can use the 10 preset functions to load the factory layouts. Some layouts have been created for
16:9 displays and others for 4:3 displays.

Use the select key and navigate through the layout to apply a function (full screen, over scan, aspect
ratio). Full screen layout is also a configurable layout and is configured for 4:3 displays at the factory.

The menu, status and text buttons are not supported in this version.

10.2 Using the mouse:

As shipped from the factory, the Kaleido-K2 is configured to respond to mouse clicks on its output screen as
follows:

Single-click on any video screen in the layout to select its audio for the audio monitoring.
Double-click on any video screen in the layout to display it in the full-screen mode.

Right-click on any video screen, status indicator, UMD or text label in the layout to display a pop-up
menu with more functions.

Use the KEdit software to configure additional actions in response to mouse clicks and mouse double-clicks
on on-screen objects, including control of routing switchers, control of count down timers, loading layouts from
files, triggering GPI outputs and more.

See the User’s Manual for complete details.



11 Upgrading the Kaleido-K2 Software

Because the Kaleido does not have a CD reader, it is necessary to install the software from a remote
computer through a network connection. You will need a local keyboard and a monitor connected to the
Kaleido-K2 for this procedure. To begin, locate the CD-ROM drive (usually the D: drive) of the source
computer on the network from the Kaleido-K2 system.

Use the Kaleido installer located on the CD-ROM in the Kaleido Software V5.30\KaleidoFull folder

Step 1: Copy the exe file from the “Kaleido Software V5.30\KaleidoFull’ CD-ROM folder to the Kaleido-K2's
C-drive. Remember, the Kaleido-K2 system administrative password is the following:

User name: administrator
Password: kaleido

Step 2: Double click on
KaleidoSetup_5 30_00xx.exe or _RCx
for a Release Candidate version.

Step 3: An introduction panel is shown;
click Next.

InstallAnywhere

Installtrwhere iz preparing to install.
i E stracting...

Created with Installbnpwhere, € 1338-2002 Zemo G Software, [nc. wew Zeroli. com

2 Kaleido version 5.30 = =]
Introduction

P Introduction InstallAnywhere will guide you through the installation of Kaleido

Wi ware undate P, . | Yersion 530

B Frednetalaton Summarﬁe’,‘“ Itis strongly recommended that you guit all programs befare

B [rstalling.. cantinuing with this installation.

B [rstall Complete
Clickthe 'Mext' button to praceed to the next screen. Ifyou want to

change something on a previous screen, click the 'Previous' button.

You may cancel this installation at any time by clicking the 'Cancel’
huttan.

Installtnywhere by Zero &

Cancel | Bresions




Step 4: A panel will prompt you to accept
the firmware upgrade. Select Yes and
click Next. If you select No, the installer
will quit without installing the new
software version.

Step 5: A summary of what will be
installed is presented; just click on Next.

3 Kaleido version 530

8 1 B3
Firmware update confirmation

Introduction.
Firrmweare update confirm...

Ere=lmstallatiom Summ‘m

Im=talling..

ae8 3

Install Camplete

|

This software up-grade may alzo cantain new firmware to up-date
yaur Kaleido-K2 hardware. Select"ves" to continue and up-date the
hardware or"MNo" to abort the installation.

@ es
 No

Installfmawhiere By Zern &

Cancel |

Previous |

0 Kaleido version 530

=[] =]
Pre-Installation Summary

T Introduction

]

Firmware update confirm...
Pre-Installation Summa

[rstalling:..

a8 3

Install Complete

|

Please Review the Following Before Continuing:

Product Name:
Kaleido version 5.30

Install Folder:
ChiControl

Disk Space Information (for Installation Target):
Required: 121,912 255 bytes
Available: 106,829,864 960 bytes

Installfnywhere by Zero &

Cancel |

Previous Install




Step 6: The installation is in progress.
Wait until the installation finishes.

Step 7: Click on Done to quit the

installer.

2 Kaleido version 5.30

= 0] x|
Installing Kaleido version 5.30

™ Introd
ware upda

™ Pre-Installation Surnma
™ Installing...
™ Install Complete

Installing... Java Runtime Environment

Installtnywhere by Zero &

Cancel |

‘2 Kaleido version 5.30

5 1 B3
Install Complete

Pre-Installation Summa
Installing...

AN IWd I

Install Complete

The installation of Kaleida version 5.30 is finished, but some
warnings occurred during the install. Please see the installation log
for details.

Installfmawhiere By Zern &

Zarice| |

Bresions




It is now time to reboot the Kaleido-K2.

During the first boot-up of the Kaleido-
K2, the Kaleido will try to upgrade the
firmware of the cards. A status window
indicates the progress of the firmware
upgrade. It may take up to 20 minutes to
upgrade a fully populated system. The
application will start up automatically
after the firmware upgrade and boot-up
sequence. A confirmation will be
displayed after each card’s upgrade. In
cases where the upgrade has not been
completed, you may have to power the
unit off and on again.




12 Installing TSL, Thomson-Andromeda and ENCODA dynamic
UMD

Under Monitor Displays (UMDs) and Text Boxes in the Kaleido Monitor Wall output may contain dynamically
updated text. This text is accessed through a TSL, Thomson-Andromeda or ENCODA Under Monitor Display
System Controller. This portion of the manual describes the interface between the Kaleido and the TSL, the
Thomson-Andromeda or the ENCODA. Please see the TSL, the Thomson-Andromeda and the ENCODA
user’s manuals for other connections to their equipment.

The physical interconnection is via a cable connecting to the Kaleido’s serial port.

Once the two devices are interconnected, it is time to install the software to control them.

12.1 Connection to the Kaleido-K2 o)
Located on the real panel of the control panel two control ports are available. ' ' ' ‘
COM1: RS-232 Can be used to connect to the TSL controller. You need a [
converter from RS-232 to RS-422 in this case because the TSL ports are all
RS-422.
COM2: RS-422/485: Is mainly used for connecting the Kaleido-RCP. {'j é,
Make sure the pin out from the TSL to the Kaleido-K2 COM port is null - ol |@
modem. @ 50 E
Sl (g
TSL Contraller Kaleido-K2 ' ol o
RJ-45 RS-422 i '
—n

e 8
o o7
Qe o2

e~ 3

12.2 TSL installation

Step 1: The TSL installer is located on the Kaleido CD-ROM under Kaleido Software
VX.xx\Options\TSLSetup_X xx.exe. Copy the file to the Kaleido-K2’s C-drive.



Step 2: Double-click on
TSLSetup_X_ xx.exe.

Step 3: The installer will install the
TSL device on COM1 by default (an
adapter could be required).

If you want to install the TSL on the
COM2 port, edit the file
“TSL.properties” and change the
ComPort parameter to COM2.

The TSL.properties file can be found,
after TSL installation, under the
following folder:
c:\iControl\Startup\Tsl

#Com port definition for
the TSL service.
ComPort=COM1
BaudRate=38400
DataBits=8

StopBits=1

Parity=EVEN

# Legal time in seconds
the TSL service will wait
for serial data before
disconnecting.
SerialDataDelay=15

Note that you can reconfigure the
allowable wait time for serial data by
typing a new value for
SerialDataDelay line

|nztall&nmahere iz preparing to inztall ..
J .
wl straching...

Created with Inztallbnpwhere, © 1938-2002 Zero G Software, [ne. w2 erola. com

81 Kaleido TSL bundle

=10] ]

COM port used

Sl

Selectthe COM port you want to use foryour TSL device

el L e v el R

Cancel |

Frevious |

I ext

Step 4: Follow the on-screen instructions to finish the installation.




12.3 Thompson-Andromeda installation

The Thompson-Andromeda installer is located on the Kaleido CD-ROM under Kaleido Software
VX.xx\Options\AndromedaSetup_X_xx.exe. Copy the file to the Kaleido-K2’s C-drive.

Just follow the on-screen instructions to install the Thompson-Andromeda service.
The installer will automatically install the device to the COM1.

To change the serial port settings of the Thomson-Andromeda, use the xml files located onto your Kaleido
system under c:\iControl\Startup\Phillips\umdcfg.xml.

NOTE: If you choose to control the Thompson-Andromeda using the COM2 of the Kaleido-K2, you must stop
the MT_RCP service, as follows:

1. Click on the Services icon that resides on the Kaleido-K2's desktop.
2. Right-click on MT_RCP and select properties.

3. Change the Startup Type to Manual to avoid automatic startup of the RCP service at the next Kaleido-K2
boot-up.

4. Click on the Stop button to stop the RCP service now.
5. Click on the Ok button.

6. Restart the MT_PHILLIPS service manually by right-clicking on it and selecting Stop, then Start.

12.4 ENCODA installation
Step 1: The ENCODA installer is optional. Call Miranda to get the ENCODA driver (MWS-UMD-Encoda)
Locate the EncodaSetup_X xx.exe on the ENCODA CD-ROM. Copy the file to the Kaleido-K2’'s C-drive.

Step 2: Double-click on
EncodaSetup X xx.exe.

) Installtnpwhere iz preparing to inztall...
=X Estracting...

Created with Installbnypwhers, € 1338-2002 Zero G Software, [ne. w2 erola. com




Step 3: The installer will install the k! Kaleido Encoda bundie - =101

Encoda device on COM1 by default COM port used
If you want to install the Encoda on ™ Intraduction | Select the COM por on the Kaleida 1o establish the communication
the COM2 port, edit the file PCOMpotused W {wilh the Encoda
“Encoda.properties” and change the B et e B ‘%
ComPort parameter to COM2. B i ‘

]

The Encoda.properties file can be
found, after Encoda installation,
[conn =]

under the following folder:

Cancal Previous I Mex

Step 4: Follow the on-screen instructions to finish the installation.

12.5 Configuration

See the Kaleido user's manual for further setup and configuration details.

12.6 Uninstalling TSL

If you wish to uninstall the TSL service, go to Start->Programs->Kaleido->Uninstall TSL, and follow the on-
screen instructions.

12.7 Uninstalling Thomson-Andromeda

If you wish to uninstall the Thomson-Andromeda service, go to Start->Programs->Kaleido->Uninstall Phillips,
and follow the on-screen instructions.

12.8 Uninstalling ENCODA

If you wish to uninstall the ENCODA service, go to Start->Programs->Kaleido->Uninstall ENCODA, and follow
the on-screen instructions.



13 Installing SYNERGY

13.1 Introduction

Synergy is a software application that allows multiple Kaleidos with adjacent screens to be controlled with a
single mouse and keyboard, reducing desktop clutter and simplifying operations.

One Kaleido must have a mouse and keyboard connected to it. This Kaleido will be the Server.
The other Kaleidos can have their own mouse and keyboard or not. Those Kaleidos are called the Clients.

The Kaleido displays are considered be laid out on a grid, so that every Kaleido can have up to four neighbors
(e.g. above, below, left and right).

Example: 3 Kaleidos using Synergy to operate with a single mouse and keyboard.

—
— —
Synergy Mouse and Keyboard Synergy
Client only Synergy SERVER Client only

The Kaleido running Synergy Server will have a mouse and a keyboard connected to it. Both Kaleidos
running Synergy Client will be controlled by the mouse and keyboard of the Synergy Server.

13.2 Requirements

Verify that the TCP/IP networking of your Kaleidos is functioning correctly. Note that all Kaleidos are shipped
with the same IP address, and this must be changed to integrate the Kaleido into your local network. You will
be unable to operate Synergy on two Kaleidos that have the same IP address.

The Server Kaleido must have a keyboard and a mouse connected to it.

Client Kaleidos must have mouse and keyboard connected only for installation and configuration of Synergy.
Once Synergy is configured they are optional but not necessary.

13.3 Installation

You need to install Synergy on all the Kaleidos that will be included in the group (the Server and the Clients).



The Synergy application is included in the Options folder of the CD-ROM supplied with your Kaleido.

The Kaleido itself does not have a CD-ROM reader, so the application must be installed on the Kaleido from a
remote computer via the Kaleido’s IP interface. Proceed as follows:

Extract the contents of the synergy-1.0.15-1.zip file, located in the Options folder on the CD-ROM supplied
with your Kaleido. You will need the WinZip application.

Save the extracted Synergy folder to a convenient location on the hard drive of your computer.
Locate a Kaleido on the network, and copy the Synergy folder onto its hard drive, in a convenient location.
Repeat this process for all of the Kaleidos that will be using Synergy

Synergy is not required on your local computer, so you may delete the Synergy folder once it has been
copied to the Kaleidos.

Please see the How To manual (available in on-line Help) for instructions on configuring Synergy for your
multi-screen Kaleido set-up.



14 Installing KALYPSO

14.1 Connection to the Kaleido-K2

Select a separate PC running Windows 2000/XP to install the standalone Kalypso service. This PC must have
a least one free COM port as well as access to the Kaleido-K2 through TCP/IP connection. Physically connect
the Kalypso equipment to this PC.

Note: If the Kalypso equipment is a Ross Synergy series Production Switcher, then please refer to the
following checklist when connecting to the Miranda Kalypso service:

- make sure that the serial port settings between the Production Switcher and the Kalypso service match
- make sure the baud rate selected is at least 38400 bps

- On the Production Switcher, configure the Tally protocol to "COMPLETE" instead of "NORMAL"

14.2 Installing the Kalypso standalone service

Contact Miranda to obtain the optional Kalypso installer if you plan to use this third-party device.

The Kalypso installer will be an executable file with a name something like "KalypsoSetup X XX.exe"
The installer will automatically install the device to the COM1 port.

To change the serial port settings of the Kalypso, use the kalypso.properties files located on your PC system
under C:\Program Files\Miranda\Kalypso service\Startup\kalypso.properties

Make sure the Kalypso equipment COM settings matches the one set for the Kalypso service.

14.3 Running the Kalypso standalone service

The Kalypso is a Windows service. As such, it is automatically started after installation. To take into account
modifications to the kalypso.properties file, the service must be stopped and restarted using Windows service
manager, part of the Windows administrative tools.



15 ANNEX - Establishing an IP Network Connection on the
client computer

In order to operate the Kaleido-K2 from Kaleido Edit, and in order to download software upgrades to the
Kaleido, it is necessary to establish an IP connection between the Kaleido-K2 and a remote computer.

Here are the steps to follow to configure the network connection of the computer running the KEdit.

Step 1

First of all, you must find the IP Address of your Kaleido. To do that, plug a keyboard into your Kaleido and
press Ctrl + Esc; the windows start menu will open. Click on run... and type ecmd in the box, then press
Enter. A windows command prompt will open. In this command prompt, type ipconfig then press Enter.
Some information about the network configuration of the Kaleido will be shown.

Note: The IP Address has been configured in factory to 10.0.3.22.

If you are asked for a username and password, the correct responses are:

User name: administrator
Password: kaleido

Step 2

Connect the client computer on the network (ask your network administrator for details).

15.1 If your computer is running Windows 2000

Step 3

Right click the "My Network Places" icon on the desktop and select Properties.

step 4 1 Network and Dial-up Connections ] 4

JE\|E Edit Wiew Favorites Tools  Advapced  Help |

Right click the "Local Area Connection" icon and e R N RO R e o e
Se|eCt uPropertlesu J.ﬂu:_ldress I Metwork and Dial-up Connections j @Go

Make Mew Connection

Local Area Connection

AMD PCMET Family PCT Ethernet Adapter i




Local Area Connection Properties: 2l

Step 5

General |

Click on Internet Protocol (TCP/IP) and click Connect using

"Properties". I B3 AMD PCNET Famiy POl Ethemet Adapter

Companents checked are used by this connection:

Client for Microsoft Metworks
File and Printer Sharing for Microsoft Networks

Install... Uninstall Pioperties

r— Description
Tranzmigsion Control Pratocol/Internet Protocol. The default
wide area network pratocal that pravides communication
across diverse interconnected networks.

™ Show icon in taskbar when connected

oK | Cancel |

Internet Protocol {TCP/IP) Properties 2|

Step 6

General
Enter an IP add ress that |S |n the same range as the “fou can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask vour network, adminiztrator for

Ka|eIdO-K2 and C“Ck OK the appropriate IP settings.

" [Obtain an IP address automatically

—% Lige the fallowing IP address

P address: I 192 0168 . 210 . 110
Subnet mask: I 255 285 286 . 0
Diefault gateway: I . . .

€ Mbtaim DS senver addiess automatizally
—{% Use the following DNS server addresses:

Preferred DMS server. I 192 . 168 . 210 . 100
Alternate DNS server: I . . .

Advanced...
Coea_|

Step 7
Click OK in Local Area Connection Properties box.
Step 8

Restart your system if prompted.



15.2 If your computer is running Windows XP

Step 3

In the Main menu, select “Settings” and “Network

Connections”.

Step 4

Right click the "Local Area Connection" icon and

select "Properties".

Wew Office Document:

Open Office Document

Set Program Access and Defaults
Windows Catalog

Windows Update

WinZip

Programs

Favorites

1 Documents

Settings

Search
<,y Printers and Faxes

Help and Support 2 Taskbar and Start Menu

Run...

Log OFf lcaron.. .

Windows XP Professional

Shut Down. ..

._\ MNetwork Connections -0 x|

File Edit Wiew Favorites Tools Advanced Help | ..f'
J Eack - J - 1? /.)Search |77 Folders | = | 3~ x n >
i
Address Iﬂ_, Hetwark Connections j ®

Mame | Type | Status
Dial-up
L iPassConnect Dial-up Disconnecked

LAN or High-Speed Internet

o Local Area Connection 2 LAK or High-Speed Inter...  Disabled

Y wireless Network Cannection LAM or High-Speed Inter,,,  Disabled

L Local Area Connection LAM or High-Speed Inter,,,  Enabled

<. 1394 Connection LAM or High-Speed Inter...  Enabled
Wizard

’Q News Connection YWizard “Wizard

.| | i




Local Area Connection Properties: 2l

Step 5

General |

Click on Internet Protocol (TCP/IP) and click Connect using

"Properties". I B3 AMD PCNET Famiy POl Ethemet Adapter

Companents checked are used by this connection:

Client for Microsoft Metworks
File and Printer Sharing for Microsoft Networks

Install... Uninstall Pioperties

r— Description
Tranzmigsion Control Pratocol/Internet Protocol. The default
wide area network pratocal that pravides communication
across diverse interconnected networks.

™ Show icon in taskbar when connected

oK | Cancel |

Internet Protocol {TCP/IP) Properties 2|

Step 6

General
Enter an IP add ress that |S |n the same range as the “fou can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask vour network, adminiztrator for

Ka|eld0-K2 then C“Ck OK the appropriate IP settings.

" [Obtain an IP address automatically

—% Lige the fallowing IP address

P address: I 192 0168 . 210 . 110
Subnet mask: I 255 285 286 . 0
Diefault gateway: I . . .

€ Mbtaim DS senver addiess automatizally
—{% Use the following DNS server addresses:

Preferred DMS server. I 192 . 168 . 210 . 100
Alternate DNS server: I . . .

Advanced...
Coea_|

Step 7
Click OK in Local Area Connection Properties box.
Step 8

Restart your system if prompted.



