
The PH-44-IC3 headset is a super lightweight, dual sided headset for the
ultimate in day-long comfort. The PH-44-IC3 features high quality dynamic
earphones with a dynamic noise cancelling microphone on an adjustable
boom that can be bent to practically any mouth-to-mic position. The unit has
a straight cord and is compatable with both ICW-3 and ICW-4 intercom
systems.

Parts List and Wiring Diagrams
Model PH-44-IC3 Headset

Specifications

Receiver Type .................................................................... Dynamic
Receiver Impedance ......................................................... 300 ohms
Microphone Type ............................................................... Dynamic
Microphone Impedance .................................................... 200 ohms
Weight ................................................................................... 5.1 ozs
Cord ............................................................................. 9  ft. straight

Parts List

Connector Identification & Wiring

Red, 1/8” (3.5 mm)
mini-stereo plug

Microphone (-)

Microphone (+)

N. C.

Microphone Connector

Black, 1/8” (3.5 mm)
mini-stereo plug

Headphone (-)

Headphone (+)
N. C.

Headphone Connector
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Parts List

The PH-88-IC3 headset is a super lightweight, single sided headset for the ultimate
in day-long comfort. The PH-88-IC3 features a high quality monaural dynamic
earphone with dynamic noise cancelling microphone on an adjustable boom that
can be bent to practically any mouth-to-mic position. The unit has a straight cord
and is compatable with both ICW-3 and ICW-4 intercom systems.

Parts List and Wiring Diagrams
Model PH-88-IC3 Headset
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Specifications

Receiver Type .............................................................................. Dynamic
Receiver Impedance ................................................................... 300 ohms
Microphone Type ......................................................................... Dynamic
Microphone Impedance .............................................................. 200 ohms
Weight ............................................................................................. 4.6 ozs
Cord ....................................................................................... 9  ft. straight

Connector Identification & Wiring

Red, 1/8” (3.5 mm)
mini-stereo plug

Microphone (-)

Microphone (+)

N. C.

Microphone Connector

Black, 1/8” (3.5 mm)
mini-stereo plug

Headphone (-)

Headphone (+)
N. C.

Headphone Connector


